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Nexans brings energy to life through an extensive range of cables and cabling solutions that deliver increased
performance for our customers worldwide. Nexans’ teams are committed to a partnership approach that supports
customers in four main business areas: Power transmission and distribution (submarine and land), Energy resources
(Oil & Gas, Mining and Renewables), Transportation (Road, Rail, Air, Sea) and Building (Commercial, Residential and
Data Centers). Nexans’ strategy is founded on continuous innovation in products, solutions and services, employee
development, customer training and the introduction of safe, lowenvironmentalimpact industrial processes.
In 2013, Nexans became the first cable player to create a Foundation to introduce sustained initiatives for access to
energy for disadvantaged communities worldwide.
We have an industrial presence in 40 countries and commercial activities worldwide, employing close to 26,000 people
and generating sales in 2015 of 6.2 billion euros.
Nexans is listed on Euronext Paris, compartment A.
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Industrial manufacturing plants and establishments such as pulp and paper, oil and
gas and mining facilities depend on the superior performance of Nexans industrial
building wire and cable. Choose the cable type required:
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Cables with interlocked metal tape armor or continuous metal sheath are suitable
for applications where cable might be exposed to mechanical damage. The Nexans
array of armored cables encompasses superior designs with rugged jackets for
direct buried applications while our jacketed and unjacketed cables are
manufactured for extreme conditions to withstand the dangers of physical and
environmental damage that could be a factor when employed in exposed runs.
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STANDARDS

National UL 1569; UL 2225;
UL 44

Continuous Corrugated Aluminum Sheathed PL, MC & MV Industrial Cables

DESCRIPTION
Applications

CORFLEX®  cables  may  be  found  in  a  variety  of  industrial,  commercial  and  utility
applications. Chemical, oil and gas, and forestry industries plus commercial or high
rise buildings are areas in which CORFLEX® has gained acceptance.

Exceptional fire ratings (as per appropriate specifications), impactresistance, exiblity
and an impervious metallic sheath are key components of this design.

CORFLEX®  installation may be  in wet or dry  locations,  in  trays,  troughs, wireways,
directly buried or embedded in concrete. As well, it can be used in plenums (with no
outer coverings), ducts and other airways per NEC Article 300.22.

The 300 volt CORFLEX® PL cables can be installed in Class I, II, III & intrinsically safe
locations & Division 2 as per NEC (PLTC and ITC Rated).

CORFLEX® PL cables are suitable for control, signal, and instrumentation circuits with
300  volt  rating. The  cable  construction minimizes noise and  signal  interference  to
enhance  performance  in  instrumentation,  dataow,  computer  &  datalogging
applications especially in areas where high voltages or high currents are present.

The 600 volt and higher CORFLEX® cables can be installed in hazardous locations
designated Class I, II & III and Divisions 1 & 2 as per NEC (HL Rated).

CORFLEX® MC cables are designed for use on power and control circuits with 600
volt  rating.  Cables  are  suitable  for  use  as  feeders  and  branch  circuits  for  power,
control, lighting and signalling as per NEC Articles 330, 725 & 727.

CORFLEX® MV-105 orMC-HL cables are designed for use on power circuits.  Cables
are suitable for use as per NEC Article 328 as feeders and branch circuits.

CORFLEX® VFD  cables  are  designed  to  improve  the  operating  performance  of
variable  frequency  drive  systems.  The  600  volt  CORFLEX®  VFD  cables  provide
excellent shielding from high frequency noise that can interfere with data and control
signals. One of the advantages of the Nexans CORFLEX® sheath compared to other
constructions  is  that  the cable sheath provides a  long  term  low  resistance path  to
ground to protect the drive system. The cable grounds provide the best cancellation
and  lowest  net  injected  ground  current  into  the  drive  system,  protecting  against
common mode currents which impair the drive unit electronic performance and shorten
the drive's life span. Cable grounds, in combination with the aluminum sheath, ensure
a balanced, very low resistance path to ground to reduce the chance of motor failure
due to bearing currents.

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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STANDARDS

National
UL 1569;UL 2225;UL 66

Part Number: MC

Armored Instrumentation Cable UL Type MC HL 600V, 90°C rated  LEAD FREE

DESCRIPTION
Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation:PVC/Nylon  type TFN  in  accordance with UL 66,  ame  retardant,  90oC
temperature rating.

Insulation shield:Aluminum foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.

Assembly:Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors.

Inner jacket:Polyvinyl  chloride  jacket,  over  cabled  core  as  per  UL  1569,  90°C
temperature  rating,  with  additional  resistance  to  fire  spread.  A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor:Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket:Overall black polyvinyl chloride jacket per UL 1569, 90°C temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Identification of Conductors

Pairs:black/white & number coded

Triads:black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
* Meets UL 66, TFN rated 90°C 600V conductors
* Meets UL 1569 requirements for Type MC, Metal Clad cables
* Meets UL 2225 for Hazardous Locations
* Designated Type MC as per NEC Article 330

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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MULTI PAIRS, 600 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

654988 2 15 4 0.319 40 0.405 0.594 50 0.699 218

654921 4 15 4 0.38 40 0.465 0.633 50 0.735 257

654947 8 15 4 0.517 50 0.621 0.836 50 0.940 373

654962 12 15 4 0.647 50 0.753 0.976 50 1.080 621

665250 16 15 4 0.731 50 0.837 1.142 50 1.247 817

662116 24 15 4 1.016 50 1.124 1.420 50 1.525 969

MULTI PAIRS, 600 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*645390 1 15 4 0.209 40 0.293 0.492 50 0.605 157

*659052 2 15 4 0.424 40 0.477 0.639 50 0.744 216

*645291 4 15 4 0.482 50 0.533 0.767 50 0.871 375

*659078 8 15 4 0.635 50 0.676 0.926 50 1.030 604

*650796 12 15 4 0.797 50 0.835 1.140 50 1.246 862

654889 16 15 4 0.882 50 0.983 1.320 50 1.431 1151

*654905 24 15 4 1.124 50 1.126 1.422 50 1.526 1432

650788 36 15 4 1.312 50 1.370 1.746 60 1.879 2121

* Stock Items

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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MULTI TRIADS, 600 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*654863 1 15 4 0.225 40 0.304 0.507 50 0.619 171

644344 4 15 4 0.484 50 0.587 0.798 50 0.900 300

670083 8 15 4 0.680 50 0.786 0.998 50 1.102 467

*670067 12 15 4 0.820 50 0.925 1.212 50 1.317 1007

* Stock items

ELECTRICAL PROPERTIES
600 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 74 148 63 156

16 4.18 86 172 87 180

PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 kV and 8 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 3323 category a fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
Three symmetrical grounding conductors for PW M/VFD and other modern AC drive/motor applications•

SELLING INFORMATION

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurations•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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STANDARDS

National
UL 1569;UL 2225;UL 44

Part Number: PC

Armored Power and Control Cable UL Type MC HL, 600 V, 90°C rated  LEAD FREE

DESCRIPTION
Multiconductor 14 AWG to 10 AWG:Multiple conductors and composites, with ground
wire(s), continuous corrugated aluminum sheath, PVC jacket.

Construction

Conductor: Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Cross linked polyethylene type XHHW2 per UL 44.

Assembly: Conductors are cabled in concentric layers with or without grounding wire
(s), interstices are filled with suitable nonhygroscopic fillers, as required. A binder tape
of synthetic material assembles the core in an essentially round configuration.

Armor: Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket: Overall black polyvinyl chloride jacket per UL 1569, 90ºC temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification see link below

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600 V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Meets UL 2225 for Hazardous Locations•
Designated Type MC as per NEC Article 330•
Meets CSA C22.2 No. 12308 for Aluminum Sheathed Cables•
Meets CSA C22.2 No. 174M1984 for Hazardous Locations•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333
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Product features

UL approved cables Type MC, 600 V; File No. E47409•
UL approved insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEC 3323 category A fire test, IEEE 1202 and
CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC•
Cables  exhibit  a  low  temperature  rating  of  40ºC  impact  and  –40ºC  bend  with
suitable precautions

•

Temperature rating of 90ºC dry and wet•
130ºC emergency rating & 250ºC short circuit rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of
moisture, gases and liquids

•

Aluminum sheath crosssection exceeds requirements of the NEC Section 250.122
for grounding conductor

•

Sheath provides good electronic shielding so that Corex® can be used in certain
instrumentation applications when adequately grounded

•

Excellent mechanical & physical properties•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
LEAD FREE•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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MULTICONDUCTORS, WITH BARE GOUND(S) ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

*670155 2 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*670142 3 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*317677 4 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*318345 5 14(7w) 2.5553 2.6064 3.2583 0.0497 2.9542 15 15

*318352 7 14(7w) 2.5553 2.6064 3.2583 0.0545 2.9566 14 15

*318360 9 14(7w) 2.5553 2.6064 3.2583 0.0596 2.9585 14 15

*318378 12 14(7w) 2.5553 2.6064 3.2583 0.0641 2.9604 10 13

318386 15 14(7w) 2.5553 2.6064 3.2583 0.0666 2.9615 10 13

*318394 19 14(7w) 2.5553 2.6064 3.2583 0.0694 2.9627 10 13

*318402 25 14(7w) 2.5553 2.6064 3.2583 0.0743 2.9649 9 11

*318410 37 14(7w) 2.5553 2.6064 3.2583 0.0787 2.9668 8 10

*670156 2 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*670144 3 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*317693 4 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*318436 5 12(7w) 1.6082 1.6404 2.0506 0.0475 1.8663 20 20

*318444 7 12(7w) 1.6082 1.6404 2.0506 0.0526 1.8685 18 20

*318451 9 12(7w) 1.6082 1.6404 2.0506 0.0574 1.8706 18 20

*318469 12 12(7w) 1.6082 1.6404 2.0506 0.0620 1.8726 13 15

318447 15 12(7w) 1.6082 1.6404 2.0506 0.0644 1.8736 13 15

318485 19 12(7w) 1.6082 1.6404 2.0506 0.0672 1.8749 13 15

318493 25 12(7w) 1.6082 1.6404 2.0506 0.0719 1.8769 11 14

318501 37 12(7w) 1.6082 1.6404 2.0506 0.0764 1.8789 10 12

670157 2 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*670146 3 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*317719 4 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 28 30

318527 5 10(7w) 1.0118 1.2902 1.2902 0.0454 1.1809 28 30

318535 7 10(7w) 1.0118 1.2902 1.2902 0.0507 1.1832 25 28

318543 9 10(7w) 1.0118 1.2902 1.2902 0.0579 1.1864 25 28

*318550 12 10(7w) 1.0118 1.2902 1.2902 0.0601 1.1874 18 20

665148 37 10(7w) 1.0118 1.2902 1.2902 0.0744 1.1936 14 16

* Stock Item

Notes:
1) Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors
in raceway or direct buried at 30°C ambiant temperature and 90°C conductor
temperature.  The overcurrent protection shall not exceed 15 amperes for
14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number
of conductors have been applied (NEC Article 240.4(D). For correction factors
for different ambient temperatures and ampacities at different conductor
temperatures, see NEC Table 310.15(B)(16). Ampacities for cables having
more than three conductors have been derated per NEC Article 310.15(B)(3)(a).

2) Three conductor cables with 3 grounds are also suitable for
VFD applications.

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
Armored Power and Control Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 16 / 362

MULTICONDUCTORS, WITH BARE GOUND(S) PHYSICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal 
Diameter

over
Core(in)

Nominal 
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal 
Diameter

over
Jacket(in)

Approx. 
Net

Cable
Weight
(lb/kft)

*670155 2 14(7w) 30 14(7w) 0.273 0.469 50 0.581 155

*670142 3 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

*317677 4 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

*318345 5 14(7w) 30 14(7w) 0.366 0.532 50 0.635 212

*318352 7 14(7w) 30 14(7w) 0.417 0.601 50 0.704 263

*318360 9 14(7w) 30 14(7w) 0.486 0.645 50 0.748 307

*318378 12 14(7w) 30 14(7w) 0.560 0.783 50 0.887 388

318386 15 14(7w) 30 14(7w) 0.610 0.811 50 0.915 443

*318394 19 14(7w) 30 14(7w) 0.669 0.921 50 1.028 572

*318402 25 14(7w) 30 14(7w) 0.797 1.005 50 1.111 691

*318410 37 14(7w) 30 14(7w) 0.933 1.218 50 1.323 986

*670156 2 12(7w) 30 12(7w) 0.345 0.512 50 0.614 185

*670144 3 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

*317693 4 12(7w) 30 12(7w) 0.385 0.550 50 0.653 239

*318436 5 12(7w) 30 12(7w) 0.414 0.599 50 0.702 280

*318444 7 12(7w) 30 12(7w) 0.478 0.640 50 0.744 338

*318451 9 12(7w) 30 12(7w) 0.551 0.777 50 0.881 437

*318469 12 12(7w) 30 12(7w) 0.639 0.828 50 0.932 502

318447 15 12(7w) 30 12(7w) 0.691 0.936 50 1.039 635

318485 19 12(7w) 30 12(7w) 0.760 0.981 50 1.085 743

318493 25 12(7w) 30 12(7w) 0.897 1.190 50 1.295 987

318501 37 12(7w) 30 12(7w) 1.059 1.374 50 1.478 1365

670157 2 10(7w) 30 10(7w) 0.360 0.527 50 0.632 231

*670146 3 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*317719 4 10(7w) 30 10(7w) 0.448 0.621 50 0.724 319

318527 5 10(7w) 30 10(7w) 0.479 0.641 50 0.743 364

318535 7 10(7w) 30 10(7w) 0.556 0.780 50 0.884 484

318543 9 10(7w) 30 10(7w) 0.693 0.936 50 1.040 630

*318550 12 10(7w) 30 10(7w) 0.744 0.971 50 1.074 732

665148 37 10(7w) 30 10(7w) 1.227 1.591 60 1.724 1984

*Stock Item
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COMPOSITE ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

(4) (3)

199760 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*290783 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

290791 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

290809 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

654277 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665025 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665027 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665028 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665035 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665020 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665021 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665022 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665023 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665037 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665038 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665039 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665040 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665042 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665044 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665045 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665046 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665048 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665049 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665050 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665051 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

* Stock item

Notes:
1) Ampacities are based on NEC 2011 Table 310.15(B)(16) for not more than
three currentcarrying conductors (where the 4th conductor is the neutral of a
3phase, 4 wire system) in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).
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COMPOSITE PHYSICAL DATA

Part
Number

CONTROL
Size
AWG

Insulation
Thickness

mils

POWER
Size
AWG

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net Cable

Weight
(lbs/kft)

Composite - 3 POWER Conductors with 4X12 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

199760 12(7w) 30 10(7w) 30 10(7w) 0.540 0.772 50 0.876 425

*290783 12(7w) 30 8(7w) 45 10(7w) 0.664 0.917 50 1.026 565

290791 12(7w) 30 6(7w) 45 8(7w) 0.750 0.975 50 1.077 685

290809 12(7w) 30 4(7w) 45 8(7w) 0.845 1.149 50 1.254 926

654277 12(7w) 30 2(7w) 45 6(7w) 0.870 1.168 50 1.273 1198

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 30 10(7w) 30 10(7w) 0.494 0.750 50 0.854 396

665025 12(7w) 30 8(7w) 45 10(7w) 0.590 0.800 50 0.904 473

665027 12(7w) 30 6(7w) 45 8(7w) 0.695 0.937 50 1.041 665

665028 12(7w) 30 4(7w) 45 8(7w) 0.735 0.964 50 1.068 807

665035 12(7w) 30 2(7w) 45 6(7w) 0.860 1.160 50 1.265 1170

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 30 10(7w) 30 10(7w) 0.560 0.782 50 0.886 463

665020 12(7w) 30 8(7w) 45 10(7w) 0.659 0.914 50 1.024 630

665021 12(7w) 30 6(7w) 45 8(7w) 0.725 0.958 50 1.062 778

665022 12(7w) 30 4(7w) 45 8(7w) 0.807 1.012 50 1.117 993

665023 12(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1436

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 30 10(7w) 30 10(7w) 0.510 0.754 50 0.860 387

665037 14(7w) 30 8(7w) 45 10(7w) 0.610 0.811 50 0.915 478

665038 14(7w) 30 6(7w) 45 8(7w) 0.700 0.941 50 1.045 640

665039 14(7w) 30 4(7w) 45 8(7w) 0.730 0.961 50 1.064 799

665040 14(7w) 30 2(7w) 45 6(7w) 0.820 1.128 50 1.240 1165

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 30 10(7w) 30 10(7w) 0.470 0.635 50 0.738 340

665042 14(7w) 30 8(7w) 45 10(7w) 0.591 0.800 50 0.904 457

665044 14(7w) 30 6(7w) 45 8(7w) 0.670 0.921 50 1.028 641

665045 14(7w) 30 4(7w) 45 8(7w) 0.770 0.987 50 1.091 788

665046 14(7w) 30 2(7w) 45 6(7w) 0.885 1.180 50 1.285 1146

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 30 10(7w) 30 10(7w) 0.550 0.776 50 0.880 428

665048 14(7w) 30 8(7w) 45 10(7w) 0.645 0.831 50 0.935 535

665049 14(7w) 30 6(7w) 45 8(7w) 0.695 0.938 50 1.042 749

665050 14(7w) 30 4(7w) 45 8(7w) 0.787 0.999 50 1.103 953

665051 14(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1401

*Stock Item
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3 CONDUCTORS WITH 3 BARE GROUNDS* ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance

AC
Resistance

90ºC,
60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC Ω/kft 25ºC Ω/kft 75ºC 90ºC

670142 14(7w) 3x18(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

670144 12(7w) 3x16(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

670146 10(7w) 3x14(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*670148 8(7w) 3x14(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

*670149 6(7w) 3x12(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*670150 4(7w) 3x12(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*670151 2(7w) 3x10(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

670152 1(19w) 3x10(7w) 0.1255 0.1280 0.1603 0.0288 0.1568 130 145

*670153 1/0(19w) 3x10(7w) 0.0999 0.1019 0.1278 0.0281 0.1272 150 170

*670118 2/0(19w) 3x10(7w) 0.0797 0.0813 0.1021 0.0280 0.1041 175 195

*670119 3/0(19w) 3x8(7w) 0.0629 0.0642 0.0808 0.0275 0.0847 200 225

*670120 4/0(19w) 3x8(7w) 0.0497 0.0507 0.0641 0.0271 0.0695 230 260

*670121 250(37w) 3x8(7w) 0.0424 0.0432 0.0584 0.0263 0.0608 255 290

*670122 350(37w) 3x6(7w) 0.0301 0.0307 0.0395 0.0263 0.0470 310 350

*670123 500(37w) 3x6(7w) 0.0212 0.0216 0.0290 0.0250 0.0367 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).
2) Three conductor cables with 3 ground wires are also excellent for use with variable
frequency drives.  In addition to UL, these 3conductor constructions are also certified
to CSA C22.2 No. 123 and CSA C22.2 No. 174.
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3 CONDUCTORS WITH 3 BARE GROUNDS* PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

670142 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

670144 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

670146 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*670148 8(7w) 45 3x14(7w) 0.520 0.750 50 0.838 413

*670149 6(7w) 45 3x12(7w) 0.600 0.802 50 0.905 542

*670150 4(7w) 45 3x12(7w) 0.700 0.937 50 1.039 735

*670151 2(7w) 45 3x10(7w) 0.830 1.127 50 1.232 1097

670152 1(19w) 55 3x10(7w) 0.950 1.230 50 1.320 1330

*670153 1/0(19w) 55 3x10(7w) 1.040 1.350 50 1.473 1592

*670118 2/0(19w) 55 3x10(7w) 1.126 1.422 50 1.510 1882

*670119 3/0(19w) 55 3x8(7w) 1.250 1.606 60 1.739 2400

*670120 4/0(19w) 55 3x8(7w) 1.360 1.734 60 1.867 2910

*670121 250(37w) 65 3x8(7w) 1.477 1.925 60 2.058 3316

*670122 350(37w) 65 3x6(7w) 1.685 2.028 60 2.162 4375

*670123 500(37w) 65 3x6(7w) 1.954 2.340 75 2.504 6026

*Stock Item
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4 CONDUCTORS WITH 1 BARE GROUND ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

317677 14(7w) 14(7w) 2.5553 2.6064 3.2583 0.0375 2.9307 15 15

317693 12(7w) 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8510 20 20

317719 10(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1758 30 30

*317735 8(7w) 10(7w) 0.6361 0.6488 0.8111 0.0348 0.7472 50 55

*317750 6(7w) 8(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*317776 4(7w) 8(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*317792 2(7w) 6(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

698571 1(19w) 6(7w) 0.1255 0.1280 0.1603 0.0288 0.1567 130 145

317818 1/0(19w) 6(7w) 0.0999 0.1019 0.1278 0.0283 0.1268 150 170

*317834 2/0(19w) 6(7w) 0.0790 0.0806 0.1011 0.0281 0.1033 175 195

660631 3/0(19w) 4(7w) 0.0627 0.0640 0.0804 0.0276 0.0844 200 225

*317867 4/0(19w) 4(7w) 0.0497 0.0507 0.0641 0.0271 0.0694 230 260

670577 250(37w) 4(7w) 0.0424 0.0432 0.0584 0.0264 0.0607 255 290

*317891 350(37w) 3(7w) 0.0301 0.0307 0.0395 0.0263 0.0468 310 350

*317917 500(37w) 2(7w) 0.0212 0.0216 0.0282 0.0250 0.0363 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors (where the 4th conductor is the neutral of a 3phase,
4 wire system) in raceway, cable, or earth (direct buried), based on an ambient
temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the ampacity
correction factors where the ambient temperature is other than 30°C (86°F).
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4 CONDUCTORS WITH 1 BARE GROUND PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

317677 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

317693 12(7w) 30 12(7w) 0.396 0.549 50 0.652 245

317719 10(7w) 30 10(7w) 0.450 0.620 50 0.730 320

*317735 8(7w) 45 10(7w) 0.585 0.795 50 0.900 465

*317750 6(7w) 45 8(7w) 0.680 0.930 50 1.027 675

*317776 4(7w) 45 8(7w) 0.782 0.995 50 1.095 892

*317792 2(7w) 45 6(7w) 0.927 1.214 50 1.320 1332

698571 1(19w) 55 6(7w) 1.041 1.361 50 1.466 1628

317818 1/0(19w) 55 6(7w) 1.134 1.427 50 1.525 1922

*317834 2/0(19w) 55 6(7w) 1.238 1.598 60 1.732 2393

660631 3/0(19w) 55 4(7w) 1.356 1.730 60 1.865 2975

*317867 4/0(19w) 55 4(7w) 1.500 1.936 60 2.069 3605

670577 250(37w) 65 4(7w) 1.653 2.012 60 2.147 4110

*317891 350(37w) 65 3(7w) 1.889 2.230 75 2.387 5617

*317917 500(37w) 65 2(7w) 2.196 2.694 75 2.861 7892

*Stock Item

CONDUCTOR IDENTIFICATION

Power and control:
Multiconductor 14 AWG to 10 AWG:
Method #1E2 per ICEA S73532
3 conductor 8 AWG to 2 AWG:
Method #1E2 per ICEA S73532,
3 conductor 1 AWG to 500 kcmil:
Method 4 per ICEA S73532
2 & 4 conductor 8 AWG to 750 kcmil:
Method #4 per ICEA S73532

Composite power and control:
Power conductors:
Method #4 per ICEA S73532
Control conductors:
Method #1E2 per ICEA S73532

SELLING INFORMATION

Options

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
Armored Power and Control Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 23 / 362

The following constructions can be provided on special orders:

Aluminum conductors•
Extra ground wires•
Special color or number coding•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 13;UL 2250

Part Number: PL

Armored  Instrumentation Cable UL Type PLTC &  ITC, 300 V, 105°C  rated   LEAD
FREE

DESCRIPTION
Application

Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated and welded, impervious aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Polyvinyl chloride  in accordance with UL 13 and 2250, ame retardant,
105°C temperature rating.

Insulation shield:Aluminum  foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.  These shields are electrically isolated from each other.

Assembly: Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield: Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors,
with the exception of single pair/triad constructions where the drain wire is two gauge
sizes smaller than the circuit conductors.

Inner jacket:Polyvinyl chloride jacket, over cabled core as per UL 13 and UL 2250, 90°
C  temperature  rating,  with  additional  resistance  to  fire  spread. A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor: Continuous corrugated and welded, impervious aluminum sheath with no more
than 0.2% trace copper providing complete protection against liquid and gas ingress. It
also provides excellent mechanical protection, additional electrostatic shielding, and
serves as an easy means of grounding equipment.

Jacket: Overall  black  polyvinyl  chloride  jacket  per  UL  13  and  UL  2250,  90°C
temperature  rating;  low  acid  gas  emission;  limited  ame  spread  and  excellent
corrosion resistance.

Conductor Identification

Pairs: black/white & number coded

Triads: black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
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* Meets UL 13 and UL 2250, rated 105°C 300 V conductor
*  Meets  UL  requirements  for  Type  PLTC,  power  limited  circuit  cable  and  ITC,
instrumentation tray cable
* Designated Type PLTC,Power Limited Tray Cable, per NEC Article 725 and  ITC,
Instrumentation Tray Cable, per NEC Article 727.

* Cables are American Bureau of Shipping (ABS) listed as CWC MC Type PLTC.

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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MULTI PAIRS, 300 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665101 2 15 0.277 50 0.363 0.529 50 0.632 225

665102 4 15 0.329 50 0.435 0.613 50 0.715 250

*068718 8 15 0.421 50 0.527 0.763 50 0.867 430

665103 12 15 0.562 60 0.688 0.933 50 1.037 565

665104 16 15 0.634 60 0.760 0.981 50 1.085 735

665105 20 15 0.699 70 0.824 1.132 50 1.241 760

665106 24 15 0.782 70 0.929 1.215 50 1.320 1040

665107 36 15 0.941 70 1.084 1.392 50 1.492 1108

* Stock items

MULTI PAIRS, 300 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

*066555 1 15 0.185 35 0.259 0.460 50 0.566 125

*066571 2 15 0.315 50 0.421 0.604 50 0.706 260

*066597 4 15 0.376 50 0.502 0.749 50 0.856 355

*066605 8 15 0.504 60 0.630 0.822 50 0.926 555

*066613 12 15 0.644 60 0.767 0.985 50 1.086 770

665108 16 15 0.727 70 0.853 1.155 50 1.260 816

665109 20 15 0.801 70 0.947 1.230 50 1.335 1150

*066647 24 15 0.897 70 1.043 1.363 50 1.467 1180

665110 36 15 1.079 80 1.227 1.591 60 1.725 1850

*Stock items
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MULTI TRIADS, 300 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665111 1 15 .199 35 .275 .460 50 .567 140

*083410 4 15 .428 50 .533 .789 50 .894 400

665112 8 15 .605 60 .730 .961 50 1.284 617

665113 12 15 .785 70 .896 1.181 50 1.348 905

665114 16 15 .834 70 .981 1.370 50 1.478 1200

665115 24 15 1.078 70 1.226 1.590 90 1.786 1632

*Stock items

ELECTRICAL PROPERTIES
300 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 61 122 64 125

16 4.18 72 143 76 147

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurartions•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
UL 1309 listing and marking•
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STANDARDS

National UL 1569; UL 2225;
UL 44

Continuous Corrugated Aluminum Sheathed PL, MC & MV Industrial Cables

DESCRIPTION
Applications

CORFLEX® cables may be  found  in a  variety of  industrial,  commercial  and utility
applications. Chemical, oil and gas, and forestry industries plus commercial or high
rise buildings are areas in which CORFLEX® has gained acceptance.

Exceptional fire ratings (as per appropriate specifications), impactresistance, exibility
and an impervious metallic sheath are key components of this design.

CORFLEX® installation may be in wet or dry  locations,  in trays, troughs, wireways,
directly buried or embedded in concrete. As well, it can be used in plenums (with no
outer coverings), ducts and other airways per NEC 2008 and NEC 2011 Article 300.22.

CORFLEX®  MV105  or  MCHL  cables  can  be  installed  in  hazardous  locations
designated Class I, II & III and Divisions 1 & 2 as per NEC (HL Rated).  CORFLEX®
MV105  or  MCHL  cables  are  designed  for  use  on  power  circuits  and  cables  are
suitable for use as per NEC Article 328 as feeders and branch circuits.

The 5 kV and 8 kV rated CORFLEX®cables are designed to improve the operating
performance  of  variable  frequency  drive  systems.  The  5  kV  and  8  kV  rated
CORFLEX® cables provide excellent shielding  from high  frequency noise  that can
interfere  with  data  and  control  signals.  One  of  the  advantages  of  the  Nexans
CORFLEX® sheath compared to other constructions is that the cable sheath provides
a long term low resistance path to ground to protect the drive (VFD) system. The cable
grounds provide the best cancellation and lowest net injected ground current into the
drive system, protecting against common mode currents which  impair  the drive unit
electronic  performance  and  shorten  the  drive's  life  span.  Cable  grounds,  in
combination with the aluminum sheath, ensure a balanced, very low resistance path to
ground to reduce the chance of motor failure due to bearing currents.

CHARACTERISTICS
Construction characteristics

Armour type Armoured
Usage characteristics

Maximum operating temperature 105 °C
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STANDARDS

National
UL 1072;UL 1309;UL 1569;UL 22
25

Part Number: 133% Insulation

CORFLEX® MV105 or MCHL Medium Voltage 15 kV 133% Insulation Level Rated
105°C, 3 Conductors with 1 Bare Ground Wire

DESCRIPTION
3 conductor 15 kV 133% insulation level medium voltage power cable rated 105°C with
1 bare ground wire, continuous corrugated aluminum sheath, red PVC jacket.

Construction

Conductor:Bare,  annealed  copper  conforming  to ASTM  B3,  compact  stranded  in
accordance with ASTM B496.

Conductor Shield:Extruded  semiconducting  conductor  shield  meets  or  exceeds
electrical and physical requirements of UL 1072.

Insulation:EPR meets or exceeds electrical and physical requirements of UL 1072.

Insulation Shield Non-metallic:Extruded semiconducting insulation shield meets or
exceeds electrical and physical requirements of UL 1072.

Metallic Shield:Bare copper tape shield helically wrapped to provide 100% coverage.

Grounding Conductor: Bare, annealed copper conforming to ASTM B3 and Class B
stranded in accordance with ASTM B8.

Assembly:Conductors are cabled in concentric layers with grounding wire, interstices
are filled with suitable nonhygroscopic fillers, as required.  A binder tape of synthetic
material assembles the core in an essentially round configuration.

Armor:Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket:Overall red polyvinyl chloride jacket per UL 1072, 90°C temperature rating; low
gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification:Color  coded  (black,  red,  blue)  polyester  ribbon  laid
longitudinally under the copper shield tape

Bending Radius

Fixed position: 7 x cable overall diameter

During pulling: 12 x cable overall diameter

Specifications

Meets UL 1309 and IEEE 1580 requirements for Marine Shipboard Cable•
Meets UL 1072 requirements for medium voltage power cables•
Meets UL 1569 requirements for Type MC,  Metal Clad cables•
Meets UL 2225 for Hazardous Locations (MCHL)•
Designated Type MC as per NEC Article 330•
Insulation  meets  electrical  and  physical  requirements  of  ICEA  S93639/NEMA
WC74, UL 1072 and AEIC CS8

•

Designated Type MV105 as per NEC Article 328•
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CHARACTERISTICS
Construction characteristics

Armour type Armoured
Electrical characteristics

Maximum operating voltage 15 kV
Usage characteristics

Maximum operating temperature 105 °C
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15 KV 3 CONDUCTORS WITH 1 BARE GROUND - ELECTRICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Ground
Wire
Size
AWG

Ampacities DC Resistance
AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance
60 Hz Ω/kft

Voltage
Drop

V/(A.Kft)

In
Air

Note 1

Cable
Tray

Note 2

Direct
Burial
Note 3

20ºC
Ω/kft

25ºC
Ω/kft

665006 2(7w) 6 185 165 200 0.1585 0.1616 0.2022 0.0468 0.2024

665007 1(18w) 4 210 185 225 0.1260 0.1285 0.1607 0.0454 0.1644

665008 1/0(18w) 4 240 215 255 0.0999 0.1019 0.1275 0.0437 0.1338

665005 2/0(18w) 4 275 245 290 0.0792 0.0808 0.1012 0.0421 0.1095

665010 4/0(18w) 3 360 320 375 0.0498 0.0508 0.0639 0.0391 0.0746

665011 250(36w) 2 400 350 410 0.0422 0.0431 0.0543 0.0382 0.0655

665012 350(36w) 2 490 430 495 0.0302 0.0308 0.0392 0.0363 0.0510

665013 500(36w) 1 600 525 590 0.0211 0.0215 0.0280 0.0345 0.0402

Notes:
1) Ampacities in air are based on NEC Table 310.60(C)(71), 500135,000 Volts Ampacity column, for insulated
threeconductor copper cable isolated in air, maximum conductor temperature of 105 ºC, ambient air temperature
of 40 ºC.
2) Ampacities in cable tray are based on NEC Table 310.60(C)(75), 500135,000 Volts Ampacity column, for
insulated threeconductor copper cable in isolated conduit in air, maximum conductor temperature of 105 ºC,
ambient air temperature of 40 ºC.
3) Ampacities for direct burial are based on NEC Table 310.60(C)(83), 500135,000 Volts Ampacity column,
for insulated threeconductor copper cable, directly buried, maximum conductor temperature of 105 ºC, ambient
earth temperature of 20 ºC, 100 percent load factor, earth thermal resistivity of 90 °C cm / W.

15 KV 3 CONDUCTORS WITH 1 BARE GROUND - PHYSICAL DATA

Nexans
Part No.

Cond. Size
AWG or kcmil

Ground
Wire
Size
AWG

Nominal Diameter

Jacket
Thickness

(mils)

Nominal
Diameter

Over
Jacket

(in)

Approx.
Net Cable

Weight
(lbs/Kft)

Over
Insulation

(in)

Over
Core
(in)

Over
Sheath

(in)

665006 2(7w) 6 0.735 1.740 2.094 60 2.235 2251

665007 1(18w) 4 0.766 1.822 2.177 60 2.311 2616

665008 1/0(18w) 4 0.803 1.902 2.299 60 2.442 2956

665005 2/0(18w) 4 0.844 1.989 2.362 60 2.496 3270

665010 4/0(18w) 3 0.943 2.203 2.680 75 2.853 4546

665011 250(36w) 2 0.996 2.318 2.768 75 2.940 5106

665012 350(36w) 2 1.094 2.528 3.154 85 3.336 6396

665013 500(36w) 1 1.214 2.792 3.387 85 3.575 8209

PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
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UL listed as Type MV105 15 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 603323 category A fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and encasement in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=25985


Industrial Wire & Cables
15 kV

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 4.0 Generated 3/28/18 www.nexans.us Page 33 / 362

STANDARDS

National
UL 1072;UL 1309;UL 1569;UL 22
25

Part Number: 100% Insulation

CORFLEX® MV105 or MCHL Medium Voltage 15 kV 100% Insulation Level Rated
105°C, 3 Conductors with 1 Bare Ground Wire

DESCRIPTION
3 conductor 15 kV 100% insulation level medium voltage power cable rated 105°C with
1 bare ground wire, continuous corrugated aluminum sheath, red PVC jacket.

Construction

Conductor:Bare,  annealed  copper  conforming  to ASTM  B3,  compact  stranded  in
accordance with ASTM B496.

Conductor Shield:   Extruded  semiconducting  conductor  shield meets or  exceeds
electrical and physical requirements of UL 1072.

Insulation:EPR meets or exceeds electrical and physical requirements of UL 1072.

Insulation Shield Non-metallic:Extruded semiconducting insulation shield meets or
exceeds electrical and physical requirements of UL 1072.

Metallic Shield:Bare copper tape shield helically wrapped to provide 100% coverage.

Grounding Conductor:Bare, annealed copper conforming to ASTM B3 and Class B
stranded in accordance with ASTM B8.

Assembly:Conductors are cabled in concentric layers with grounding wire, interstices
are filled with suitable nonhygroscopic fillers, as required.  A binder tape of synthetic
material assembles the core in an essentially round configuration.

Armor:Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket:Overall red polyvinyl chloride jacket per UL 1072, 90°C temperature rating; low
gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification:Color  coded  (black,  red,  blue)  polyester  ribbon  laid
longitudinally under the copper shield tape

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
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Meets UL 1309 and IEEE 1580 requirements for Marine Shipboard Cable•
Meets UL 1072 requirements for medium voltage power cables•
Meets UL 1569 requirements for Type MC,  Metal Clad cables•
Meets UL 2225 for Hazardous Locations (MCHL)•
Designated Type MC as per NEC Article 330•
Insulation  meets  electrical  and  physical  requirements  of  ICEA  S93639/NEMA
WC74, UL 1072 and AEIC CS8

•

Designated Type MV105 as per NEC Article 328•

CHARACTERISTICS
Construction characteristics

Armour type Armoured
Electrical characteristics

Maximum operating voltage 15 kV
Usage characteristics

Maximum operating temperature 105 °C
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15 KV 3 CONDUCTORS WITH 1 BARE GROUND - ELECTRICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Ground
Wire
Size
AWG

Ampacities DC Resistance
AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance
60 Hz Ω/kft

Voltage
Drop

V/(A.Kft)

In
Air

Note 1

Cable
Tray

Note 2

Direct
Burial
Note 3

20ºC
Ω/kft

25ºC
Ω/kft

664931 2(7w) 6 185 165 200 0.1585 0.1616 0.2022 0.0445 0.2013

664933 1(18w) 4 210 185 225 0.1260 0.1285 0.1607 0.0428 0.1633

664934 1/0(18w) 4 240 215 255 0.0999 0.1019 0.1275 0.0412 0.1327

664935 2/0(18w) 4 275 245 290 0.0792 0.0808 0.1012 0.0398 0.1085

664936 4/0(18w) 3 360 320 375 0.0498 0.0508 0.0639 0.0370 0.0737

664676 250(36w) 2 400 350 410 0.0422 0.0431 0.0543 0.0363 0.0647

664677 350(36w) 2 490 430 495 0.0302 0.0308 0.0392 0.0346 0.0503

664678 500(36w) 1 600 525 590 0.0211 0.0215 0.0280 0.0330 0.0396

664679 750(58w) 1/0 745 635 720 0.0141 0.0144 0.0196 0.0314 0.0313

Notes:
1) Ampacities in air are based on NEC Table 310.60(C)(71), 500135,000 Volts Ampacity column, for insulated
threeconductor copper cable isolated in air, maximum conductor temperature of 105 ºC, ambient air temperature
of 40 ºC.
2) Ampacities in cable tray are based on NEC Table 310.60(C)(75), 500135,000 Volts Ampacity column, for
insulated threeconductor copper cable in isolated conduit in air, maximum conductor temperature of 105 ºC,
ambient air temperature of 40 ºC.
3) Ampacities for direct burial are based on NEC Table 310.60(C)(83), 500135,000 Volts Ampacity column,
for insulated threeconductor copper cable, directly buried, maximum conductor temperature of 105 ºC, ambient
earth temperature of 20 ºC, 100 percent load factor, earth thermal resistivity of 90 °C cm / W.

15 KV 3 CONDUCTORS WITH 1 BARE GROUND - PHYSICAL DATA

Nexans
Part No.

Cond. Size
AWG or kcmil

Ground
Wire
Size
AWG

Nominal Diameter

Jacket
Thickness

(mils)

Nominal
Diameter

Over
Jacket

(in)

Approx.
Net Cable

Weight
(lbs/Kft)

Over
Insulation

(in)

Over
Core
(in)

Over
Sheath

(in)

664931 2(7w) 6 0.655 1.586 1.974 60 2.107 2121

664933 1(18w) 4 0.679 1.631 1.996 60 2.129 2360

664934 1/0(18w) 4 0.716 1.711 2.036 60 2.171 2630

664935 2/0(18w) 4 0.756 1.800 2.154 60 2.289 2987

664936 4/0(18w) 3 0.856 2.014 2.426 75 2.589 4078

664676 250(36w) 2 0.910 2.131 2.490 75 2.653 4599

664677 350(36w) 2 1.007 2.342 2.784 75 2.968 5985

664678 500(36w) 1 1.128 2.607 3.185 85 3.367 7789

664679 750(58w) 1/0 1.310 2.999 3.480 85 3.671 10716
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PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 15 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 603323 category A fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and encasement in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
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STANDARDS

National
UL 1072;UL 1309;UL 1569;UL 22
25

Part Number: 133% Insulation

CORFLEX® MV105 or MCHL Medium Voltage 5 kV 133%  Insulation Level Rated
105°C, 3 Conductors with 3 Conductors with 3 Bare Grounds

DESCRIPTION
3 conductor 5 kV 133% insulation level, medium voltage power cable rated 105°C with
3 bare ground wires, continuous corrugated aluminum sheath, yellow PVC jacket.

Construction

Conductor: Bare, annealed copper conforming  to ASTM B3, compact   stranded  in
accordance with ASTM B496.

Conductor Shield:Extruded  semiconducting  conductor  shield  meets  or  exceeds
electrical and physical requirements of UL 1072.

Insulation: EPR meets or exceeds electrical and physical requirements of UL 1072.

Insulation Shield Non-metallic:Extruded semiconducting insulation shield meets or
exceeds electrical and physical requirements of UL 1072.

Metallic Shield:Bare copper tape shield helically wrapped to provide 100% coverage.

Grounding Conductors:Bare, annealed copper conforming to ASTM B3 and Class B
stranded in accordance with ASTM B8.

Assembly: Conductors are cabled in concentric layers grounding wire(s), interstices
are filled with suitable nonhygroscopic fillers, as required. A binder tape of synthetic
material assembles the core in an essentially round configuration.

Armor: Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket: Overall yellow polyvinyl chloride jacket per UL 1072, 90ºC temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification: Color  coded  (black,  red,  blue)  polyester  ribbon  laid
longitudinally under the copper shield tape.

Bending Radius

Fixed position:7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 1309 and IEEE 1580 requirements for Marine Shipboard Cable•
Meets UL 1072 requirements for medium voltage power cables•
Meets UL 1569 requirements for Type MC,Metal Clad cables•
Meets UL 2225 for Hazardous Locations (MCHL)•
Designated Type MC as per NEC Article 330•
Insulation meets electrical and physical requirements of ICEA S93639/NEMA WC
74, UL 1072 and AEIC CS8

•

Designated Type MV105 as per NEC Article 328•
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CHARACTERISTICS
Construction characteristics

Armour type Armoured
Electrical characteristics

Maximum operating voltage 5 kV
Usage characteristics

Maximum operating temperature 105 °C
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5 KV 3 CONDUCTORS WITH 3 BARE GROUNDS - ELECTRICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Ground
Wire
Size
AWG

Ampacities DC Resistance
AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance
60 Hz Ω/kft

Voltage
Drop

V/(A.Kft)

In
Air

Note 1

Cable
Tray

Note 2

Direct
Burial
Note 3

20ºC
Ω/kft

25ºC
Ω/kft

603837 6(7w) 3 x 10 88 77 115 0.4008 0.4088 0.5111 0.0447 0.4792

603838 4(7w) 3 x 10 115 100 150 0.2520 0.2570 0.3213 0.0409 0.3070

603839 2(7w) 3 x 10 154 135 190 0.1585 0.1616 0.2022 0.0308 0.1986

603840 1(18w) 3 x 8 180 155 215 0.1260 0.1285 0.1608 0.0368 0.1908

603841 1/0(18w) 3 x 8 205 185 245 0.0999 0.1019 0.1275 0.0356 0.1303

603842 2/0(18w) 3 x 8 240 210 280 0.0792 0.0808 0.1013 0.0345 0.1062

603843 4/0(18w) 3 x 6 320 285 360 0.0498 0.0508 0.0640 0.0324 0.0717

603844 250(36w) 3 x 6 355 315 395 0.0422 0.0431 0.0544 0.0318 0.0629

603845 350(36w) 3 x 6 440 390 475 0.0302 0.0308 0.0393 0.0306 0.0487

603846 500(36w) 3 x 4 545 475 570 0.0211 0.0215 0.0282 0.0294 0.0382

603847 750(58w) 3 x 4 685 585 700 0.0141 0.0144 0.0199 0.0275 0.0303

603848 1000(58w) 3 x 4 790 660 785 0.0106 0.0108 0.0160 0.0283 0.0264

Notes:
1) Ampacities in air are based on NEC Table 310.60(C)(71), 20015000 Volts Ampacity column,
for insulated threeconductor copper cable isolated in air, maximum conductor temperature of
105ºC, ambient air temperature of 40ºC.
2) Ampacities in cable tray are based on NEC Table 310.60(C)(75), 20015000 Volts Ampacity
column, for insulated threeconductor copper cable in isolated conduit in air, maximum conductor
temperature of 105ºC, ambient air temperature of 40ºC.
3) Ampacities for direct burial are based on NEC Table 310.60(C)(83), 20015000 Volts
Ampacity column, for insulated threeconductor copper cable, directly buried, maximum
conductor temperature of 105ºC, ambient earth temperature of 20ºC, 100 percent load factor,
earth thermal resistivity of 90°C cm / W.
* Three conductor cables with 3 ground wires are also suitable for VFD applications.
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5 KV 3 CONDUCTORS WITH 3 BARE GROUNDS - PHYSICAL DATA

Nexans
Part No.

Cond. Size
AWG or kcmil

Ground
Wire
Size
AWG

Nominal Diameter

Jacket
Thickness

(mils)

Nominal
Diameter

Over
Jacket

(in)

Approx.
Net Cable

Weight
(lbs/Kft)

Over
Insulation

(in)

Over
Core
(in)

Over
Sheath

(in)

603837 6(7w) 3 x 10 0.386 0.981 1.311 50 1.427 1058

603838 4(7w) 3 x 10 0.430 1.076 1.379 50 1.484 1234

603839 2(7w) 3 x 10 0.485 1.195 1.564 60 1.698 1623

603840 1(18w) 3 x 8 0.516 1.262 1.608 60 1.741 1877

603841 1/0(18w) 3 x 8 0.554 1.345 1.704 60 1.838 2163

603842 2/0(18w) 3 x 8 0.594 1.432 1.806 60 1.939 2473

603843 4/0(18w) 3 x 6 0.693 1.646 2.004 60 2.138 3435

603844 250(36w) 3 x 6 0.746 1.706 2.115 60 2.249 3894

603845 350(36w) 3 x 6 0.844 1.973 2.350 75 2.514 5081

603846 500(36w) 3 x 4 0.965 2.233 2.694 75 2.860 7000

603847 750(58w) 3 x 4 1.146 2.628 3.194 85 3.376 9837

603848 1000(58w) 3 x 4 1.299 2.958 3.464 85 3.663 12951

PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 5  kV and 8 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 603323 category A fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and encasement in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
Three symmetrical grounding conductors for PW M/VFD and other modern AC drive/motor applications•
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STANDARDS

National
UL 1072;UL 1309;UL 1569;UL 22
25

Part Number: 100% Insulation

CORFLEX® MV105 or MCHL Medium Voltage 8 kV 100% Insulation Level Rated
105°C, 3 Conductors with 3 Conductors with 3 Bare Grounds

DESCRIPTION
3 conductor 8 kV 100% insulation level medium voltage power cable rated 105°C with
3 bare ground wires, continuous corrugated aluminum sheath, yellow PVC jacket.

Construction

Conductor: Bare, annealed copper conforming  to ASTM B3, compact   stranded  in
accordance with ASTM B496.

Conductor Shield:Extruded  semiconducting  conductor  shield  meets  or  exceeds
electrical and physical requirements of UL 1072.

Insulation: EPR meets or exceeds electrical and physical requirements of UL 1072.

Insulation Shield Non-metallic:Extruded semiconducting insulation shield meets or
exceeds electrical and physical requirements of UL 1072.

Metallic Shield:Bare copper tape shield helically wrapped to provide 100% coverage.

Grounding Conductors:Bare, annealed copper conforming to ASTM B3 and Class B
stranded in accordance with ASTM B8.

Assembly: Conductors are cabled in concentric layers grounding wire(s), interstices
are filled with suitable nonhygroscopic fillers, as required. A binder tape of synthetic
material assembles the core in an essentially round configuration.

Armor: Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket: Overall yellow polyvinyl chloride jacket per UL 1072, 90ºC temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification: Color  coded  (black,  red,  blue)  polyester  ribbon  laid
longitudinally under the copper shield tape.

Bending Radius

Fixed position:7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 1309 and IEEE 1580 requirements for Marine Shipboard Cable•
Meets UL 1072 requirements for medium voltage power cables•
Meets UL 1569 requirements for Type MC,Metal Clad cables•
Meets UL 2225 for Hazardous Locations (MCHL)•
Designated Type MC as per NEC Article 330•
Insulation meets electrical and physical requirements of ICEA S93639/NEMA WC
74, UL 1072 and AEIC CS8

•

Designated Type MV105 as per NEC Article 328•
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CHARACTERISTICS
Construction characteristics

Armour type Armoured
Electrical characteristics

Maximum operating voltage 8 kV
Usage characteristics

Maximum operating temperature 105 °C
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8 KV 3 CONDUCTORS WITH 3 BARE GROUNDS -ELECTRICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Ground
Wire
Size
AWG

Ampacities DC Resistance
AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance
60 Hz Ω/kft

Voltage
Drop

V/(A.Kft)

In
Air

Note 1

Cable
Tray

Note 2

Direct
Burial
Note 3

20ºC
Ω/kft

25ºC
Ω/kft

662776 6(7w) 3 x 10 105 92 120 0.4008 0.4088 0.5111 0.0460 0.4801

665017 4(7w) 3 x 10 135 120 155 0.2520 0.2570 0.3213 0.0427 0.3078

660072 2(7w) 3 x 10 185 165 200 0.1585 0.1616 0.2022 0.0400 0.1994

660648 1(18w) 3 x 8 210 185 225 0.1260 0.1285 0.1607 0.0387 0.1616

662186 1/0(18w) 3 x 8 240 215 255 0.0999 0.1019 0.1275 0.0374 0.1310

670667 2/0(18w) 3 x 8 275 245 290 0.0792 0.0808 0.1012 0.0361 0.1069

670669 4/0(18w) 3 x 6 360 320 375 0.0498 0.0508 0.0639 0.0338 0.0723

665029 250(36w) 3 x 6 400 350 410 0.0422 0.0431 0.0543 0.0332 0.0634

660075 350(36w) 3 x 6 490 430 495 0.0302 0.0308 0.0392 0.0312 0.0492

660076 500(36w) 3 x 4 600 525 590 0.0211 0.0215 0.0281 0.0304 0.0386

660349 750(58w) 3 x 4 745 635 720 0.0141 0.0144 0.0196 0.0292 0.0306

665014 1000(58w) 3 x 4 860 725 810 0.0106 0.0108 0.0159 0.0283 0.0266

Notes:
1) Ampacities in air are based on NEC Table 310.60(C)(71), 500135,000 Volts Ampacity column, for insulated
threeconductor copper cable isolated in air, maximum conductor temperature of 105 ºC, ambient air temperature
of 40 ºC.
2) Ampacities in cable tray are based on NEC Table 310.60(C)(75), 500135,000 Volts Ampacity column, for
insulated threeconductor copper cable in isolated conduit in air, maximum conductor temperature of 105 ºC,
ambient air temperature of 40 ºC.
3) Ampacities for direct burial are based on NEC Table 310.60(C)(83), 500135,000 Volts Ampacity column,
for insulated threeconductor copper cable, directly buried, maximum conductor temperature of 105 ºC, ambient
earth temperature of 20 ºC, 100 percent load factor, earth thermal resistivity of 90 °C cm / W.
* Three conductor cables with 3 ground wires are also suitable for VFD applications.
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8 KV 3 CONDUCTORS WITH 3 BARE GROUNDS - PHYSICAL DATA

Nexans
Part No.

Cond. Size
AWG or kcmil

Ground
Wire
Size
AWG

Nominal Diameter

Jacket
Thickness

(mils)

Nominal
Diameter

Over
Jacket

(in)

Approx.
Net Cable

Weight
(lbs/Kft)

Over
Insulation

(in)

Over
Core
(in)

Over
Sheath

(in)

662776 6(7w) 3 x 10 0.426 1.066 1.372 50 1.477 1102

665017 4(7w) 3 x 10 0.470 1.162 1.542 60 1.678 1402

660072 2(7w) 3 x 10 0.525 1.298 1.631 60 1.764 1773

660648 1(18w) 3 x 8 0.556 1.368 1.731 60 1.864 2092

662186 1/0(18w) 3 x 8 0.593 1.448 1.905 60 2.047 2389

670667 2/0(18w) 3 x 8 0.634 1.534 1.948 60 2.081 2680

670669 4/0(18w) 3 x 6 0.733 1.749 2.103 60 2.240 3673

665029 250(36w) 3 x 6 0.786 1.865 2.240 60 2.387 4181

660075 350(36w) 3 x 6 0.884 2.076 2.459 75 2.623 5363

660076 500(36w) 3 x 4 1.045 2.335 2.779 75 2.946 7323

660349 750(58w) 3 x 4 1.186 2.731 3.366 85 3.564 10292

665014 1000(58w) 3 x 4 1.339 3.063 3.505 85 3.686 12871

PRODUCTS FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 5  kV and 8 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 603323 category A fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and encasement in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
Three symmetrical grounding conductors for PW M/VFD and other modern AC drive/motor applications•
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STANDARDS

National ICEA S73532;
UL 1569; UL 2225; UL 44

Armored Variable Frequency Drive Cable UL Type MC HL, 600V, 90°C rated  LEAD
FREE

DESCRIPTION
3  conductor  with  3  ground  wires,  continuous  corrugated  and  welded,  impervious
aluminum sheath, PVC jacket

CORFLEX®  VFD  cables  are  designed  to  improve  the  operating  performance  of
variable  frequency  drive  systems.  The  600  volt  CORFLEX®  VFD  cables  provide
excellent shielding from high frequency noise that can interfere with data and control
signals.  Nexans  CORFLEX®  sheath  provides  a  long  term  low  resistance  path  to
ground to protect the drive system. Cable grounds provide the best cancellation and
lowest net  injected ground current  into the drive system protecting against common
mode currents which impair the drive unit electronic performance and shorten the drive
life span. Cable grounds also ensure a balanced,  low resistance path  to ground  to
reduce  the chance of motor  failure due  to bearing currents. The CORFLEX® VFD
cable design has been shown to be the best of eight cable constructions studied for
use between a VFD and the motor. This information can be found in an IEEE paper
called "Evaluation of Motor Power Cables for PWM AC Drives" published in 1996.

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8.

Insulation:
Crosslinked polyethylene type XHHW2 per UL 44.

Assembly:
Conductors are cabled in concentric layers with three grounding wires, interstices are
filled  with  suitable  nonhygroscopic  fillers,  as  required. A  binder  tape  of  synthetic
material assembles the core in an essentially round configuration.

Armor:
Continuous corrugated and welded, impervious aluminum sheath with no more than
0.2% trace copper providing complete protection against liquid and gas ingress. It also
provides excellent mechanical protection, additional electrostatic shielding, and serves
as an easy means of grounding equipment.

Jacket:
Overall black polyvinyl chloride jacket per UL 1569, 90°C temperature rating; low gas
emission; limited ame spread and excellent corrosion resistance.

Conductor Identification:
Sizes 14 AWG to 2 AWG: Method #1E2 per ICEA S73532
Sizes 1 AWG to 500 kcmil: Method #4 per ICEA S73532

Bending Radius:
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter
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Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Meets UL 2225 for Hazardous Locations•
Designated Type MC as per NEC Article 330•
Meets CSA C22.2 No. 12308 for Aluminum Sheathed Cables•
Meets CSA C22.2 No. 174M1984 for Hazardous Locations•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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CORFLEX VFD - 3 CONDUCTORS WITH 3 BARE GROUNDS ELECTRICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Ground
Wire
Size
AWG

DC
Resistance

AC
Resistance

90ºC,
60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC Ω/kft 25ºC Ω/kft 75ºC 90ºC

670142 14(7w) 3x18(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

670144 12(7w) 3x16(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

670146 10(7w) 3x14(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*670148 8(7w) 3x14(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

*670149 6(7w) 3x12(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*670150 4(7w) 3x12(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*670151 2(7w) 3x10(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

670152 1(19w) 3x10(7w) 0.1255 0.1280 0.1603 0.0288 0.1568 130 145

*670153 1/0(19w) 3x10(7w) 0.0999 0.1019 0.1278 0.0281 0.1272 150 170

*670118 2/0(19w) 3x10(7w) 0.0797 0.0813 0.1021 0.0280 0.1041 175 195

*670119 3/0(19w) 3x8(7w) 0.0629 0.0642 0.0808 0.0275 0.0847 200 225

*670120 4/0(19w) 3x8(7w) 0.0497 0.0507 0.0641 0.0271 0.0695 230 260

*670121 250(37w) 3x8(7w) 0.0424 0.0432 0.0584 0.0263 0.0608 255 290

*670122 350(37w) 3x6(7w) 0.0301 0.0307 0.0395 0.0263 0.0470 310 350

*670123 500(37w) 3x6(7w) 0.0212 0.0216 0.0290 0.0250 0.0367 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three currentcarrying
conductors in raceway, cable, or earth (direct buried), based on an ambient temperature of
30°C (86°F). Refer to Table 310.15(B)(2) for the ampacity correction factors where the ambient
temperature is other than 30°C (86°F).
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CORFLEX VFD - 3 CONDUCTORS WITH 3 BARE GROUNDS PHYSICAL DATA

Part
Number

Cond.
Size

AWG or
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

670142 14(7w) 30 3x18(7w) 0.39 0.555 50 0.66 200

670144 12(7w) 30 3x16(7w) 0.34 0.555 50 0.66 226

670146 10(7w) 30 3x14(7w) 0.45 0.62 50 0.725 312

*670148 8(7w) 45 3x14(7w) 0.52 0.75 50 0.838 413

*670149 6(7w) 45 3x12(7w) 0.6 0.802 50 0.905 542

*670150 4(7w) 45 3x12(7w) 0.7 0.937 50 1.039 735

*670151 2(7w) 45 3x10(7w) 0.83 1.127 50 1.232 1097

670152 1(19w) 55 3x10(7w) 0.95 1.23 50 1.32 1330

*670153 1/0(19w) 55 3x10(7w) 1.04 1.35 50 1.473 1592

*670118 2/0(19w) 55 3x10(7w) 1.126 1.422 50 1.51 1882

*670119 3/0(19w) 55 3x8(7w) 1.25 1.606 60 1.739 2400

*670120 4/0(19w) 55 3x8(7w) 1.36 1.734 60 1.867 2910

*670121 250(37w) 65 3x8(7w) 1.477 1.925 60 2.058 3316

*670122 350(37w) 65 3x6(7w) 1.685 2.0276 60 2.1622 4375

*670123 500(37w) 65 3x6(7w) 1.954 2.34 75 2.504 6026

*Stock Item

SELLING INFORMATION

Product Features

 

* UL approved cables Type MC, 600V; File No. E47409
* UL approved insulated conductors
* Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA T29520 fire test at 210,000 BTU/
hr, IEC 3323 category A fire test, IEEE 1202 and CSA FT4
Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC
* Cables exhibit a low temperature rating of 25°C impact and –40°C bend with suitable precautions
* Temperature rating of 90°C dry and wet
* 130°C emergency rating & 250°C short circuit rating
* Continuous, impervious aluminum sheath corrugated for exibility, prevents ingress of moisture, gases and liquids
* Aluminum sheath crosssection exceeds requirements of the NEC Section 250.122 for grounding conductor
* Sheath provides good electronic shielding so that CORFLEX® can be used in certain instrumentation applications
when adequately grounded
* Excellent mechanical and physical properties
* Sunlight resistant jacket
* Suitable for direct burial and use in cable tray and embedment in concrete

* LEAD FREE

Options
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The following constructions can be provided on special orders:

* Special color or number coding
* Specially colored jackets
* UL 1309 listing and marking

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=15181


ENERGEX® MC Aluminum Feeder
Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V4.0 Generated 3/28/18 www.nexans.us Page 50 / 362

STANDARDS

National UL 1569; UL 44

Aluminum Interlock Armored Power Feeder Cable, UL Type MC, 600 V, 90°C dry rated
  Unjacketed,  3  or  4  aluminum  conductors    XLPE  insulated,  with  bare  aluminum
ground wire  LEAD FREE

DESCRIPTION
Applications

Unjacketed aluminum conductor MC cable is suitable and allowed by the NEC for use
in the following applications:

Power lighting, control and signal circuits and as branch circuits and power feeders
in industrial, commercial, institutional and residential installations up to 600 volts.

•

Fished or embedded in plaster and concrete except in damp or wet locations.•
Aerial cable when fixed to a messenger support cable.•
Concealed or exposed applications.•
Cable trays and other raceways.•
Class I and II, Division 2 as well as Class III, Division 1 and 2 hazardous locations.•
Under raised oors of information technology rooms.•
Environmental airhandling spaces per NEC Article 300.22 (C).•
Places of Assembly per NEC Article 518.4 and theaters per NEC Article 520.5.•

Construction

Conductor:
Compact  stranded AA8000  series aluminum conductor material  (ACM) per ASTM
B801 Class B or ASTM B836 (Single Input Wire).
Insulation:
Colored crosslinked polyethylene (XLPE) type XHHW2 per UL 44.

Ground Wire:
Bare compact stranded AA8000 series aluminum alloy (ACM).

Assembly:
Insulated conductors are cabled with a bare ground wire,  interstices are filled with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Armor:
Interlocking aluminum tape armor applied over the assembled core.

Conductor Identification:
3/C black, red, white
4/C black, red, blue, white

Specifications

Meets UL 44, XHHW2 600 V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

ENERGEX® MC ALUMINUM FEEDER CABLE
3 Conductors with Bare Ground

Part
Number

(Color Coded
Conductors)

Conductor
Size

Insulation
Thickness

Ground
Wire Size

Nominal Diameter
over Armor

Approximate Net
Cable Weight Ampacity (Amps)

AWG/kcmil mils mm AWG inches mm lb/kft kg/km 60ºC 75ºC 90ºC

603520 6 45 1.14 6 0.776 19.71 210 312 40 50 55

603521 4 45 1.14 6 0.876 22.26 285 424 55 65 75

603523* 2 45 1.14 6 1.008 25.60 396 589 75 90 100

603524 1 55 1.40 4 1.124 28.54 503 748 85 100 115

603525* 1/0 55 1.40 4 1.198 30.43 586 872 100 120 135

603526* 2/0 55 1.40 4 1.285 32.63 687 1022 115 135 150

603527* 3/0 55 1.40 4 1.388 35.24 814 1211 130 155 175

603528* 4/0 55 1.40 2 1.499 38.07 992 1476 150 180 205

603529* 250 65 1.65 2 1.781 45.23 1172 1744 170 205 230

603531* 350 65 1.65 2 1.859 47.21 1521 2264 210 250 280

603542 400 65 1.65 1 1.951 49.55 1709 2544 225 270 305

603532* 500 65 1.65 1 2.248 57.11 2249 3346 260 310 350

603562* 750 80 2.03 1/0 2.680 68.07 3213 4781 320 385 435

*Denotes stock item.  Other constructions available upon request.
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3 CONDUCTORS WITH BARE GROUND CONNECTORS
Cable
Part

Number
Conductor Size Crouse-Hinds /

Eaton Bridgeport Appleton

(Color Coded
Conductors) AWG or kcmil ACB Series DC2 DCX2 AC-90

603520 6 ACB50 682DC2 AC95

603521 4 ACB75 683DC2 AC95

603523 2 ACB100 683DC2 683DCX2 AC95

603524 1 ACB100 684DC2 684DCX2 AC96

603525 1/0 ACB100 684DC2 684DCX2 AC96

603526 2/0 ACB125 685DC2 685DCX2 AC96

603527 3/0 ACB125 685DC2 685DCX2 AC97

603528 4/0 ACB125 685DC2 685DCX2 AC97

603529 250 ACB150 686DC2 686DCX2 AC98

603531 350 ACB150 686DC2 AC99

603542 400 ACB200 686DC2 AC99

603532 500 ACB200 687DC2 687DCX2 AC985

603562 750 ACB250 688DC2 688DCX2 AC250D
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ENERGEX® MC ALUMINUM FEEDER CABLE
4 Conductors with Bare Ground

Part
Number

(Color Coded
Conductors)

Conductor
Size

Insulation
Thickness

Ground
Wire Size

Nominal Diameter
over Armor

Approximate
Net Cable Weight Ampacity (Amps)

AWG/kcmil inches mm AWG inches mm lb/kft kg/km 60ºC 75ºC 90ºC

603533 6 0.045 1.14 6 0.85 21.6 269 400 40 50 55

603534 4 0.045 1.14 6 0.99 25.1 384 571 55 65 75

603535* 2 0.045 1.14 6 1.11 28.2 499 742 75 90 100

603536 1 0.055 1.40 4 1.24 31.6 655 974 85 100 115

603537* 1/0 0.055 1.40 4 1.33 33.7 767 1142 100 120 135

603538* 2/0 0.055 1.40 4 1.42 36.0 903 1343 115 135 150

603539 3/0 0.055 1.40 4 1.54 39.1 1077 1603 130 155 175

603540* 4/0 0.055 1.40 2 1.66 42.2 1313 1954 150 180 205

603541 250 0.065 1.65 2 1.81 46.1 1496 2227 170 205 230

603874* 250 0.065 1.65 1 1.83 46.6 1518 2259 170 205 230

603580 350 0.065 1.65 2 2.18 55.2 2152 3202 210 250 280

603876* 350 0.065 1.65 1/0 2.19 55.6 2195 3266 210 250 280

603543 400 0.065 1.65 1 2.29 58.1 2415 3593 225 270 305

603581 500 0.065 1.65 1 2.47 62.9 2881 4288 260 310 350

603878 500 0.065 1.65 2/0 2.47 62.8 2919 4344 260 310 350

603757* 500 0.065 1.65 250 2.53 64.3 3048 4536 260 310 350

603574* 750 0.080 2.03 3/0 2.94 74.8 4199 6249 320 385 435

Bending Radius:
Fixed position:  7 x cable overall diameter
During pulling:  12 x cable overall diameter

60°
C  When terminated to equipment for circuits rated 100 amperes or less or marked for conductor sizes 6 AWG throug
h 1 AWG.
75°
C  When terminated to equipment for circuits rated over 100 amperes or marked for conductors larger than size 1 AW
G.
90°C  For ampacity derating purposes.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a
raceway or direct buried at 30°C ambient temperature and 90°C rated conductors. Ampacities for four
conductor cables apply where the 4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).

* Denotes stock item. Other constructions available upon request.
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4 CONDUCTORS WITH BARE GROUND CONNECTORS
Cable
Part

Number
Conductor Size Crouse-Hinds /

Eaton Bridgeport Appleton

(Color Coded
Conductors) AWG or kcmil ACB Series DC2 DCX2 AC-90

603533 6 ACB75 682DC2 AC95

603534 4 ACB75 683DC2 683DCX2 AC95

603535 2 ACB100 684DC2 684DCX2 AC96

603536 1 ACB100 684DC2 684DCX2 AC96

603537 1/0 ACB125 685DC2 685DCX2 AC97

603538 2/0 ACB125 685DC2 685DCX2 AC97

603539 3/0 ACB125 686DCX2 AC98

603540 4/0 ACB150 686DCX2 AC98

603541 250 ACB150 686DC2 686DCX2 AC98

603874 250 ACB150 686DC2 686DCX2 AC98

603580 350 ACB200 687DC2 687DCX2 AC985

603876 350 ACB200 687DC2 687DCX2 AC985

603543 400 ACB200 687DC2 687DCX2 AC985

603581 500 ACB250 688DC2 688DCX2 AC250D

603878 500 ACB250 688DC2 688DCX2 AC250D

603757 500 ACB250 688DC2 688DCX2 AC250D

603574 750 ACB250 689DC2 689DCX2 AC250D

SELLING INFORMATION
Product Features

• Cables are UL listed as Type MC, rated 600 V
• UL listed XHHW2 insulated conductors
• Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA T29520 fire test at 210,000 BTU/
hr, IEEE 1202 and CSA FT4
• Fire wall penetration rated depending on type of installation and firestop system used
• Cables exhibit a 25°C cold bend rating with suitable precautions
• Temperature rating of 90°Cdry
• 130°C emergency rating and 250°C short circuit rating
• Excellent mechanical and physical properties
• RoHS Compliant
• Suitable for use in cabletray
• Can be installed in hazardous locations as permitted by the NEC
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Aluminum Interlock Armored Power and Control Cable UL Type MC, 600 V, 90°C rated
 LEAD FREE  Multiple conductors, with ground wire, aluminum interlocked armor,
PVC jacket.

DESCRIPTION
FIREX MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors

Power and control:
sizes #14 AWG to #10 AWG: Method #1E2 per ICEA S73532
sizes #8 AWG to 500 kcmil: Method #4 per ICEA S73532

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating with suitable precautions•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight and oil resistant jacket•
LEAD FREE•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division  2, 
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC 3 CONDUCTOR
Aluminum Armored Power and Control Cable UL Type MC, 90°C rated  LEAD FREE 600 V, 3 Conductors with Bare
Ground

Part
Number

Cond.
Size Insulation ThicknessGround

Wire Size
Nominal Diameter

over Armor Jacket ThicknessNominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

AWG/kcmil mils mm AWG inches mm mils mm inches mm lb/kft kg/km amps (1)

634725 8(7w) 45 1.14 10(7w) 0.750 19.05 50 1.27 0.855 21.72 382 569 55

634733 6(7w) 45 1.14 8(7w) 0.820 20.83 50 1.27 0.925 23.50 527 784 75

634741 4(7w) 45 1.14 8(7w) 0.920 23.37 50 1.27 1.029 26.16 725 1079 95

634766 2(7w) 45 1.14 6(7w) 1.040 26.42 50 1.27 1.151 29.21 1038 1545 130

660594 1(19w) 55 1.40 6(7w) 1.169 29.69 50 1.27 1.279 32.49 1262 1878 150

634758 1/0(19w) 55 1.40 6(7w) 1.260 32.00 50 1.27 1.360 34.54 1501 2234 170

634774 2/0(19w) 55 1.40 6(7w) 1.349 34.26 50 1.27 1.459 37.08 1798 2676 195

645499 3/0(19w) 55 1.40 4(7w) 1.459 37.06 50 1.27 1.567 39.80 2218 3301 225

634782 4/0(19w) 55 1.40 4(7w) 1.590 40.39 60 1.52 1.722 43.69 2702 4021 260

634790 250(37w) 65 1.65 4(7w) 1.733 44.02 60 1.52 1.861 47.27 3173 4722 290

634808 350(37w) 65 1.65 3(7w) 1.922 48.82 60 1.52 2.050 52.07 4244 6315 350

634816 500(37w) 65 1.65 2(7w) 2.300 58.42 75 1.91 2.465 62.61 6134 9129 430

 750(61w) 80 2.03 1(19w) 2.760 70.10 75 1.91 2.920 74.17 8970 13349 535

 1000(61w) 80 2.03 1/0(19w) 3.080 78.23 85 2.16 3.265 82.93 11685 17389 615

(1) Ampacities are in accordance with Table 310.16 of NEC for conductors in raceway or direct buried at 30°
C ambient temperature and 90°C
conductor temperature. For correction factors for different ambient temperatures and ampacities at different conductor 
temperatures see Table
310.16 of NEC.

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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Aluminum Interlock Armored Power and Control Cable UL Type MC, 600 V, 90°C rated
 LEAD FREE  Multiple conductors, with ground wire, aluminum interlocked armor,
PVC jacket.

DESCRIPTION
FIREX MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors

Power and control:
sizes #14 AWG to #10 AWG: Method #1E2 per ICEA S73532
sizes #8 AWG to 500 kcmil: Method #4 per ICEA S73532

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating with suitable precautions•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight and oil resistant jacket•
LEAD FREE•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division  2, 
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC 4 CONDUCTOR

Part
Number

Cond.
Size

Insulation
Thickness

Ground
Wire Size

Nominal Diameter
over Armor

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

AWG/kcmil mils mm AWG inches mm mils mm inches mm lb/kft kg/km amps (1)

660702 8(7w) 45 1.14 10(7w) 0.783 19.89 50 1.27 0.889 22.58 462 688 55

660703 6(7w) 45 1.14 8(7w) 0.879 22.33 50 1.27 0.985 25.01 637 947 75

651216 4(7w) 45 1.14 8(7w) 1.005 25.53 50 1.27 1.113 28.27 893 1329 95

649293 2(7w) 45 1.14 6(7w) 1.148 29.17 50 1.27 1.256 31.90 1298 1932 130

662360 1(19w) 55 1.40 6(7w) 1.260 32.00 50 1.27 1.368 34.74 1547 2302 150

660704 1/0(19w) 55 1.40 6(7w) 1.379 35.02 50 1.27 1.487 37.77 1901 2829 170

645481 2/0(19w) 55 1.40 6(7w) 1.483 37.67 50 1.27 1.591 40.42 2293 3412 195

662125 3/0(19w) 55 1.40 4(7w) 1.586 40.29 60 1.52 1.714 43.53 2825 4204 225

649301 4/0(19w) 55 1.40 4(7w) 1.720 43.68 60 1.52 1.847 46.92 3474 5170 260

660407 250(37w) 65 1.65 4(7w) 2.042 51.86 60 1.52 2.171 55.15 4073 6062 290

660673 350(37w) 65 1.65 3(7w) 2.293 58.23 75 1.92 2.454 62.33 5817 8657 350

640508 500(37w) 65 1.65 2(7w) 2.603 66.12 75 1.92 2.765 70.22 7890 11742 430

(1) Ampacities are in accordance with Table 310.16 of the NEC for conductors in raceway or direct buried at 30°
C ambient temperature and 90°C
conductor temperature, where the 4th conductor is the neutral of a balanced 3 phase system. If the 4th conductor is to
 be used as a current
carrying conductor, then a derating factor of 80% is to be applied to the ampacity of all 4 conductors, as per Article 310
.15(B)(2)(a) of the NEC.
For correction factors for different ambient temperatures and ampacities at different conductor temperatures, see Tabl
e 310.16 of the NEC.

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Aluminum Interlock Armored Power and Control Cable UL Type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 10 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 10 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 10
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 10 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket
Approximate Net

Cable Weight Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
670322 2 10(7w) 10(7w) 0.56 14.1 0.050 1.27 0.66 16.7 221 329 40

639971 3 10(7w) 10(7w) 0.62 15.8 0.050 1.27 0.72 18.3 263 392 40

 4 10(7w) 10(7w) 0.63 15.9 0.050 1.27 0.73 18.5 325 483 40

 5 10(7w) 10(7w) 0.75 19.1 0.050 1.27 0.86 21.7 407 605 32

 7 10(7w) 10(7w) 0.78 19.9 0.050 1.27 0.88 22.4 472 703 28

 9 10(7w) 10(7w) 0.92 23.2 0.050 1.27 1.02 25.9 573 853 28

 12 10(7w) 10(7w) 0.97 24.7 0.050 1.27 1.08 27.4 721 1073 20

 37 10(7w) 10(7w) 1.57 39.9 0.050 1.27 1.72 43.6 1833 2728 16

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 30 amperes for 10 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 12 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide
range of commercial and industrial applications where excellent mechanical and
physical properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors

Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 12 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 12
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 12 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket
Approximate Net

Cable Weight Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
640524 2 12(7W) 12(7w) 0.50 12.7 0.050 1.27 0.60 15.3 169 251 30

639963 3 12(7W) 12(7w) 0.51 12.9 0.050 1.27 0.61 15.5 200 298 30

633511 4 12(7W) 12(7w) 0.55 14.0 0.050 1.27 0.65 16.6 236 351 30

 5 12(7W) 12(7w) 0.61 15.4 0.050 1.27 0.71 17.9 267 397 24

 7 12(7W) 12(7w) 0.64 16.3 0.050 1.27 0.74 18.9 333 496 21

 9 12(7W) 12(7w) 0.79 19.9 0.050 1.27 0.89 22.6 419 624 21

 12 12(7W) 12(7w) 0.83 21.1 0.050 1.27 0.94 23.8 515 766 15

 15 12(7W) 12(7w) 0.95 24.1 0.050 1.27 1.05 26.6 604 899 15

 19 12(7W) 12(7w) 0.98 24.9 0.050 1.27 1.08 27.4 800 1190 15

 25 12(7W) 12(7w) 1.20 30.4 0.050 1.27 1.30 33.0 944 1405 13.5

 37 12(7W) 12(7w) 1.38 35.1 0.050 1.27 1.50 38.1 1285 1913 12

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 20 amperes for 12 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 14 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 volts.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 14 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be  installed  in hazardous  locations designated Class  I or  II Division 2, NEC
Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10 (A)
and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 14
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 14 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket

Approximate
Net

Cable Weight
Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
640540 2 14(7w) 14(7w) 0.48 12.2 0.050 1.27 0.58 14.7 137 204 25

639930 3 14(7w) 14(7w) 0.52 13.5 0.050 1.27 0.63 15.9 159 237 25

 4 14(7w) 14(7w) 0.56 14.2 0.050 1.27 0.67 16.9 184 274 25

 5 14(7w) 14(7w) 0.59 15.0 0.050 1.27 0.70 17.7 211 314 20

 7 14(7w) 14(7w) 0.65 16.4 0.050 1.27 0.75 19.1 255 380 17.5

 9 14(7w) 14(7w) 0.72 18.2 0.050 1.27 0.82 20.8 319 474 17.5

 12 14(7w) 14(7w) 0.79 20.1 0.050 1.27 0.90 22.7 390 581 12.5

 15 14(7w) 14(7w) 0.84 21.3 0.050 1.27 0.95 24.1 452 673 12.5

 19 14(7w) 14(7w) 0.90 22.9 0.050 1.27 1.01 25.7 538 800 12.5

 25 14(7w) 14(7w) 1.05 26.5 0.050 1.27 1.16 29.3 697 1037 11.5

 37 14(7w) 14(7w) 1.18 29.9 0.050 1.27 1.30 33.0 937 1394 10

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 15 amperes for 14 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National ICEA S96659;
UL 1072

Aluminum Interlocked Armored Power Cables UL Type MV90, 90°C rated 2.4 kV* or 5
kV* nonshielded, XLPE insulation, aluminum interlocked armor, PVC jacket

DESCRIPTION

Applications

FIREX MV is suitable and allowed by the NEC for use in the following applications:

for power feeders in industrial, commercial, institutional and residential installations
up to 5000 volts. (2400 volts per NEC)

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well as Class III, Division 1 and 2 hazardous locations.•
where exposed to harsh chemicals and vapors.•

Construction

Conductor
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8.

Conductor shield
Extruded thermosetting semiconducting layer.

Insulation
XLPE as per UL 1072 and ICEA S96659.

Assembly
Insulated  conductors  are  cabled  with  a  bare  copper  grounding  conductor(s)  and
interstices are filled with suitable nonhygroscopic fillers, as required. A binder tape of
synthetic material assembles the core in an essentially round configuration.

Armor
Interlocking aluminum tape armor applied directly over the core.

Jacket
Overall  polyvinyl  chloride  jacket,  90°C  temperature  rating;  low  acid  gas  emission;
limited ame spread and excellent corrosion resistance.

Conductor Identification
Number coded.

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter
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CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 5 kV
Usage characteristics

Maximum operating temperature 90 °C

FIREX® MV 5 KV CABLES
UL Type MV90, 90°C rated

2.4 kV* or 5 kV* Unshielded, 3 Conductors with Bare Ground
Insulation Thickness:  90 mils / 2.29 mm

Part
Number

Conductor
Size

Ground
Wire Size

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket
Approximate
Cable Weight Ampacity

AWG/kcmil AWG inches mm mils mm inches mm lb/kft kg/km amps (1,2) amps (3)
 8 (7w) 8 (7w) 1.055 26.80 50 1.27 1.165 29.59 605 900 59 85

 6 (7w) 6 (7w) 1.130 28.70 50 1.27 1.240 31.50 785 1168 79 105

 4 (7w) 6 (7w) 1.235 31.67 50 1.27 1.345 34.16 990 1473 105 135

 2 (7w) 6 (7w) 1.360 34.54 60 1.52 1.470 37.34 1295 1927 140 180

 1 (19w) 6 (7w) 1.465 37.21 60 1.52 1.575 40.01 1515 2255 160 200

 1/0 (19w) 4 (7w) 1.555 39.50 60 1.52 1.685 42.80 1855 2761 185 230

 2/0 (19w) 4 (7w) 1.650 41.91 60 1.52 1.780 45.21 2175 3237 215 260

 3/0 (19w) 4 (7w) 1.785 45.34 60 1.52 1.915 48.64 2700 4018 250 295

650754 4/0 (19w) 3 (7w) 1.905 48.39 60 1.52 2.030 51.56 3230 4807 285 335

 250 (37w) 3 (7w) 2.015 51.18 60 1.52 2.145 54.48 3655 5439 320 365

650747 350 (37w) 2 (7w) 2.235 56.77 75 1.91 2.365 60.07 4795 7136 395 440

650663 500 (37w) 1 (19w) 2.510 63.75 75 1.91 2.675 67.95 6535 9725 485 530

641464 750 (61w) 1/0 (19w) 2.905 73.79 85 2.16 3.070 77.98 9245 13758 615 650

 1000 (61w) 1/0 (19w) 3.335 84.71 85 2.16 3.410 86.61 11850 17635 705 730

(1)  Ampacities for cable in air in accordance with Table 310.71 of NEC, conductor temperature of 90°
C and ambient air temperature of 40°C.
(2) Ampacity for cable in ventilated tray in accordance to Article 392.13(A)(2) and Table 310.71 of NEC.
(3) Ampacity for one cable direct buried in accordance with Table 310.83 with 90°
C conductor temperature, R.H.O.. 90, 100% load factor,
20°C earth temperature.

SELLING INFORMATION
OPTIONS
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The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•

* The NEC and UL 1072 limit unshielded cable to circuits operating at a maximum of 2400 volts phase to phase. ICEA
S96659 rates unshielded cable with the same insulation thickness to a maximum operating voltage of 5000 volts phase
to phase.
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STANDARDS

National CSA C22.2 N° 131

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•

Marking and Identification

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=8914
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The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Black

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 5 kV
Usage characteristics

Maximum operating temperature 90 °C
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1C TECK90 (XLPE) 5 KV UNSHIELDED WITH CONCENTRIC BONDING
CONDUCTOR

Conductor
Size

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approx.
Net Cable

Weight with
Aluminum
Armour*

Approx.
Copper
ContentInner

Jacket Armour Outer
Covering

Power
AWG

or kcmil
Bonding

AWG inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km

6 8 0.090 2.29 0.030 0.76 0.545 13.84 0.785 19.94 0.880 22.35 385 573 210

4 6 0.090 2.29 0.045 1.14 0.620 15.75 0.860 21.84 0.953 24.21 513 780 330

3 6 0.090 2.29 0.045 1.14 0.645 16.38 0.885 22.48 0.980 24.89 571 850 382

2 6 0.090 2.29 0.045 1.14 0.675 17.15 0.915 23.24 1.010 25.65 641 954 446

1 4 0.090 2.29 0.045 1.14 0.724 18.39 0.964 24.49 1.062 26.97 737 1097 599

1/0 4 0.090 2.29 0.045 1.14 0.767 19.48 1.042 26.47 1.146 29.11 964 1435 701

2/0 4 0.090 2.29 0.045 1.14 0.804 20.43 1.079 27.41 1.185 30.10 975 1451 830

3/0 3 0.090 2.29 0.045 1.14 0.855 21.72 1.130 28.70 1.234 31.34 1211 1802 1051

4/0 3 0.090 2.29 0.060 1.52 0.935 23.75 1.210 30.73 1.314 33.38 1413 2103 1257

250 2 0.090 2.29 0.060 1.52 1.019 25.88 1.294 32.87 1.405 35.69 1607 2391 1500

300 2 0.090 2.29 0.060 1.52 1.069 27.15 1.344 34.14 1.457 37.00 1792 2666 1733

350 1 0.090 2.29 0.060 1.52 1.115 28.32 1.390 35.31 1.500 38.10 1971 2933 2062

400 1 0.090 2.29 0.060 1.52 1.169 29.69 1.444 36.68 1.573 39.95 2155 3207 2299

500 1/0 0.090 2.29 0.060 1.52 1.248 31.70 1.523 38.68 1.649 41.88 2603 3873 2864

600 1/0 0.090 2.29 0.060 1.52 1.348 34.25 1.623 41.22 1.752 44.50 2993 4454 3332

750 2/0 0.090 2.29 0.060 1.52 1.454 36.93 1.729 43.92 1.854 47.09 3722 5539 4189

1000 2/0 0.090 2.29 0.060 1.52 1.631 41.41 1.981 50.32 2.115 53.72 4652 6923 5359

*Steel armour is not permitted in single conductor cables.
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1C TECK90 (XLPE) 5 KV FITTING SIZES AND AMPACITY

Conductor Size Ampacity (A)
30°C Ambient
(Notes 2, 3)

Fittings (Note 4)

Power
AWG or kcmil

Bonding
AWG Appleton T & B CMP

Products
Cooper

Crouse-Hinds60ºC 75ºC 90ºC
6 8 80 95 105 TMC5099 10466AL/ST050466 TMC075A TECK0503

4 6 105 125 140 TMC75121 10467AL/ST075467 TMC075A TECK0504

3 6 120 145 165 TMC75121 10467AL/ST075467 TMC075A TECK0504

2 6 140 170 190 TMC75121 10467AL/ST075467 TMC100A TECK0755

1 4 165 195 220 TMC75121 10468AL/ST075468 TMC100A TECK0756

1/0 4 195 230 260 TMC100138 10468AL/ST075468 TMC100A TECK0756

2/0 4 220 265 300 TMC100138 10468AL/ST075468 TMC100A TECK0756

3/0 3 260 310 350 TMC100138 10469AL/ST100469 TMC125A TECK1007

4/0 3 300 360 405 TMC100138 10469AL/ST100469 TMC125A TECK1007

250 2 340 405 455 TMC125163 10470AL/ST125470 TMC125A TECK1258

300 2 370 445 500 TMC125163 10470AL/ST125470 TMC125A TECK1258

350 1 425 505 570 TMC125163 10470AL/ST125470 TMC150A TECK1258

400 1 455 545 615 TMC125163 10550AL/ST125550 TMC150A TECK1258

500 1/0 520 620 700 TMC125188 10471AL/ST125471 TMC150A TECK12510

600 1/0 580 690 780 TMC125188 10471AL/ST125471 TMC200SA TECK12510

750 2/0 655 785 885 TMC150200 10472AL/ST150472 TMC200SA TECK12510

1000 2/0 785 935 1055 TMC150220 10551AL/ST200551 TMC200A TECK15012

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and are subject to
standard manufacturing tolerances.
2) Based on CEC Table 1, for single conductors in free air.
3) The maximum conductor temperature (used to determine the maximum conductor ampacity) shall be based
on the lowest temperature rating of the electrical equipment, any wire connector, or cable (CEC Rule 4006).
4) Ensure that only nonmagnetic connectors, locknuts and ground bushings are used.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Red, Black, Blue
 14 AWG to 2 AWG: Coloured Insulation
 1 AWG to 500 kcmil: Coloured Stripes

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 5 kV
Usage characteristics

Maximum operating temperature 90 °C
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3C TECK90 (XLPE) 5 KV UNSHIELDED
Conductor

Size Insulation
Thickness

Inner
Jacket

Thickness

Nominal
Diameters Approximate

Net Cable Weight
Aluminum Armour

Approximate
Copper
ContentPower

AWG
or

kcmil

Bonding
AWG

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km

8 10 0.090 2.29 0.060 1.52 0.931 23.64 1.206 30.63 1.315 33.40 721 1073 281

6 8 0.090 2.29 0.080 2.03 1.051 26.69 1.326 33.68 1.435 36.45 872 1298 446

4 8 0.090 2.29 0.080 2.03 1.146 29.11 1.421 36.09 1.530 38.86 1155 1720 665

3 6 0.090 2.29 0.080 2.03 1.200 30.49 1.475 37.46 1.584 40.23 1322 1968 866

2 6 0.090 2.29 0.080 2.03 1.266 32.15 1.541 39.14 1.670 42.42 1503 2237 1057

1 6 0.090 2.29 0.080 2.03 1.335 33.91 1.610 40.89 1.739 44.17 1732 2578 1304

1/0 6 0.090 2.29 0.080 2.03 1.415 35.95 1.690 42.93 1.819 46.20 2013 2997 1609

2/0 6 0.090 2.29 0.080 2.03 1.500 38.10 1.775 45.09 1.904 48.36 2339 3481 1997

3/0 4 0.090 2.29 0.080 2.03 1.606 40.80 1.956 49.68 2.090 53.09 2929 4359 2558

4/0 4 0.090 2.29 0.080 2.03 1.724 43.79 2.074 52.68 2.208 56.08 3544 5274 3173

250 4 0.090 2.29 0.110 2.79 1.882 47.80 2.232 56.69 2.366 60.10 4032 6001 3716

300 4 0.090 2.29 0.110 2.79 1.990 50.55 2.340 59.44 2.474 62.84 4605 6852 4414

350 3 0.090 2.29 0.110 2.79 2.094 53.19 2.444 62.08 2.578 65.48 5242 7800 5171

400 3 0.090 2.29 0.110 2.79 2.188 55.56 2.538 64.47 2.672 67.87 5852 8709 5883

500 3 0.090 2.29 0.110 2.79 2.355 59.81 2.705 68.71 2.839 72.11 7053 10495 7278
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3C TECK90 5 KV FITTING SIZES AND AMPACITY
Conductor Size

Ampacity (A) 30°C Ambient
(Notes 2, 3)

Fittings

Power Bondin
g Appleton T & B CMP

Products
Cooper

Crouse-Hinds
AWG or kcmil AWG 60ºC 75ºC 90ºC

8 10 40 50 55 TMC100138 10469/ST100469 TMC125A TECK1007

6 8 55 65 75 TMC125163 10470/ST125470 TMC125A TECK1258

4 8 70 85 95 TMC125163 10470/ST125550 TMC150A TECK1258

3 6 85 100 115 TMC125163 10550/ST125550 TMC150A TECK1258

2 6 95 115 130 TMC125188 10471/ST125471 TMC150A TECK12510

1 6 110 130 145 TMC125188 10471/ST150472 TMC200SA TECK12510

1/0 6 125 150 170 TMC125188 10472/ST150472 TMC200SA TECK12510

2/0 6 145 175 195 TMC150200 10472/ST150472 TMC200SA TECK15011

3/0 4 165 200 225 TMC150220 10551/ST200551 TMC200A TECK15012

4/0 4 195 230 260 TMC200238 10474/ST200474 TMC250SA TECK15012

250 4 215 255 290 TMC200275 10475/ST200475 TMC250SA TECK20015

300 4 240 285 320 TMC200275 10552/ST200475 TMC250A TECK20015

350 3 260 310 350 TMC200275 10553/ST250477 TMC250A TECK20016

400 3 280 335 380 TMC200275 10553/ST250478 TMC300A TECK20016

500 3 320 380 430 TMC300A 10477/ST300479 TMC300A TECK30019

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and
are subject to standard manufacturing tolerances.
2) Based on CEC Table 2, for not more than 3 current carrying conductors in a cable or raceway.
3) The maximum conductor temperature (used to determine the maximum conductor ampacity) shall
be based on the lowest temperature rating of the electrical equipment, any wire connector, or
cable (CEC Rule 4-006).

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Nexans  FIREX®II  TECK  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 1 kV
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Part Number: 1 kV 1C

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are
suitable for a wide range of applications, including ALL hazardous locations  Class I,
Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas
where cables are subject to the risk of mechanical damage and chemical attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Black

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 1 kV
Usage characteristics

Maximum operating temperature 90 °C
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1C 1 KV TECK90

Conductor
Size

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approx.
Net  Cable

Weight with
Aluminum

Armour

Approx.
Copper
ContentInner

Jacket Armour Outer
Covering

Power
AWG

or
kcmil

Bonding
AWG inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km

6 8 0.060 1.52 0.030 0.76 0.453 11.5 0.693 17.60 0.791 20.09 331 493 210

4 6 0.060 1.52 0.030 0.76 0.497 12.63 0.737 18.72 0.835 21.21 428 637 330

3 6 0.060 1.52 0.030 0.76 0.525 13.33 0.765 189.43 0.863 21.92 473 704 382

2 6 0.060 1.52 0.030 0.76 0.555 14.1 0.795 20.19 0.893 22.68 528 786 446

1 4 0.080 2.03 0.045 1.14 0.658 16.7 0.898 22.81 0.996 25.30 696 1036 599

1/0 4 0.080 2.03 0.045 1.14 0.725  18.42 0.965 24.51 1.069 27.15 781 1162 701

2/0 4 0.080 2.03 0.045 1.14 0.742 18.84 0.982 24.94 1.072 27.23 873 1300 830

3/0 3 0.080 2.03 0.045 1.14 0.798 20.27 1.073 27.25 1.163 29.54 1097 1632 1051

4/0 3 0.080 2.03 0.045 1.14 0.859 21.82 1.134 28.80 1.244 31.60 1272 1893 1257

250 2 0.090 2.29 0.060 1.52 0.957 24.31 1.232 31.29 1.338 33.98 1497 2228 1500

300 2 0.090 2.29 0.060 1.52 1.005 25.53 1.28 32.51 1.409 35.79 1715 2552 1733

350 1 0.090 2.29 0.060 1.52 1.066 27.07 1.341 34.06 1.446 36.73 1910 2842 2062

400 1 0.090 2.29 0.060 1.52 1.123 28.53 1.398 35.51 1.527 38.79 2164 3220 2299

500 1/0 0.090 2.29 0.060 1.52 1.204 30.58 1.479 37.57 1.585 40.26 2515 3742 2864

600 1/0 0.090 2.29 0.060 1.52 1.278 32.47 1.553 39.45 1.682 42.72 2960 4405 3332

750 2/0 0.090 2.29 0.060 1.52 1.408 35.75 1.683 42.75 1.812 46.02 3648 5429 4189

1000 3/0 0.090 2.29 0.060 1.52 1.545 39.24 1.896 48.16 2.011 51.08 4456 6631 5359

*Steel armour is not permitted in single conductor cables.
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1C 1 KV TECK90 FITTING SIZES AND AMPACITY
Conductor Size Ampacity (A)

30°C Ambient
(Notes 2, 3)

Fittings (Note 4)

Power Bonding
Appleton T & B CMP

Products
Cooper

Crouse-HindsAWG or kcmil AWG 60ºC 75ºC 90ºC
6 8 80 95 105 TMC5099 10465TBAL/ST050465 TMC075A TECK0503

4 6 105 125 140 TMC5099 10465TBAL/ST050465 TMC075A TECK0503

3 6 120 145 165 TMC5099 10465TBAL/ST050465 TMC075A TECK0503

2 6 140 170 190 TMC5099 10466AL/ST050466 TMC075A TECK0504

1 4 165 195 220 TMC75121 10467AL/ST075467 TMC075A TECK0505

1/0 4 195 230 260 TMC75121 10468AL/ST075468 TMC100A TECK0756

2/0 4 220 265 300 TMC75121 10468AL/ST075468 TMC100A TECK0756

3/0 3 260 310 350 TMC75121 10468AL/ST075468 TMC100A TECK0756

4/0 3 300 360 405 TMC100138 10469AL/ST100469 TMC125A TECK1007

250 2 340 405 455 TMC100138 10469AL/ST100469 TMC125A TECK1007

300 2 370 445 500 TMC125163 10470AL/ST125470 TMC125A TECK1258

350 1 425 505 570 TMC125163 10470AL/ST125470 TMC150A TECK1258

400 1 455 545 615 TMC125163 10470AL/ST125470 TMC150A TECK1258

500 1/0 520 620 700 TMC125163 10550AL/ST125550 TMC150A TECK1259

600 1/0 580 690 780 TMC125188 10471AL/ST125471 TMC150A TECK12510

750 2/0 655 785 885 TMC125188 10472AL/ST150472 TMC200SA TECK15011

1000 2/0 785 935 1055 TMC150220 10473AL/ST150473 TMC200A TECK15012

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and are
subject to standard manufacturing tolerances.
2) Based on CE Code Table 1, for single conductors in free air.
3) The maximum conductor temperature (used to determine the maximum conductor ampacity) shall be based
on the lowest temperature rating of the electrical equipment, any wire connector, or cable
(CE Code Rule 4-006).
4) Ensure that only non-magnetic connectors, locknuts and ground bushings are used.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Part Number: 1 kV 2C

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX ®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Black, White
 14 AWG to 2 AWG: Coloured Insulation
 1 AWG to 500 kcmil: Coloured Stripes

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 1 kV
Usage characteristics

Maximum operating temperature 90 °C
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2C 1 KV TECK90

Conductor
Size

Insulation
Thickness

Inner
Jacket

Thickness
Approximate Diameters Approx.

Weight
Al Armour

Copper
Content

Power
AWG

or kcmil
Bonding

AWG inches mm inches mm
Inner

Jacket Armour Outer
Covering

inches mm inches mm inches mm lb/kft kg/km kg/km
14 14 0.045 1.14 0.045 1.14 0.423 10.74 0.663 16.84 0.761 19.32 216 321 57

12 14 0.045 1.14 0.045 1.14 0.464 11.78 0.696 17.67 0.794 20.17 272 405 80

10 12 0.045 1.14 0.045 1.14 0.510 12.95 0.750 19.05 0.848 21.54 296 440 128

8 10 0.045 1.14 0.060 1.52 0.59 14.98 0.819 20.80 0.926 23.52 407 606 203

6 8 0.060 1.52 0.060 1.52 0.718 18.25 0.945 24.00 1.055 26.80 545 811 323

4 8 0.060 1.52 0.060 1.52 0.812 20.61 1.084 27.53 1.188 30.18 742 1104 469

3 6 0.060 1.52 0.080 2.03 0.902 22.91 1.177 29.90 1.306 33.17 912 1357 618

2 6 0.060 1.52 0.080 2.03 0.963 24.45 1.235 31.37 1.339 34.01 1029 1531 746

1 6 0.080 2.03 0.080 2.03 1.110 28.20 1.385 35.18 1.514 38.45 1252 1863 910

1/0 6 0.080 2.03 0.080 2.03 1.185 30.09 1.454 36.93 1.558 39.57 1451 2159 1114

2/0 6 0.080 2.03 0.080 2.03 1.263 32.09 1.533 38.94 1.641 41.68 1675 2493 1372

3/0 4 0.080 2.03 0.080 2.03 1.358 34.50 1.633 41.48 1.762 44.75 2031 3022 1770

4/0 4 0.080 2.03 0.080 2.03 1.463 37.16 1.731 43.97 1.863 47.32 2385 3549 2181

250 4 0.090 2.29 0.080 2.03 1.598 40.59 1.948 49.48 2.082 52.88 2870 4270 2542

300 4 0.090 2.29 0.080 2.03 1.699 43.15 2.049 52.04 2.183 55.44 3281 4882 3008

350 3 0.090 2.29 0.110 2.79 1.852 47.03 2.202 55.93 2.336 59.33 3837 5710 3530

400 3 0.090 2.29 0.110 2.79 1.938 49.23 2.288 58.11 2.422 61.52 4236 6303 4004

500 3 0.090 2.29 0.110 2.79 2.097 53.27 2.447 62.15 2.581 65.56 5082 7563 4934
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2C 1 KV TECK FITTING SIZES AND AMPACITY
Conductor Size Ampacity (A)

30°C Ambient
(Notes 2, 4)

Fittings

Power Bonding
Appleton T & B CMP

Products
Cooper

Crouse-HindsAWG or kcmil AWG 60ºC 75ºC 90ºC
14 (Note 3) 14 15 15 15 TMC5099 10465TB/ST050465 TMC075A TECK0503

12 (Note 3) 14 20 20 20 TMC5099 10465TB/ST050465 TMC075A TECK0503

10 (Note 3) 12 30 30 30 TMC5099 10465TB/ST050465 TMC075A TECK0503

8 10 40 50 55 TMC5099 10466/ST050466 TMC075A TECK0504

6 8 55 65 75 TMC75121 10467/ST075467 TMC100A TECK0755

4 8 70 85 95 TMC75121 10468/ST075468 TMC100A TECK0756

3 6 85 100 115 TMC100138 10469/ST100469 TMC125A TECK1007

2 6 95 115 130 TMC100138 10469/ST100469 TMC125A TECK1007

1 6 110 130 145 TMC125163 10470/ST125470 TMC150A TECK1258

1/0 6 125 150 170 TMC125163 10550/ST125550 TMC150A TECK1258

2/0 6 145 175 195 TMC125188 10471/ST125471 TMC150A TECK12510

3/0 4 165 200 225 TMC125188 10471/ST125471 TMC200SA TECK12510

4/0 4 195 230 260 TMC150200 10472/ST150472 TMC200SA TECK12510

250 4 215 255 290 TMC150220 10473/ST150473 TMC200A TECK15012

300 4 240 285 320 TMC150220 10474/ST200474 TMC250SA TECK15012

350 3 260 310 350 TMC200238 10474/ST200474 TMC250SA TECK20014

400 3 280 335 380 TMC200275 10475/ST200475 TMC250A TECK20015

500 3 320 380 430 TMC200275 10476/ST200476 TMC250A TECK20016

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and
are subject to standard manufacturing tolerances.
2) Based on CE Code Table 2, for not more than 3 current carrying conductors in a cable or
raceway.
3) The overcurrent protection shall not exceed 15 amperes for 14 AWG, 20 amperes for
12 AWG, and 30 amperes for 10 AWG after any corrections factors for ambient temperature
and number of conductors have been applied (CE Code Rule 14-104(2)), or as provided for
by other Rules of the CE Code.
4) The maximum conductor temperature (used to determine the maximum conductor ampacity)
shall be based on the lowest temperature rating of the electrical equipment, any wire connector,
or cable (CE Code Rule 4-006).

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.
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However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Part Number: 1 kV 3C

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX ®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Red, Black, Blue
 14 AWG to 2 AWG: Coloured Insulation
 1 AWG to 500 kcmil: Coloured Stripes

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 1 kV
Usage characteristics

Maximum operating temperature 90 °C
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3C 1 KV TECK90

Conductor Size Insulation
Thickness

Inner
Jacket

Thickness

Approximate Diameters Approx.
Weight

Al
Armour

Copper
ContentInner

Jacket Armour Outer
Covering

Power
AWG

or
kcmil

Bonding
AWG inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km

14 14 0.045 1.14 0.045 0.14 0.448 11.38 0.685 17.40 0.770 19.56 247 367 77

12 14 0.045 1.14 0.045 0.14 0.503 12.77 0.735 18.67 0.821 20.85 297 441 111

10 12 0.045 1.14 0.060 1.52 0.576 14.63 0.807 20.50 0.891 22.63 381 567 176

8 10 0.045 1.14 0.060 1.52 0.627 15.93 0.855 21.72 0.942 23.93 491 730 281

6 8 0.060 1.52 0.060 1.52 0.766 19.44 1.035 26.29 1.125 28.58 644 959 446

4 8 0.060 1.52 0.080 2.03 0.904 22.96 1.176 29.87 1.265 32.13 924 1375 665

3 6 0.060 1.52 0.080 2.03 0.964 24.48 1.236 31.39 1.326 33.68 1026 1526 866

2 6 0.060 1.52 0.080 2.03 1.026 26.05 1.300 33.02 1.388 35.26 1274 1896 1057

1 6 0.080 2.03 0.080 2.03 1.182 30.03 1.457 37.01 1.547 39.29 1539 2291 1304

1/0 6 0.080 2.03 0.080 2.03 1.256 31.90 1.531 38.89 1.653 41.99 1852 2757 1609

2/0 6 0.080 2.03 0.080 2.03 1.348 34.23 1.621 41.17 1.729 43.92 2165 3222 1997

3/0 4 0.080 2.03 0.080 2.03 1.450 36.82 1.725 43.82 1.835 46.61 2571 3827 2558

4/0 4 0.080 2.03 0.080 2.03 1.567 39.80 1.815 46.10 1.925 48.9 3196 4733 3173

250 4 0.090 2.29 0.110 2.79 1.768 44.91 2.120 53.85 2.250 57.15 3830 5700 3716

300 4 0.090 2.29 0.110 2.79 1.877 47.67 2.235 56.77 2.367 60.12 4382 6520 4414

350 3 0.090 2.29 0.110 2.79 1.976 50.20 2.330 59.18 2.462 62.53 4990 7426 5171

400 3 0.090 2.29 0.110 2.79 2.074 52.68 2.422 61.52 2.554 64.87 5534 8235 5883

500 3 0.090 2.29 0.110 2.79 2.241 56.92 2.595 65.91 2.757 70.03 6674 9932 7278

600 2 0.090 2.29 0.110 2.79 2.408 61.17 2.758 70.05 2.935 74.55 7747 11528 8747

750 2 0.090 2.29 0.110 2.79 2.614 66.40 2.959 75.16 3.121 79.27 9596 14281 10872
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3C 1 KV TECK90 FITTING SIZES AND AMPACITY
Conductor Size Ampacity (A)

30°C Ambient
(Notes 2, 4)

Fittings

Power Bonding
Appleton T & B CMP

Products
Cooper

Crouse-HindsAWG or kcmil AWG 60ºC 75ºC 90ºC
14 (Note 3) 14 15 15 15 TMC5099 10465TB/ST050465 TMC075A TECK0503

12 (Note 3) 14 20 20 20 TMC5099 10465TB/ST050465 TMC075A TECK0503

10 (Note 3) 12 30 30 30 TMC5099 10466/ST050466 TMC075A TECK0504

8 10 40 50 55 TMC5099 10467/ST075467 TMC075A TECK0504

6 8 55 65 75 TMC75121 10468/ST075468 TMC100A TECK0756

4 8 70 85 95 TMC100138 10469/ST100469 TMC125A TECK1007

3 6 85 100 115 TMC100138 10469/ST100469 TMC125A TECK1007

2 6 95 115 130 TMC125163 10470/ST125470 TMC125A TECK1258

1 6 110 130 145 TMC125163 10470/ST125470 TMC150A TECK1258

1/0 6 125 150 170 TMC125188 10471/ST125471 TMC150A TECK12510

2/0 6 145 175 195 TMC125188 10471/ST125471 TMC200SA TECK12510

3/0 4 165 200 225 TMC125188 10472/ST150472 TMC200SA TECK12510

4/0 4 195 230 260 TMC150200 10472/ST150473 TMC200A TECK15011

250 4 215 255 290 TMC200238 10474/ST200474 TMC250SA TECK20014

300 4 240 285 320 TMC200275 10475/ST200475 TMC250SA TECK20015

350 3 260 310 350 TMC200275 10475/ST200475 TMC250A TECK20015

400 3 280 335 380 TMC200275 10552/ST250477 TMC250A TECK20015

500 3 320 380 430 TMC300A 10477/ST250478 TMC300A TECK20016

600 2 350 420 475 TMC300A 10477/ST300479 TMC300A TECK30019

750 2 400 475 535 TMC300A 10555/ST300480 TMC350A TECK30020

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and
are subject to standard manufacturing tolerances.
2) Based on CE Code Table 2, for not more than 3 current carrying conductors in a cable or
raceway.
3) The overcurrent protection shall not exceed 15 amperes for 14 AWG, 20 amperes for
12 AWG, and 30 amperes for 10 AWG after any corrections factors for ambient temperature
and number of conductors have been applied (CE Code Rule 14-104(2)), or as provided for
by other Rules of the CE Code.
4) The maximum conductor temperature (used to determine the maximum conductor ampacity)
shall be based on the lowest temperature rating of the electrical equipment, any wire connector,
or cable (CE Code Rule 4-006).
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SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Part Number: 1 kV 4C

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX ®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
Red, Black, Blue, White
 14 AWG to 2 AWG: Coloured Insulation
 1 AWG to 500 kcmil: Coloured Stripes

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 1 kV
Usage characteristics

Maximum operating temperature 90 °C
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4C 1 KV TECK90

Conductor
Size

Insulation
Thickness

Inner
Jacket

Thickness
Nominal

Diameters
Approx.

Net Cable
Weight With
Aluminum

Armour

Approx.
Copper
ContentPower

AWG
or  kcmil

Bonding
AWG inches mm inches mm

Inner
Jacket Armour Outer

Covering
inches mm inches mm inches mm lb/kft kg/km kg/km

14 14 0.045 1.14 0.045 1.14 0.493 12.52 0.733 18.61 0.827 21.00 282 420 96

12 14 0.045 1.14 0.060 1.52 0.569 14.46 0.809 20.33 0.903 22.94 356 530 141

10 12 0.045 1.14 0.060 1.52 0.632 16.04 0.878 22.30 0.965 24.51 436 649 225

8 10 0.045 1.14 0.060 1.52 0.694 17.62 0.921 23.39 1.028 26.11 583 867 358

6 8 0.060 1.52 0.080 1.52 0.895 22.73 1.170 29.71 1.280 32.51 838 1247 569

4 8 0.060 1.52 0.080 2.03 0.995 25.27 1.270 32.26 1.351 34.31 1122 1669 861

3 6 0.060 1.52 0.080 2.03 1.085 27.55 1.360 34.54 1.441 36.60 1359 2022 1114

2 6 0.060 1.52 0.080 2.03 1.145 29.09 1.420 36.07 1.501 38.13 1580 2351 1369

1 6 0.080 2.03 0.080 2.03 1.303 33.11 1.578 39.50 1.663 42.24 1927 2868 1697

1/0 6 0.080 2.03 0.080 2.03 1.394 35.40 1.669 42.39 1.774 45.06 2295 3415 2105

2/0 6 0.080 2.03 0.080 2.03 1.488 37.81 1.757 44.63 1.865 47.37 2711 4034 2621

3/0 4 0.080 2.03 0.080 2.03 1.607 40.81 1.852 47.04 1.960 49.78 3395 5053 3345

4/0 4 0.080 2.03 0.110 2.79 1.793 45.55 2.033 51.64 2.141 54.38 4197 6239 4166

250 4 0.090 2.29 0.110 2.79 1.952 49.57 2.302 58.52 2.417 59.59 4828 7230 4889

300 4 0.090 2.29 0.110 2.79 2.077 52.76 2.427 61.65 2.542 65.57 5630 8378 5820

350 3 0.090 2.29 0.110 2.79 2.189 55.60 2.539 64.49 2.654 67.41 6399 9522 6813

400 3 0.090 2.29 0.110 2.79 2.294 58.26 2.644 67.16 2.833 71.96 7132 10613 7761

500 3 0.090 2.29 0.110 2.79 2.481 63.02 2.831 71.91 3.020 76.71 8555 12732 9622
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4C 1 KV TECK90 FITTING SIZES AND AMPACITY
Conductor Size Ampacity (A)

30°C Ambient
(Notes 2, 4)

Fittings

Power Bonding
Appleton T & B CMP

Products
Cooper

Crouse-HindsAWG or kcmil AWG 60ºC 75ºC 90ºC
14 (Note 3) 14 15 15 15 TMC5099 10465TB/ST050465 TMC075A TECK0503

12 (Note 3) 14 20 20 20 TMC5099 10466/ST050466 TMC075A TECK0504

10 (Note 3) 12 30 30 30 TMC75121 10467/ST075467 TMC075A TECK0504

8 10 40 50 55 TMC75121 10467/ST075467 TMC100A TECK0755

6 8 55 65 75 TMC100138 10469/ST100469 TMC125A TECK1007

4 8 70 85 95 TMC125163 10469/ST100469 TMC125A TECK1258

3 6 85 100 115 TMC125163 10470/ST125470 TMC150A TECK1258

2 6 95 115 130 TMC125163 10470/ST125470 TMC150A TECK1258

1 6 110 130 145 TMC125188 10471/ST125471 TMC150A TECK12510

1/0 6 125 150 170 TMC125188 10472/ST150472 TMC200SA TECK12510

2/0 6 145 175 195 TMC150200 10472/ST150472 TMC200SA TECK12511

3/0 4 165 200 225 TMC150220 10473/ST200551 TMC200A TECK15012

4/0 4 195 230 260 TMC150220 10551/ST200474 TMC200A TECK15012

250 4 215 255 290 TMC200275 10475/ST200475 TMC250A TECK20015

300 4 240 285 320 TMC200275 10552/ST250477 TMC250A TECK20016

350 3 260 310 350 TMC200275 10553/ST250478 TMC300A TECK20016

400 3 280 335 380 TMC300A 10477/ST300479 TMC300A TECK25018

500 3 320 380 430 TMC300A 10554/ST300480 TMC300A TECK30019

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and
are subject to standard manufacturing tolerances.
2) Based on CE Code Table 2, for not more than 3 current carrying conductors in a cable or
raceway, where the fourth conductor is the neutral of a three phase, four-wire system.
Otherwise 80% of these values (CE Code Rule 4-004(3)).
3) The overcurrent protection shall not exceed 15 amperes for 14 AWG, 20 amperes for
12 AWG, and 30 amperes for 10 AWG after any corrections factors for ambient temperature
and number of conductors have been applied (CE Code Rule 14-104(2)), or as provided for
by other Rules of the CE Code.
4) The maximum conductor temperature (used to determine the maximum conductor ampacity)
shall be based on the lowest temperature rating of the electrical equipment, any wire connector,
or cable (CE Code Rule 4-006).

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.
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However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION
Caution Notice

In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 10 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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10 AWG TECK90 600 V 12 AWG BONDING CONDUCTOR AMPACITY 30 A*

Number of
Conductors

Insulation
Thickness

Inner Jacket
Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.452 11.48 0.684 17.37 0.769 19.53 272 405 128

3 0.030 0.76 0.045 1.14 0.481 12.23 0.712 18.08 0.798 20.27 339 504 176

4 0.030 0.76 0.045 1.14 0.56 14.22 0.783 19.89 0.867 22.02 383 570 225

5 0.030 0.76 0.06 1.52 0.604 15.35 0.833 21.16 0.918 23.32 421 627 274

6 0.030 0.76 0.06 1.52 0.671 17.04 0.9 22.86 0.985 25.01 517 770 323

7 0.030 0.76 0.06 1.52 0.699 17.75 0.928 23.57 1.018 25.85 539 802 371

8 0.030 0.76 0.06 1.52 0.726 18.44 0.954 24.23 1.047 26.59 617 918 420

9 0.030 0.76 0.06 1.52 0.766 19.45 1.006 25.55 1.094 27.79 633 942 469

10 0.030 0.76 0.06 1.52 0.84 21.33 1.1 27.94 1.188 30.18 776 1154 518

11 0.030 0.76 0.06 1.52 0.879 22.33 1.135 28.83 1.222 31.03 795 1183 566

12 0.030 0.76 0.08 2.03 0.917 23.29 1.178 29.92 1.266 32.16 885 1318 615

15 0.030 0.76 0.08 2.03 0.987 25.06 1.247 31.67 1.335 33.91 1056 1571 761

19 0.030 0.76 0.08 2.03 1.066 27.07 1.321 33.55 1.414 35.92 1209 1800 956

20 0.030 0.76 0.08 2.03 1.098 27.89 1.357 34.47 1.445 36.7 1291 1966 1005

25 0.030 0.76 0.08 2.03 1.229 31.22 1.504 38.2 1.596 40.54 1528 2274 1248

30 0.030 0.76 0.08 2.03 1.317 33.45 1.573 39.95 1.68 42.67 1770 2634 1492

37 0.030 0.76 0.08 2.03 1.494 37.96 1.769 44.93 1.864 47.35 2097 3027 1833

40 0.030 0.76 0.08 2.03 1.567 39.8 1.917 48.69 1.967 49.96 2298 3421 1979

50 0.030 0.76 0.08 2.03 1.701 43.21 2.051 52.1 2.105 53.47 2743 4082 2467

60 0.030 0.76 0.11 2.79 1.91 48.5 2.26 57.4 2.314 58.78 3303 4916 2954

80 0.030 0.76 0.11 2.79 2.133 54.18 2.483 63.07 2.57 65.28 4225 6288 3929

90 0.030 0.76 0.11 2.79 2.246 57.05 2.596 65.94 2.683 68.15 4656 6928 4416

*Canadian Electrical Code Table 5C will apply if cableis used for power applications or the conductors are
continuously loaded.
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MULTICONDUCTOR TECK90 (XLPE) -40°C 600V 10AWG FITTINGS

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse-Hinds

2 TMC5099 10465TB/ST050465 TMC075A TECK0503

3 TMC5099 10465TB/ST050465 TMC075A TECK0503

4 TMC5099 10465TB/ST050465 TMC075A TECK0503

5 TMC5099 10466/ST050466 TMC075A TECK0504

6 TMC75121 10467/ST075467 TMC075A TECK0755

7 TMC75121 10467/ST075467 TMC100A TECK0755

8 TMC75121 10467/ST075467 TMC100A TECK0756

9 TMC75121   10468/ST075468 TMC100A TECK0756

10 TMC100138 10468/ST100468 TMC100A TECK0756

11 TMC100138 10469/ST100469 TMC125A TECK1007

12 TMC100138 10469/ST100469 TMC125A TECK1007

15 TMC100138 10469/ST100469 TMC125A TECK1007

19 TMC125163 10470/ST125470 TMC125A TECK1258

20 TMC125163 10470/ST125470 TMC150A TECK1258

25 TMC125188 10550/ST125550 TMC150A TECK1258

30 TMC125188 10471/ST125471 TMC150A TECK12510

37 TMC150200 10472/ST150472 TMC200SA TECK15011

40 TMC150220 10473/ST150473 TMC200A TECK15012

50 TMC200238 10551/ST200551 TMC200A TECK20014

60 TMC200275 10474/ST200474 TMC250SA TECK20015

80 TMC200275 10553/ST250477 TMC250A TECK20016

90 TMC200275 10553/ST250478 TMC300A TECK20016

*Canadian Electrical Code Table 5C will apply if cable is used for power applications
or the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 12 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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12 AWG TECK90 600 V 14 AWG BONDING CONDUCTOR AMPACITY 20 A*

Number
of

Conductors

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.405 10.29 0.636 16.15 0.724 18.39 238 354 80

3 0.030 0.76 0.045 1.14 0.429 10.9 0.660 16.76 0.745 18.92 280 417 111

4 0.030 0.76 0.045 1.14 0.502 12.75 0.733 18.62 0.817 20.75 298 443 141

5 0.030 0.76 0.045 1.14 0.522 13.26 0.752 19.1 0.839 21.31 347 516 172

6 0.030 0.76 0.060 1.52 0.599 15.21 0.828 21.03 0.912 23.16 402 598 203

7 0.030 0.76 0.060 1.52 0.614 15.6 0.843 21.41 0.927 23.55 438 652 233

8 0.030 0.76 0.060 1.52 0.656 16.66 0.884 22.45 0.970 24.66 476 708 264

9 0.030 0.76 0.060 1.52 0.700 17.78 0.940 23.87 1.014 25.76 496 738 295

10 0.030 0.76 0.060 1.52 0.744 18.9 0.988 25.1 1.077 27.35 531 790 325

11 0.030 0.76 0.060 1.52 0.760 19.3 1.028 26.11 1.096 27.84 622 925 356

12 0.030 0.76 0.060 1.52 0.776 19.71 1.037 26.34 1.125 28.57 651 969 387

15 0.030 0.76 0.060 1.52 0.842 21.39 1.101 27.97 1.189 30.2 755 1123 478

19 0.030 0.76 0.080 2.03 0.905 22.99 1.160 29.46 1.233 31.32 937 1394 601

20 0.030 0.76 0.080 2.03 0.974 24.74 1.233 31.32 1.321 33.55 973 1448 632

25 0.030 0.76 0.080 2.03 1.093 27.76 1.348 34.24 1.436 36.47 1165 1733 785

30 0.030 0.76 0.080 2.03 1.167 29.64 1.421 36.09 1.509 38.32 1302 1938 938

37 0.030 0.76 0.080 2.03 1.308 33.22 1.583 40.2 1.678 42.62 1495 2224 1153

40 0.030 0.76 0.080 2.03 1.367 34.72 1.642 41.71 1.737 44.12 1593 2370 1245

50 0.030 0.76 0.080 2.03 1.483 37.67 1.758 44.65 1.853 47.06 1884 2804 1551

60 0.030 0.76 0.080 2.03 1.615 41.03 1.965 49.91 2.015 51.18 2311 3439 1857

80 0.030 0.76 0.110 2.79 1.865 47.37 2.215 56.26 2.269 57.63 3021 4495 2470

90 0.030 0.76 0.110 2.79 1.962 49.85 2.312 58.72 2.366 60.09 3318 4937 2777
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12AWG TECK90 600 V FITTING SIZES

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse-Hinds

2 TMC5076 10464/ST050464 TMC050A TECK0502

3 TMC5099 10464/ST050464 TMC075A TECK0502

4 TMC5099 10465TB/ST050465 TMC075A TECK0503

5 TMC5099 10465TB/ST050465 TMC075A TECK0503

6 TMC5099 10466/ST050466 TMC075A TECK0504

7 TMC5099 10466/ST075467 TMC075A TECK0504

8 TMC75121 10467/ST075467 TMC100A TECK0504

9 TMC75121 10467/ST075467 TMC100A TECK0755

10 TMC75121 10468/ST075468 TMC100A TECK0756

11 TMC75121 10468/ST075468 TMC100A TECK0756

12 TMC75121 10468/ST075468 TMC100A TECK0756

15 TMC100138 10468/ST075468 TMC100A TECK1007

19 TMC100138 10469/ST100469 TMC125A TECK1007

20 TMC100138 10469/ST100469 TMC125A TECK1007

25 TMC125163 10470/ST125470 TMC125A TECK1258

30 TMC125163 10470/ST125470 TMC150A TECK1258

37 TMC125188 10471/ST125471 TMC150A TECK12510

40 TMC125188 10471/ST125471 TMC200SA TECK15011

50 TMC150200 10472/ST150472 TMC200SA TECK15011

60 TMC150220 10473/ST200551 TMC200A TECK15012

80 TMC200275 10474/ST200474 TMC250SA TECK20014

90 TMC200275 10475/ST200475 TMC250A TECK20015

*Canadian Electrical Code Table 5C will apply if cable is used for power applications or
the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 14 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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14 AWG TECK90 600 V 14 AWG BONDING CONDUCTOR AMPACITY 15 A*

Number
of

Conductors

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.369 9.37 0.600 15.24 0.688 17.48 191 284 57

3 0.030 0.76 0.045 1.14 0.390 9.91 0.621 15.77 0.709 18.01 225 335 77

4 0.030 0.76 0.045 1.14 0.444 11.27 0.676 17.17 0.761 19.33 266 396 96

5 0.030 0.76 0.045 1.14 0.472 11.99 0.703 17.86 0.787 19.99 306 455 115

6 0.030 0.76 0.045 1.14 0.515 13.08 0.743 18.87 0.828 21.03 316 471 134

7 0.030 0.76 0.045 1.14 0.522 13.26 0.755 19.18 0.844 21.44 338 502 154

8 0.030 0.76 0.060 1.52 0.597 15.16 0.825 20.96 0.909 23.09 384 571 173

9 0.030 0.76 0.060 1.52 0.608 15.45 0.836 21.23 0.923 23.44 409 609 192

10 0.030 0.76 0.060 1.52 0.671 17.04 0.898 22.81 0.984 24.99 448 667 212

11 0.030 0.76 0.060 1.52 0.679 17.25 0.906 23.01 0.992 25.18 466 693 231

12 0.030 0.76 0.060 1.52 0.700 17.78 0.927 23.55 1.013 25.73 489 728 250

15 0.030 0.76 0.060 1.52 0.750 19.05 0.990 25.15 1.090 27.69 583 868 308

19 0.030 0.76 0.060 1.52 0.835 21.21 1.073 27.25 1.157 29.39 748 1113 385

20 0.030 0.76 0.060 1.52 0.850 21.59 1.105 28.07 1.189 30.20 766 1140 404

25 0.030 0.76 0.080 2.03 0.983 24.99 1.239 31.47 1.326 33.68 852 1268 501

30 0.030 0.76 0.080 2.03 1.060 26.92 1.311 33.30 1.399 35.53 995 1481 597

35 0.030 0.76 0.080 2.03 1.152 29.26 1.372 34.85 1.488 37.80 1066 1587 693

40 0.030 0.76 0.080 2.03 1.179 29.95 1.431 36.35 1.519 38.86 1224 1822 790

50 0.030 0.76 0.080 2.03 1.282 32.56 1.535 38.99 1.642 41.71 1468 2184 982

60 0.030 0.76 0.080 2.03 1.435 36.45 1.710 43.43 1.850 46.99 1613 2400 1175

80 0.030 0.76 0.080 2.03 1.604 40.74 1.954 49.63 2.094 53.18 2132 3173 1561

90 0.030 0.76 0.080 2.03 1.689 42.90 2.039 51.79 2.183 55.44 2347 3494 1753

*Canadian Electrical Code Table 5C will apply if cable is used for
power applications or the conductors are continuously loaded.
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TECK90 14 AWG 600 V FITTING SIZES

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse - Hinds

2 TMC5076 10464/ST050464 TCM050A TECK0502

3 TMC5076 10464/ST050464 TCM050A TECK0502

4 TMC5099 10465TB/ST050465 TCM075A TECK0503

5 TMC5099 10465TB/ST050465 TCM075A TECK0503

6 TMC5099 10465TB/ST050465 TCM075A TECK0503

7 TMC5099 10465TB/ST050465 TCM075A TECK0503

8 TMC5099 10466/ST050466 TCM075A TECK0504

9 TMC5099 10467/ST075467 TCM075A TECK0755

10 TMC75121 10467/ST075467 TCM075A TECK0755

11 TMC75121 10467/ST075467 TCM100A TECK0755

12 TMC75121 10467/ST075467 TCM100A TECK0755

15 TMC75121 10468/ST075468 TCM100A TECK0756

19 TMC75121 10468/ST075468 TCM100A TECK0756

20 TMC100138   10469/ST100469 TCM100A TECK0756

25 TMC100138 10469/ST100469 TCM125A TECK1007

30 TMC125163 10470/ST125470 TCM125A TECK1258

35 TMC125163 10550/ST125550 TCM150A TECK1258

40 TMC125163 10550/ST125550 TCM150A TECK1258

50 TMC125188 10471/ST125471 TCM150A TECK12510

60 TMC150200 10472/ST150472 TCM200SA TECK12510

80 TMC150200 10551/ST200551 TCM200A TECK15012

90 TMC200238 10474/ST200474 TCM200A TECK20014

*Canadian Electrical Code Table 5C will apply if cable is used for power applications
or the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=9189


Industrial Wire & Cables
FIREX®-II TECK90 14 AWG (XLPE) 600 Volts

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V5.0 Generated 3/28/18 www.nexans.us Page 121 / 362

Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
UL 1569

Nexans NORTECK® TECK90 and MC cables are intended for use in various primary
and secondary industries, including chemical processing plants, refineries and general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
NORTECK® TECK90 and MC cables have proven  to have a superior  service and
maintenance record.

NORTECK® TECK90 and MC cables utilize low acid gas, low ame spread PVC jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

NORTECK®  TECK90  and  MC  cables,  originally  developed  for  use  in  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including hazardous locations.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used NORTECK® TECK90 and MC cables,
particularly in areas where cables are subject to the risk of mechanical damage and
chemical attack.

Commercial applications for NORTECK® TECK90 and MC cables include apartment
buildings and commercial complexes.

NORTECK® TECK90 and MC cables can be relocated easily because they are rugged
and  exible.  They  can  be  used  in  both  dry  and  wet  locations  in  open  wiring,  in
ventilated,  nonventilated  and  laddertype  cable  troughs,  in  ventilated  exible
cableways, and for direct burial.

NORTECK® TECK90 and MC cables are also suitable for service entrance installations
 above and below ground.

NORTECK® TECK90 and MC cables are suitable and allowed by the CE Code and the
NEC for use in the following applications:

Power,  lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 volts.

•

Fished or embedded in plaster and concrete.•
Direct buried or used as an aerial cable when fixed to a messenger support cable.•
Used in concealed or exposed applications.•
Installed in cable trays and raceways (such as conduit).•
In Class I Division 1 (CE Code only) and 2, Class II Division 1 (CE Code only) and 2,
as well Class III Division 1 and 2 hazardous locations.

•

Under raised oors of information technology rooms.•
Where exposed to harsh chemicals and vapors.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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600 V, MULTICONDUCTOR, 14 AWG (7W) WITH 14 AWG (7W) BARE BONDING
CONDUCTOR
Insulation Thickness: 30 mils / 0.76 mm
Ampacity at 30°C Ambient Temperature: 15 Amps

Part
Number

Number of
Conductors

Insulation
Thickness

Inner Jacket
Thickness

Nominal Diameters Approximate
Net Cable

Weight

Approximate
Copper
ContentInner Jacket Armour Outer Jacket

in mm in mm in mm in mm in mm lb/kft kg/km lb/kft kg/km
602169 3 0.030 0.76 0.045 1.14 0.38 9.7 0.62 15.8 0.73 18.5 236 351 50 75

602185 4 0.030 0.76 0.045 1.14 0.42 10.7 0.66 16.8 0.77 19.5 263 391 63 94

645101 5 0.030 0.76 0.045 1.14 0.45 11.5 0.69 17.6 0.80 20.2 290 431 76 113

602227 7 0.030 0.76 0.045 1.14 0.50 12.8 0.74 18.9 0.85 21.5 346 515 101 151

602201 9 0.030 0.76 0.060 1.52 0.60 15.3 0.84 21.4 0.95 24.1 428 637 127 189

602243 12 0.030 0.76 0.060 1.52 0.68 17.2 0.92 23.3 1.02 26.0 507 754 165 246

602268 19 0.030 0.76 0.060 1.52 0.79 20.0 1.06 27.0 1.17 29.7 728 1083 254 378

615419 25 0.030 0.76 0.080 2.03 0.95 24.1 1.22 31.1 1.33 33.8 928 1381 331 492

602284 37 0.030 0.76 0.080 2.03 1.09 27.7 1.37 34.7 1.48 37.5 1201 1788 484 720

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and are subject
to standard manufacturing tolerances.
2) Conductor ampacities are in accordance with CE Code Table 2 and NEC Table 310.15(B)(16) for conductors
in a raceway or direct buried at 30°C ambient temperature and 90°C rated conductors.
3) The overcurrent protection shall not exceed 15 amperes for 14 AWG after any corrections factors for ambient
temperature and number of conductors have been applied (CE Code Rule 14104(2), NEC Article 240.4(D)),
or as provided for by other Rules of the CE Code or Articles of the NEC (exceptions to this may be covered in
NEC Article 240.4(E) through (G)).
4) CE Code Table 5C or NEC Table 310.15(B)(3)(a) may apply if cable is used for power applications or more
than 3 conductors are continuously loaded.
5) For correction factors for different ambient temperatures and ampacities at different conductor temperature
ratings see CE Code Table 5A or NEC Table 310.15(B)(16).
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600 V, MULTICONDUCTOR, 12 AWG (7W) WITH 14 AWG (7W) BARE BONDING
CONDUCTOR
Insulation Thickness: 30 mils / 0.76 mm
Ampacity at 30°C Ambient Temperature: 20 Amps

Part
Number

Number of
Conductors

Insulation
Thickness

Inner Jacket
Thickness

Nominal Diameters Approximate
Net Cable

Weight

Approximate
Copper
ContentInner Jacket Armour Outer Jacket

in mm in mm in mm in mm in mm lb/kft kg/km lb/kft kg/km
602300 2 0.030 0.76 0.045 1.14 0.40 10.1 0.64 16.2 0.74 18.8 245 364 60 90

602326 3 0.030 0.76 0.045 1.14 0.43 10.8 0.67 16.9 0.77 19.6 280 416 81 120

602342 4 0.030 0.76 0.045 1.14 0.47 12.0 0.71 18.1 0.81 20.7 321 478 101 150

602367 5 0.030 0.76 0.045 1.14 0.50 12.8 0.74 18.9 0.85 21.5 361 537 121 180

602383 7 0.030 0.76 0.060 1.52 0.59 15.1 0.83 21.2 0.94 23.9 457 680 161 240

602425 12 0.030 0.76 0.060 1.52 0.76 19.2 1.03 26.2 1.14 28.9 703 1046 261 389

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and are subject
to standard manufacturing tolerances.
2) Conductor ampacities are in accordance with CE Code Table 2 and NEC Table 310.15(B)(16) for conductors
in a raceway or direct buried at 30°C ambient temperature and 90°C rated conductors.
3) The overcurrent protection shall not exceed 20 amperes for 12 AWG after any corrections factors for ambient
temperature and number of conductors have been applied (CE Code Rule 14104(2), NEC Article 240.4(D)),
or as provided for by other Rules of the CE Code or Articles of the NEC (exceptions to this may be covered in
NEC Article 240.4(E) through (G)).
4) CE Code Table 5C or NEC Table 310.15(B)(3)(a) may apply if cable is used for power applications or more
than 3 conductors are continuously loaded.
5) For correction factors for different ambient temperatures and ampacities at different conductor temperature
ratings see CE Code Table 5A or NEC Table 310.15(B)(16).
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600 V, MULTICONDUCTOR, 10 AWG (7W) WITH 12 AWG (7W) BARE BONDING
CONDUCTOR
Insulation Thickness: 30 mils / 0.76 mm
Ampacity at 30°C Ambient Temperature: 30 Amps

Part
Number

Number of
Conductors

Insulation
Thickness

Inner Jacket
Thickness

Nominal Diameters Approximate
Net Cable

Weight

Approximate
Copper
ContentInner Jacket Armour Outer Jacket

in mm in mm in mm in mm in mm lb/kft kg/km lb/kft kg/km
602441 3 0.030 0.76 0.045 1.14 0.48 12.3 0.72 18.4 0.83 21.0 349 520 128 190

602474 4 0.030 0.76 0.060 1.52 0.57 14.4 0.81 20.5 0.91 23.2 435 647 160 238

602490 7 0.030 0.76 0.060 1.52 0.67 17.1 0.91 23.2 1.02 25.9 549 817 224 334

Notes:
1) Where stated, “nominal” and “approximate” values are provided for information purposes only and are subject
to standard manufacturing tolerances.
2) Conductor ampacities are in accordance with CE Code Table 2 and NEC Table 310.15(B)(16) for conductors
in a raceway or direct buried at 30°C ambient temperature and 90°C rated conductors.
3) The overcurrent protection shall not exceed 30 amperes for 10 AWG after any corrections factors for ambient
temperature and number of conductors have been applied (CE Code Rule 14104(2), NEC Article 240.4(D)), or
as provided for by other Rules of the CE Code or Articles of the NEC (exceptions to this may be covered in NEC
Article 240.4(E) through (G)).
4) CE Code Table 5C or NEC Table 310.15(B)(3)(a) may apply if cable is used for power applications or more
than 3 conductors are continuously loaded.
5) For correction factors for different ambient temperatures and ampacities at different conductor temperature
ratings see CE Code Table 5A or NEC Table 310.15(B)(16).

CONSTRUCTION
Conductor:
Bare, annealed copper Class B stranded in accordance with ASTM B8.

Insulation:
600 V rated cross linked polyethylene (XLPE) meets CSA C22.2 No. 38 as type RW90 and UL 44 as Type XHHW2.

Assembly:
Conductors are cabled in concentric layers with grounding wire, interstices are filled with suitable nonhygroscopic
fillers, as required. A binder of synthetic material assembles the core in an essentially round configuration, as required.

Inner Jacket:
Black polyvinyl chloride (PVC) jacket per CSA C22.2 No. 131 and UL 1569, ame retardant, lowacidgasemitting.
Inner jacket is sunlight resistant and marked SUN RES.

Armor:
Interlocking aluminum tape armor applied directly over the inner jacket.

Outer Jacket:
Overall black polyvinyl chloride (PVC) jacket per CSA C22.2 No. 131 and UL 1569; low acid gas emission; limited ame
spread and excellent corrosion resistance. Outer jacket is sunlight resistant and marked SUN RES.

Identification of Conductors
2 Conductors – Black, Red
3 Conductors – Black, Red, Blue
4 or More Conductors – Black with Number Coding
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Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Sample Print String:
(mon/year) NEXANS NORTECK 12 AWG/7 12GRD CU (UL) E47409 F MCXHHW2 600V FOR CT USE DIR BUR
SUN RES  CSA LL19376 F TECK90 XLPE 600V MINUS 40C HL FT4  MADE IN CANADA

SPECIFICATIONS
Cable is CSA certified as TECK90 in accordance with CSA C22.2 No. 131 – “Type TECK90 cable”
Conductors are CSA certified as RW90 in accordance with CSA C22.2 No. 38 – “Thermosetinsulated wires and cables”
Cable is UL listed as Type MC in accordance with UL 1569 – “Metal Clad Cables”
Conductors are UL listed as Type XHHW2 in accordance with UL 44 – “Thermosetinsulated wires and cables”

Product features

Certified by CSA as TECK90•
Listed by UL as Type MC•
Designated Type MC per NEC Article 330•
Rated 600 V•
Cables are ameretardant and pass CSA FT1•
Cables are fireretardant and pass CSA FT4•
Cables pass ICEA T29520 Fire Test at 210,000 BTU/hr, IEEE 1202, 383 and UL 1685•
Cables are lowacidgasemitting per CSA C22.2 No. 2556 and meet the requirements for AG14•
Cables exhibit a –40°C low temperature rating with suitable handling precautions•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Cables are rated for Hazardous Locations (HL) per CSA C22.2 No. 174•
"HL" Rated per CSA for use in Class I Divisions 1 and 2, as well as Class II Divisions 1 and 2 hazardous locations in
accordance with the Canadian Electrical Code

•

Suitable for use in Class I Division 2, as well as Class II Division 2 hazardous locations in accordance with the NEC•
Inner and outer jackets are sunlight resistant and marked SUN RES•
Oil resistant outer jacket•
Lead Free and RoHS compliant•
Suitable for direct burial, use in cable tray and embedment in concrete•
Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•

CSA Certified as TECK90 with RW90 Conductors and UL Listed as Type MC with XHHW2 Conductors
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SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Cables specially designed for unique installation requirements.
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STANDARDS

National ICEA S95658;
UL 854; UL 854 Subject 4703;
UL 44

DESCRIPTION
Nexans ENERGEX® PV solar cables offer exceptional performance, easy installation
and longterm reliability for DC connections. They link photovoltaic panels on rooftops
or solar  farms, and also connect  them  to  the array box  (if one exists), and  to  the
inverter which  transforms DC solar energy  into usable AC electricity. These cables
have a wet and dry temperature rating of 90°C, are UV resistant, ameretardant, and
are certified as UL type PV.
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STANDARDS

National ICEA S95658;
UL 854; UL 854 Subject 4703;
UL 44

Part Number: Solar Cable

DESCRIPTION
Nexans ENERGEX® PV solar cables offer exceptional performance, easy installation
and longterm reliability for DC connections. They link photovoltaic panels on rooftops
or solar  farms, and also connect  them  to  the array box  (if one exists), and  to  the
inverter which  transforms DC solar energy  into usable AC electricity. These cables
have a wet and dry temperature rating of 90°C, are UV resistant, ameretardant, and
are certified as UL type PV.

Application

Nexans  ENERGEX®  PV/RHH/RHW2/USE2  cables  may  be  installed  indoors  or
outdoors, in raceways and conduits, or directly buried. They are 90ºC,  2 kV per NEC
Articles 310 and 338, and suitable for use in a photovoltaic system per NEC Article
690.

Type PV cables are  for use on  the DC side of a photovoltaic system, suitable  for
installation in both wet and dry locations, and may be exposed to sunlight.

Type USE2 cables are suitable as service entrance cables, which can be  installed
directly buried in accordance with the NEC.

When used as type RHH cables are suitable for installation in dry locations.

Type  RHW2  and  USE2  cables  are  suitable  for  installation  in  both  wet  and  dry
locations.

Nexans PV/RHH/RHW2/USE2 cables are LEAD FREE.

Construction

Conductor: Compact stranded AA8000 series aluminum conductor material (ACM)
per ASTM B801 Class B or ASTM B836 (Single Input Wire).

Insulation:  Heat, sunlight, moisture and abrasion resistant crosslinked polyethylene
(XLPE) insulation in black or colors per UL 854 and UL 44

Specifications

Meets UL Subject 4703 (PV) Photovoltaic Wire•
Meets UL 44: (RHH, RHW2) Thermoset Insulated Wires and Cables•
Meets UL 854 (USE2) Service Entrance Cables•
Federal Specification AA59544•
National Electrical Code  NFPA 70•
Conductors 1/0 AWG and larger are rated CT use•
UL File Numbers:  E338981 (PV), E49786 (USE2), E64801 (RHH, RHW2)•

Surface Print Legend (example)

(mon/year) NEXANS [plant] 350 kcmil (177.3 mm2) CPT ACM ALUM (UL) USE2 600V
OR RHW2 OR PV WIRE 2000V 90C WET OR DRY SR DIR BUR LEAD FREE
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Contact
LV Building Wire & Equipment Cables
Phone: 8454692141
USA.BuildingWire@nexans.com
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CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 2000 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® PV/RHH/RHW-2/USE-2 ALUMINUM - 2 KV

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal Diameter Approximate Net
Cable Weight

Ampacity*
(amps)

mils mm inches mm lb/kft kg/km 60ºC 75ºC 90ºC
6 85 2.16 0.34 8.6 57 84 40 50 60

4 85 2.16 0.39 9.9 77 115 55 65 75

2 85 2.16 0.44 11.2 108 160 75 90 100

1 105 2.67 0.51 13.0 142 212 85 100 115

1/0 105 2.67 0.55 14.0 169 251 100 120 135

2/0 105 2.67 0.59 15.0 202 300 115 135 150

3/0 105 2.67 0.64 16.3 240 357 130 155 175

4/0 105 2.67 0.69 17.5 292 434 150 180 205

250 120 3.05 0.76 19.3 354 528 170 205 230

300 120 3.05 0.81 20.6 412 613 190 230 255

350 120 3.05 0.86 21.8 468 697 210 250 280

400 120 3.05 0.90 22.9 525 781 225 270 305

500 120 3.05 0.98 24.9 607 904 260 310 350

600 135 3.43 1.09 27.7 771 1147 285 340 385

750 135 3.43 1.18 30.0 935 1391 320 385 435

1000 135 3.43 1.33 33.8 1214 1806 375 445 500

60ºC - When terminated to equipment for circuits rated 100 amperes or less or marked for conductor
sizes #6 through #1 AWG.
75ºC - When terminated to equipment for circuits rated over 100 amperes or marked for conductors
larger than #1 AWG.
90ºC - RHH dry locations. PV and RHW-2 wet or dry locations. For ampacity derating purposes.
For conductors installed in conduit on a roof top, use the derating factors specified by
Table 310.15(B)(3)(c) in the NEC.

* Allowable ampacities shown are for general use as specified by the NEC, Section 310.15.

SELLING INFORMATION
Product Features

Cables are UL listed as Type PV•
Cables are UL listed as Type USE2•
Temperature rating of 90ºC dry and wet•
Suitable for direct burial•
Sunlight resistant in black and colors•
Conductors 1/0 AWG and larger are rated CT use•
LEAD FREE•

Options

Class C stranding available•
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STANDARDS

National ICEA S95658;
UL 854; UL 854 Subject 4703;
UL 44

Part Number: Solar Cable

DESCRIPTION
Nexans ENERGEX® PV solar cables offer exceptional performance, easy installation
and longterm reliability for DC connections. They link photovoltaic panels on rooftops
or solar  farms, and also connect  them  to  the array box  (if one exists), and  to  the
inverter which transforms DC solar energy  into usable AC electricity.   These cables
have a wet and dry temperature rating of 90°C, are UV resistant, ameretardant, and
are certified as UL type PV.

Application

Nexans  ENERGEX®  PV/RHH/RHW2/USE2  cables  may  be  installed  indoors  or
outdoors, in raceways and conduits, or directly buried. They are 90ºC, 600 V per NEC
Articles 310 and 338, and suitable for use in a photovoltaic system per NEC Article
690.

Type PV cables are  for use on  the DC side of a photovoltaic system, suitable  for
installation in both wet and dry locations, and may be exposed to sunlight.

Type USE2 cables are suitable as service entrance cables, which can be  installed
directly buried in accordance with the NEC.

When used as type RHH cables are suitable for installation in dry locations.

Type  RHW2  and  USE2  cables  are  suitable  for  installation  in  both  wet  and  dry
locations.

Nexans PV/RHH/RHW2/USE2 cables are LEAD FREE.

Construction

Conductor:Compact stranded AA8000 series aluminum conductor material  (ACM)
per ASTM B801 Class B or ASTM B836 (Single Input Wire).

Insulation:Heat, sunlight, moisture and abrasion resistant crosslinked polyethylene
(XLPE) insulation in black or colors per UL 854 and UL 44

Specifications

Meets UL Subject 4703 (PV) Photovoltaic Wire•
Meets UL 44: (RHH, RWH2) Thermoset Insulated Wires and Cables•
Meets UL 854 (USE2) Service Entrance Cables•
Federal Specification AA59544•
National Electrical Code  NFPA 70•
Conductors 1/0 AWG and larger are rated CT use•
UL File Numbers:  E338981 (PV), E49786 (USE2), E64801 (RHH, RHW2)•

Surface Print Legend (example)

(mon/year) NEXANS [plant] 350 kcmil (177.3 mm2) CPT ACM ALUM (UL) RHW2 OR
USE2 OR PV WIRE 600V 90C WET OR DRY SR DIR BUR LEAD FREE
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Contact
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CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® PV/RHH/RHW-2/USE-2 ALUMINUM - 600 V

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal Diameter Approximate Net
Cable Weight

Ampacity*
(amps)

mils mm inches mm lb/kft kg/km 60ºC 75ºC 90ºC
6 75 1.91 0.32 8.2 52 77 40 50 60

4 75 1.91 0.37 9.3 72 107 55 65 75

2 75 1.91 0.42 10.7 102 151 75 90 100

1 95 2.41 0.49 12.5 135 201 85 100 115

1/0 95 2.41 0.53 13.4 161 240 100 120 135

2/0 95 2.41 0.57 14.5 193 288 115 135 150

3/0 95 2.41 0.62 15.6 231 344 130 155 175

4/0 95 2.41 0.67 17.0 282 420 150 180 205

250 110 2.79 0.74 18.9 344 512 170 205 230

300 110 2.79 0.79 20.2 401 596 190 230 255

350 110 2.79 0.84 21.3 456 679 210 250 280

400 110 2.79 0.88 22.4 512 762 225 270 305

500 110 2.79 0.96 24.4 621 925 260 310 350

600 125 3.18 1.07 27.1 755 1124 285 340 385

750 125 3.18 1.16 29.5 918 1367 320 385 435

1000 125 3.18 1.31 33.4 1195 1778 375 445 500

60ºC - When terminated to equipment for circuits rated 100 amperes or less or marked for conductor
sizes #6 through #1 AWG.
75ºC - When terminated to equipment for circuits rated over 100 amperes or marked for conductors
larger than #1 AWG.
90ºC - RHH dry locations. PV, RHW-2 and USE-2 wet or dry locations. For ampacity derating purposes.
For conductors installed in conduit on a roof top, use the derating factors specified by
Table 310.15(B)(3)(c) in the NEC.

* Allowable ampacities shown are for general use as specified by the NEC, Section 310.15.

SELLING INFORMATION
Product Features

Cables are UL listed as Type PV•
Cables are UL listed as Type USE2•
Temperature rating of 90ºC dry and wet•
Suitable for direct burial•
Sunlight resistant in black and colors•
Conductors 1/0 and larger are rated CT use•
LEAD FREE•

Options

Class C stranding available•
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STANDARDS

National ICEA S95658;
UL 854; UL 854 Subject 4703;
UL 44

Part Number: Solar Cable

DESCRIPTION
Nexans ENERGEX® PV solar cables offer exceptional performance, easy installation
and longterm reliability for DC connections. They link photovoltaic panels on rooftops
or solar  farms, and also connect  them  to  the array box  (if one exists), and  to  the
inverter which transforms DC solar energy  into usable AC electricity.   These cables
have a wet and dry temperature rating of 90°C, are UV resistant, ameretardant, and
are certified as UL type PV.

Application

Nexans  ENERGEX®  PV/RHH/RHW2/USE2  cables  may  be  installed  indoors  or
outdoors, in raceways and conduits, or directly buried. They are 90ºC,  2 kV per NEC
Articles 310 and 338, and suitable for use in a photovoltaic system per NEC Article
690.

Type PV cables are  for use on  the DC side of a photovoltaic system, suitable  for
installation in both wet and dry locations, and may be exposed to sunlight.

Type USE2 cables are suitable as service entrance cables, which can be  installed
directly buried in accordance with the NEC.

When used as type RHH, the cables are suitable for installation in dry locations.

Type  RHW2  and  USE2  cables  are  suitable  for  installation  in  both  wet  and  dry
locations.

Nexans PV/RHH/RHW2/USE2 cables are LEAD FREE.

Construction

Conductor: Stranded annealed soft bare copper conductors per ASTM B8 and B787

Insulation: Heat, sunlight, moisture and abrasion resistant crosslinked polyethylene
(XLPE) insulation in black or colors per UL 854 and UL 44

Specifications
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Meets UL Subject 4703 (PV) Photovoltaic Wire•
Meets UL 44: (RHH, RHW2) Thermoset Insulated Wires and Cables•
Meets UL 854 (USE2) Service Entrance Cables•
Federal Specification AA59544•
National Electrical Code  NFPA 70•
Conductors 1/0 AWG and larger are rated CT use•
UL File Numbers: E338981 (PV), E49786 (USE2), E64801 (RHH, RHW2•

Surface Print Legend (example)

(mon/year) NEXANS [plt] 350 kcmil (177.3 mm2) (UL) USE2 600V OR RHW2 OR PV
WIRE 2000V 90C WET OR DRY SR DIR BUR LEAD FREE

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 2000 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® PV/RHH/RHW-2/USE-2 COPPER - 2 KV

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal Diameter Approximate Net
Cable Weight

Ampacity*
(amps)

mils mm inches mm lb/kft kg/km 60ºC 75ºC 90ºC
8 (7) 85 2.16 0.31 7.9 80 119 40 50 55

6 (7) 85 2.16 0.35 8.8 115 171 55 65 75

4 (7) 85 2.16 0.40 10.0 169 251 70 85 95

2 (7) 85 2.16 0.46 11.5 253 377 95 115 130

1 (19) 105 2.67 0.53 13.3 323 481 110 130 150

1/0 (19) 105 2.67 0.57 14.3 398 592 125 150 170

2/0 (19) 105 2.67 0.61 15.4 489 728 145 175 195

3/0 (19) 105 2.67 0.66 16.6 605 900 165 200 225

4/0 (19) 105 2.67 0.71 18.0 750 1116 195 230 260

250 (37) 120 3.05 0.79 19.9 896 1333 215 255 290

300 (37) 120 3.05 0.84 21.6 1059 1576 240 285 320

350 (37) 120 3.05 0.88 22.4 1220 1816 260 310 350

400 (37) 120 3.05 0.93 23.5 1388 2066 280 335 380

500 (37) 120 3.05 1.10 25.6 1714 2551 320 380 430

600 (61) 135 3.43 1.12 28.2 2064 3072 355 420 475

700 (61) 135 3.43 1.21 29.9 2395 3564 385 460 520

750 (61) 135 3.43 1.24 30.7 2560 3810 400 475 535

1000 (61) 135 3.43 1.39 35.2 3367 5011 455 545 615

60ºC - When terminated to equipment for circuits rated 100 amperes or less or marked for conductor
sizes 8 through 1 AWG.
75ºC - When terminated to equipment for circuits rated over 100 amperes or  marked for conductors
larger than 1 AWG.
90ºC - RHH dry locations. PV, RHW-2 and USE-2 wet or dry locations.  For ampacity derating purposes.

* Allowable ampacities shown are for general use as specified by the NEC, Section 310.15. For
conductors installed in conduit
on a roof top, use the derating factors specified by Table 310.15(B)(3)(c) in the NEC.

Note:  Where stated, "nominal" and "approximate" values are provided for information purposes only and
are subject to standard manufacturing tolerances.

SELLING INFORMATION
Product Features

Cables are UL listed as Type PV•
Cables are UL listed as Type USE2•
Temperature rating of 90ºC dry and wet•
Suitable for direct burial•
Sunlight resistant in black and colors•
Coductors 1/0 AWG and larger are rated CT use•
LEAD FREE•
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Options

Class C stranding available•
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STANDARDS

National ICEA S95658;
UL 854; UL 854 Subject 4703;
UL 44

Part Number: Solar Cable

DESCRIPTION
Nexans ENERGEX® PV solar cables offer exceptional performance, easy installation
and longterm reliability for DC connections. They link photovoltaic panels on rooftops
or solar  farms, and also connect  them  to  the array box  (if one exists), and  to  the
inverter which  transforms DC solar energy  into usable AC electricity. These cables
have a wet and dry temperature rating of 90°C, are UV resistant, ameretardant, and
are certified as UL type PV.

Application

Nexans  ENERGEX®  PV/RHH/RHW2/USE2  cables  may  be  installed  indoors  or
outdoors, in raceways and conduits, or directly buried. They are 90ºC, 600 V or 2 kV
per NEC Articles 310 and 338, and suitable for use in a photovoltaic system per NEC
Article 690.

Type PV cables are  for use on  the DC side of a photovoltaic system, suitable  for
installation in both wet and dry locations, and may be exposed to sunlight.

Type USE2 cables are suitable as service entrance cables, which can be  installed
directly buried in accordance with the NEC.

Type RHH cables are suitable for installation in dry locations.

Type  RHW2  and  USE2  cables  are  suitable  for  installation  in  both  wet  and  dry
locations.

Nexans PV/RHH/RHW2/USE2 cables are LEAD FREE.

Construction

Conductor: Stranded annealed soft bare copper conductors per ASTM B8 and B787

Insulation: Heat, sunlight, moisture and abrasion resistant crosslinked polyethylene
(XLPE) insulation in black or colors per UL 854 and UL 44

Specifications
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Meets UL Subject 4703 (PV) Photovoltaic Wire•
Meets UL 44: (RHH, RHW2) Thermoset Insulated Wires and Cables•
Meets UL 854 (USE2) Service Entrance Cables•
Federal Specification AA59544•
National Electrical Code  NFPA 70•
Conductors 1/0 AWG and larger are rated CT use•
UL File Numbers: E338981 (PV), E49786 (USE2), E64801 (RHH, RHW2)•

Surface Print Legend (example)

(mon/year) NEXANS [plant] 350 kcmil (177.3 mm2) (UL) RHW2 OR USE2 OR PV
WIRE 600V 90C WET OR DRY SR DIR BUR LEAD FREE

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® PV/RHH/RHW-2/USE-2 COPPER - 600 V

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal Diameter Approximate Net
Cable Weight

Ampacity*
(amps)

mils mm inches mm lb/kft kg/km 60ºC 75ºC 90ºC
8 (7) 75 1.91 0.29 7.5 76 113 40 50 55

6 (7) 75 1.91 0.33 8.4 110 164 55 65 75

4 (7) 75 1.91 0.38 9.6 164 244 70 85 95

2 (7) 75 1.91 0.44 11.0 248 369 95 115 130

1 (19) 95 2.41 0.51 12.9 316 470 110 130 150

1/0 (19) 95 2.41 0.55 13.9 390 580 125 150 170

2/0 (19) 95 2.41 0.59 15.0 481 716 145 175 195

3/0 (19) 95 2.41 0.64 16.2 596 887 165 200 225

4/0 (19) 95 2.41 0.69 17.6 740 1101 195 230 260

250 (37) 110 2.79 0.77 19.5 884 1316 215 255 290

300 (37) 110 2.79 0.82 20.8 1048 1560 240 285 320

350 (37) 110 2.79 0.86 22.0 1207 1796 260 310 350

400 (37) 110 2.79 0.91 23.1 1375 2046 280 335 380

500 (37) 110 2.79 0.99 25.1 1700 2530 320 380 430

600 (61) 125 3.18 1.10 27.8 2048 3048 355 420 475

700 (61) 125 3.18 1.19 30.2 2378 3539 385 460 520

750 (61) 125 3.18 1.22 31.0 2542 3783 400 475 535

1000 (61) 125 3.18 1.37 34.8 3347 4981 455 545 615

*60ºC - When terminated to equipment for circuits rated 100 amperes or less or marked for conductor
sizes 8 through 1 AWG.
75ºC - When terminated to equipment for circuits rated over 100 amperes or  marked for conductors
larger than 1 AWG.
90ºC - RHH dry locations. PV, RHW-2 and USE-2 wet or dry locations.  For ampacity derating purposes.

Allowable ampacities shown are for general use as specified by the NEC, Section 310.15.
For conductors installed in conduit on a roof top, use the derating factors specified by
Table 310.15(B)(3)(c) in the NEC.

Note:  Where stated, "nominal" and "approximate" values are provided for information purposes only and are 
subject
to standard manufacturing tolerances.

SELLING INFORMATION
Product Features

Cables are UL listed as Type PV•
Cables are UL listed as Type USE2•
Temperature rating of 90ºC dry and wet•
Suitable for direct burial•
Sunlight resistant in black and colors•
Conductors 1/0 AWG and larger are rated CT use•
LEAD FREE•
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Options

Class C stranding available•
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STANDARDS

National UL 1063; UL 66;
UL 758

PVC Insulated Cable 600 Volts, 90°C  Copper Conductors  LEAD FREE

DESCRIPTION

Application
Nexans ENERGEX® TFN (solid) /TFFN (exible stranded) copper conductors may be
used as fixture wire, machine tool wire (MTW) or for appliance wiring material (AWM),
as outlined in the NEC.  These conductors are heat, moisture, and gasoline and oil
resistant II.

TFN and TFFN are used for internal wiring of lighting fixtures and similar equipment,
and  for  connection  to  branch  circuit  wiring  inside  lighting  fixtures  and  similar
equipment.  TFN/TFFN is rated at a conductor temperature of 90ºC in dry locations. 
MTW is used  for  internal wiring of machines  tools,  rated 90ºC  in dry  locations and
60ºC when exposed  to oils or coolants.   AWM  is used as  factory  installed  internal
wiring of appliances, rated 105ºC in dry locations.

Nexans TFN/TFFN conductors are Lead Free and RoHS compliant.

Construction
Conductor:
TFN  solid annealed soft bare copper per ASTM B3.
TFFN/MTW/AWM  exible stranded annealed soft bare copper per ASTM B174.

Insulation:
Color coded, heat, moisture and ame resistant polyvinyl chloride (PVC).

Jacket:
Strong, slick polyamide (Nylon) outer covering,

Colors:
Standard TFN and TFFN colors available in black, white, red, blue, green, yellow, pink,
purple, orange, brown and gray.   Additional colors are made per request subject  to
factory minimum order quantities.

Specifications
Nexans ENERGEX ® TFN/TFFN meets or exceeds UL 66 (Fixture Wires) and the
requirements of the National Electrical Code  Fixture wire.

•

TFFN meets or exceeds UL 1063 (MachineTool Wires and Cables) for Machine Tool
Wire and UL 758 for AWM Style 1316. The insulation is heat, moisture, gasoline and
oil resistant II.

•

The TFN/TFFN shall be lead free and RoHS compliant.  Voltage rating  600 Volts.•

Surface Print Legend (example)

NEXANSF 16 AWG (1.31 mm2) (UL) TFFN or MTW or AWM 600V  GASOLINE AND
OIL RESISTANT II LEAD FREE MADE IN CANADA (MFG. DATE)
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

ENERGEX® TFN/TFFN COPPER

Conductor
Size
AWG

PVC Insulation
Thickness

Nylon
Thickness

Nominal
Diameter

Approximate Net
Cable Weight

Ampacity
(Amps)

mils mm mils mm inches mm lbs/kft kg/km TFN/TFFN
@ 90ºC MTW¹

TFN
18 (1) 15 0.38 4 0.10 0.081 2.05 7.1 10.6 6

16 (1) 15 0.38 4 0.10 0.094 2.39 10.6 15.8 8

TFFN / MTW
18 (16) 15 0.38 4 0.10 0.087 2.21 7.4 11.0 6 7

16 (26) 15 0.38 4 0.10 0.100 2.54 11.0 16.4 8 10

Notes:

• Where stated, "nominal" and "approximate" values are provided for information purposes only and are subject to
standard manufacturing tolerances.
• Ampacity are in accordance with NEC Article 336.80, Table 402.5 “Allowable Ampacity
for Fixture Wires: at an ambient temperature of 30°C (with no load diversity).
• For correction factors for different ambient temperatures and ampacities at different conductor temperature
ratings see NEC Table 310.15(B)(16).
• Refer to NEC Article 240.4(D) for over current protection requirements.

¹Allowable ampacities for MTW are as shown in NFPA 79.

SELLING INFORMATION

Product Features
Heat and moisture resistant•
Gasoline and oil resistant II•
Rated for use as appliance wiring•
Available from inventory in 11 colors•
LEAD FREE and RoHS compliant•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=8947


Conduit Cable
Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Generated 3/28/18 www.nexans.us Page 147 / 362

Unarmoured Nexans wire and cable is generally installed in conduit or underground
duct in dry, damp and wet locations depending on the product construction.  All are
designed for ease of installation and superior performance.
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STANDARDS

National ICEA S95658; UL 44

XLPE  Insulated Cable, ACM Aluminum Conductors,  600 Volts,  90ºC Dry or Wet  
RoHS Compliant

DESCRIPTION

Application
Nexans ENERGEX® 8000 XHHW2 is an AA8000 series aluminum (ACM) conductor
with crosslinked polyethylene insulation.  The cable is rated at 600 volts and 90ºC for
use in wet and dry locations.  XHHW2 can be used in conduit and other raceways for
services, feeders and other applications recognized by the NEC.   Sizes 12 AWG to
4/0 AWG are approved as SIS.

Nexans XHHW2 is RoHS compliant.

Construction
Conductor:
Compact stranded AA8000 series aluminum alloy (ACM) per ASTM B801 or B836.

Insulation:
Black, sunlight resistant, crosslinked polyethylene (XLPE) meeting the requirements
for XHHW2 per UL 44.

Specifications
Nexans ENERGEX® 8000 Type XHHW2 meets or exceeds all applicable ASTM
specifications

•

UL 44: Thermoset  Insulated Wires and Cables•
NEC Article 310.104•
Federal Specification AA59544 and the requirements of the NEC•
Meets  or  exceeds  the  requirements  of  NEMA  WC  70  /  ICEA  S99658:  Power
Cables Rated 2000 Volts or Less for the Distribution of Electrical Energy

•

Sunlight resistant in black 8 AWG and larger•
Sizes 12 AWG to 4/0 AWG rated SIS•
Voltage rating  600 Volts•
Meets IEEE 1202•

Surface Print Legend (example)
NEXANSC  1/0  AWG  COMPACT  AA8000AL  XHHW2  600V  SR  ROHS    (UL)
(MFG. DATE)

•
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CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® 8000 XHHW-2 ALUMINUM

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal Diameter Approximate Net
Cable Weight

Ampacity*
(Amps)

mils mm inches mm lb/kft kg/km 60 ºC 75 ºC 90 ºC
6 45 1.14 0.26 6.6 40 59 40 50 55

4 45 1.14 0.31 7.9 57 85 55 65 75

2 45 1.14 0.36 9.1 84 125 75 90 100

1 55 1.40 0.42 10.7 108 161 85 100 115

1/0 55 1.40 0.45 11.4 131 196 100 120 135

2/0 55 1.40 0.49 12.4 161 239 115 135 150

3/0 55 1.40 0.54 13.7 198 294 130 155 175

4/0 55 1.40 0.59 15.0 243 361 150 180 205

250 65 1.65 0.66 16.8 292 434 170 205 230

300 65 1.65 0.71 18.0 352 524 195 230 260

350 65 1.65 0.75 19.1 394 586 210 250 280

400 65 1.65 0.8 20.3 446 663 225 270 305

500 65 1.65 0.87 22.1 548 815 260 310 350

600 80 2.03 0.98 24.9 670 997 285 340 385

700 80 2.03 1.04 26.4 787 1171 315 375 425

750 80 2.03 1.08 27.4 822 1224 320 385 435

900 80 2.03 1.16 29.5 994 1478 355 425 480

*60°C - When terminated to equipment for circuits rated 100 amperes or less or marked for
conductor sizes 12 AWG through 1 AWG.
75°C - When terminated to equipment for circuits rated over 100 amperes or marked for
conductors larger than size 1 AWG.
90°C - Wet or dry locations.  For ampacity derating purposes.

Notes:

• Where stated, "nominal" and "approximate" values are provided for information purposes
only and are subject to standard manufacturing tolerances.
• Ampacity are in accordance with NEC Article 310.15, which are based
on NEC Table 310.15(B)(16) for aluminum conductors in a raceway
or direct buried at 30°C ambient temperature.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) required that over current protection not exceed
15 amperes for 12 AWG and 25 amperes for 10 AWG aluminum conductors after any
correction factors for ambient temperature and number of conductors have been applied.
Exceptions to this may be covered in NEC Article 240.4(E) through (G).
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PACKAGE QUANTITIES AND PART NUMBERS

Conductor
Size

AWG/kcmil

Package Quantity / Part Number

500 ft reel 1000 ft reel 5000 ft reel Long Length
Cutting Reels

6 677096 677088 677427 680016

4 677153 677146 677435 680018

2 677112 677104 677211 680019

1 677864 677872  677898

1/0 660993 661009  661033

2/0 677179 677161  661777

3/0  680086  661322

4/0 677070 677062  661363

250 677591 677583  677906

300    680053

350 661041 661058  661082

400  680194  661348

500 677914 677922  677955

600   661371 661355

750  680732  661330

900    662547

SELLING INFORMATION
Product Features

· Cables are UL listed as Type XHHW2

·Temperature rating of 90ºC dry and wet

·Sunlight Resistant, black 8 AWG and larger

·RoHS compliant

·Bare conductors are heat treated after stranding for maximum exibility

· Sizes 12 AWG  4/0 AWG rated SIS

Options

Rating for CT use available in conductor sizes 1/0 AWG and larger (4 AWG and larger in green).
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STANDARDS

National CSA C22.2 N° 75;
ICEA S95658; UL 1063; UL 83

PVC/Nylon Cable, Copper Conductors, 600 Volts, 90°C dry rated  LEAD FREE

DESCRIPTION

Application
Nexans ENERGEX® INSTAGLIDE® THHN / THWN2  / MTW is a general purpose
wiring product for use in power, lighting and control circuits.  It can be used in conduit,
ducts and trays for service feeders and branch circuits  in  industrial and commercial
installations.  When used in accordance with the NEC, THHN / THWN2 is suitable for
use in wet and dry locations, at conductor temperatures not exceeding 90ºC or for use
in oil or coolants at conductor temperatures not exceeding 75ºC.  THHN / THWN2 is
gasoline and oil resistant II.   When used as Machine Tool Wire (MTW) it  is rated at
90ºC in dry locations and 60ºC in wet locations or when exposed to oil or coolants.

Nexans ENERGEX® INSTAGLIDE® THHN / THWN2/ MTW wire is RoHS compliant.

Nexans INSTAGLIDE® reduced friction construction in sizes 6 AWG and larger.

Construction
Conductor:
Solid bare, annealed copper per ASTM B3.  Stranded bare annealed copper per ASTM
B3 and ASTM B8 Class C compressed for sizes 14 AWG to 2 AWG, and ASTM B8
Class B unilay compressed for sizes 1 AWG and larger.

Insulation:
Color coded polyvinyl chloride (PVC), heat, moisture and ame retardant compound
per UL 83 and UL 1063.

Covering:
A tough abrasion resistant polyamide (Nylon) covering.

Specifications
Nexans ENERGEX® INSTAGLIDE® THHN / THWN2 or MTW meets or exceeds all
applicable ASTM specifications

•

UL 83: ThermoplasticInsulated Wires and Cables•
UL 1063: MachineTool Wires and Cables (stranded cables only)•
NEMA  WC70  /  ICEA  S95658:  Power  Cables  Rated  2000V  or  Less  for  the
Distribution of Electrical Energy

•

Federal Specification AA59544 and requirements of the NEC•
CSA C22.2 No. 75: Thermoplastic Insulated Wires and Cables•
14 AWG through 750 kcmil are rated VW1.•
Conductor sizes 1/0 AWG and larger (4 AWG and larger in green) are rated CT use•
Black sizes 1/0 AWG and larger are sunlight resistant•
Rated 600 volts•
Sizes 8 AWG and larger sequentially marked every 2 feet.•

Surface Print Legend (example)

NEXANSC INSTAGLIDE 500 kcmil (253mm2) TYPE MTW OR THHN OR THWN2
GRII SR FOR CT USE VW1 600V (UL) RoHS (MFG. DATE)
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® INSTAGLIDE® THHN / THWN-2 / MTW COPPER

Conductor
Size

PVC Insulation
Thickness

Nylon
Thickness

Nominal
Diameter

Approximate Net
Cable Weight

Ampacity*
(Amps)

AWG/kcmil mils mils inches lbs/kft 60ºC 75ºC 90ºC
14 (1) 15 4 0.11 15 15 15 15

12 (1) 15 4 0.12 23 20 20 20

10 (1) 20 4 0.15 37 30 30 30

14 (19) 15 4 0.11 16 15 15 15

12 (19) 15 4 0.13 24 20 20 20

10 (19) 20 4 0.17 39 30 30 30

8 (19) 30 5 0.22 63 40 50 55

6 (19) 30 5 0.26 98 55 65 75

4 (19) 40 6 0.33 157 70 85 95

3 (19) 40 6 0.36 193 85 100 110

2 (19) 40 6 0.39 240 95 115 130

1 (19) 50 7 0.43 300 110 130 150

1/0 (19) 50 7 0.47 376 125 150 170

2/0 (19) 50 7 0.51 467 145 175 195

3/0 (19) 50 7 0.56 581 165 200 225

4/0 (19) 50 7 0.61 724 195 230 260

250 (37) 60 8 0.68 855 215 255 290

300 (37) 60 8 0.73 1022 240 285 320

350 (37) 60 8 0.78 1191 260 310 350

400 (37) 60 8 0.82 1345 280 335 380

500 (37) 60 8 0.90 1668 320 380 430

600 (61) 70 9 0.98 1994 355 420 475

750 (61) 70 9 1.08 2465 400 475 535

*60ºC - When terminated to equipment for circuits rated 100 amperes or less or marked for conductor
sizes 14 through 1 AWG.  For MTW in wet locations or when exposed to oil or coolant.
75°C - When terminated to equipment for circuits rated over 100 amperes or marked for conductors
larger than size 1 AWG. THWN-2 when exposed to oil or coolant.
90°C - THHN dry locations.  THWN-2 wet or dry locations.  For ampacity derating purposes.
Available colors:  Black, White, Red, Blue, Green, Yellow, Brown, Orange, Purple, Gray, Pink.

Notes:
• Where stated, “nominal” and “approximate” values are provided for information purposes only and
are subject to standard manufacturing tolerances.
• Ampacities are in accordance with NEC Article 310.15, which are based on
NEC Table 310.15(B)(16) for conductors in a raceway or direct
buried at 30°C ambient temperature.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed
15 amperes for 14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC
Article 240.4(E) through (G).
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SELLING INFORMATION

Product Features
Nexans INSTAGLIDE® reduced friction construction in sizes 6 AWG and larger.•
Sizes 8 AWG to 600 kcmil available in various colors from stock•
Cables are UL listed as Type THHN / THWN2/ MTW•
Meets UL VW1 ame test requirements•
Conductor sizes 1/0 AWG and larger (4 AWG and larger in green) are rated CT use•
Black sizes 1/0 AWG and larger are sunlight resistant•
Color coded polyvinyl chloride (PVC), heat, moisture and ame retardant insulation system•
THWN2 90ºC rated for dry and wet locations•
Gasoline and Oil Resistant II•
Small diameter for improved conduit fill•
RoHS compliant•

 

Packaging
14 AWG & 12 AWG: 4 x 500' spools (2000' per carton) or 2500' reel•
10 AWG: 2 x 500' spools (1000' per carton) or 2500' reel•
8 AWG  350 kcmil: 500', 1000', 2500' or 5000' reel•
400 kcmil  500 kcmil: 500', 1000', or 2500' reel•
600 kcmil  750 kcmil: 500' reel•

* Only stranded cables are MTW listed per UL 1063.
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STANDARDS

National ICEA S95658; UL 44

XLPE Insulated Cable, Copper Conductors, 600 Volts, 90ºC Dry or Wet  LEAD FREE

DESCRIPTION

Application
Nexans ENERGEX® INSTAGLIDE® XHHW2 is a copper conductor, with crosslinked
polyethylene insulation.  The cable is rated at 600 volts and 90°C for use in wet and
dry  locations.    XHHW2  can  be  used  in  conduit  and  other  raceways  for  services,
feeders and other applications recognized by the NEC.

Sizes 14 AWG to 4/0 AWG are approved as Type SIS.

Sizes 1/0 AWG and larger (4 AWG and larger in green) in all colors are cable tray (CT)
rated.

Nexans ENERGEX® INSTAGLIDE® XHHW2 conductors are RoHS compliant.

Nexans INSTAGLIDE® reduced friction construction in sizes 6 AWG and larger.

Construction
Conductor:
Annealed soft bare copper per ASTM B3, B787 and B8

Insulation:
Crosslinked polyethylene (XLPE) insulation per UL 44

Surface Print Legend (example)
NEXANS EXELENE 500 kcmil  (253 mm2) XHHW2 (UL) E64801 F 600V FOR CT
USE SR  MADE IN CANADA LEAD FREE (MFG. DATE)

Specifications
Nexans  ENERGEX®  Type  XHHW2    meets  or  exceeds  all  applicable  ASTM
specifications.

•

UL 44: ThermosetInsulated Wire and Cables•
Federal Specification AA59544 and the requirements of the NEC.•
NEMA WC70  /  ICEA S95658: Power Cables Rated 2000 Volts or Less  for  the
Distribution of Electrical Energy.

•

Conductor sizes 1/0 AWG and larger (4 AWG and larger in green) rated for CT use.•
Sunlight resistant in black 8 AWG and larger.•
14 AWG to 10 AWG are available in 10 distinct colors for identification purposes.•
Sizes 14 AWG to 4/0 AWG rated SIS.•
Nexans XHHW2 is LEAD FREE.•
Voltage rating  600 Volts.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ENERGEX® INSTAGLIDE® XHHW-2 COPPER

Conductor
Size

AWG/kcmil

Insulation Thickness Nominal
Diameter

Approximate Net
Cable Weight

Ampacity*
(amps)

mils mm inches mm lb/kft kg/km 60ºC 75ºC 90ºC
14 (7) 30 0.76 0.130 3.40 18 27 15 15 15

12 (7) 30 0.76 0.150 3.80 26 39 20 20 20

10 (7) 30 0.76 0.170 4.50 40 60 30 30 30

8 (7) 45 1.14 0.240 6.00 64 95 40 50 55

6 (7) 45 1.14 0.270 6.90 97 144 55 65 75

4 (7) 45 1.14 0.320 8.20 149 222 70 85 95

2 (7) 45 1.14 0.380 9.60 230 342 95 115 130

1 (19) 55 1.40 0.430 10.90 288 429 110 130 150

1/0 (19) 55 1.40 0.480 12.10 360 536 125 150 170

2/0 (19) 55 1.40 0.520 13.20 456 679 145 175 195

3/0 (19) 55 1.40 0.560 14.20 563 838 165 200 225

4/0 (19) 55 1.40 0.610 15.60 703 1046 195 230 260

250 (37) 65 1.65 0.680 17.10 837 1245 215 255 290

300 (37) 65 1.65 0.750 18.90 995 1481 240 285 320

350 (37) 65 1.65 0.800 20.20 1155 1719 260 310 350

400 (37) 65 1.65 0.840 21.40 1324 1970 280 335 380

500 (37) 65 1.65 0.930 23.50 1643 2445 320 380 430

600 (61) 80 2.03 1.040 26.30 1986 2955 355 420 475

700 (61) 80 2.03 1.100 27.90 2283 3397 385 460 520

750 (61) 80 2.03 1.140 28.80 2467 3671 400 475 535

1000 (61) 80 2.03 1.290 32.70 3230 4806 455 545 615

*60°C - When terminated to equipment for circuits rated 100 amperes or less or marked for
conductor sizes 14 through 1 AWG.
75°C - When terminated to equipment for circuits rated over 100 amperes or marked for
conductors larger than size 1 AWG.
90°C - Wet or dry locations.  For ampacity derating purposes.

Notes:

• Where stated, "nominal" and "approximate" values are provided for information purposes
only and are subject to standard manufacturing tolerances.
• Ampacity are in accordance with NEC Article 310.15, which are based
on NEC Table 310.16 or NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.16 or NEC  Table 310.15(B)(16).
• NEC Article 240.4(D) required that over current protection not exceed
15 amperes for 14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number of conductors
have been applied.  Exceptions to this may be covered in NEC Article 240.4(E) through (G).
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SELLING INFORMATION

Product Features
Sizes 14 AWG to 10 AWG are available in 10 colors:  Black, White, Red, Blue, Green, Yellow, Brown, Orange, Gray,
Purple. 

•

Size 8 AWG and larger in black only.•
Meets IEEE 1202•
Conforms to ICEA S95658•
Sunlight Resistant 8 AWG and larger in black•
Conductor sizes 1/0 AWG and larger (4 AWG and larger in green are rated for CT use•
Sizes 14 AWG to 4/0 AWG rated SIS•
Meets or exceeds all applicable industry standards•
LEAD FREE•

 

Packaging
14 AWG to 10 AWG 2 x 500’ spools (1000 feet) per carton; 2500’ reel•
8 AWG to 600 kcmil long length•
750 kcmil 500’ reel or long length•
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Precision products designed for optimum performance of cables controlling the
operation of all types of electrical equipment.
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STANDARDS

National UL 1569; UL 2225;
UL 44

Continuous Corrugated Aluminum Sheathed PL, MC & MV Industrial Cables

DESCRIPTION
Applications

CORFLEX®  cables  may  be  found  in  a  variety  of  industrial,  commercial  and  utility
applications. Chemical, oil and gas, and forestry industries plus commercial or high
rise buildings are areas in which CORFLEX® has gained acceptance.

Exceptional fire ratings (as per appropriate specifications), impactresistance, exiblity
and an impervious metallic sheath are key components of this design.

CORFLEX®  installation may be  in wet or dry  locations,  in  trays,  troughs, wireways,
directly buried or embedded in concrete. As well, it can be used in plenums (with no
outer coverings), ducts and other airways per NEC Article 300.22.

The 300 volt CORFLEX® PL cables can be installed in Class I, II, III & intrinsically safe
locations & Division 2 as per NEC (PLTC and ITC Rated).

CORFLEX® PL cables are suitable for control, signal, and instrumentation circuits with
300  volt  rating. The  cable  construction minimizes noise and  signal  interference  to
enhance  performance  in  instrumentation,  dataow,  computer  &  datalogging
applications especially in areas where high voltages or high currents are present.

The 600 volt and higher CORFLEX® cables can be installed in hazardous locations
designated Class I, II & III and Divisions 1 & 2 as per NEC (HL Rated).

CORFLEX® MC cables are designed for use on power and control circuits with 600
volt  rating.  Cables  are  suitable  for  use  as  feeders  and  branch  circuits  for  power,
control, lighting and signalling as per NEC Articles 330, 725 & 727.

CORFLEX® MV-105 orMC-HL cables are designed for use on power circuits.  Cables
are suitable for use as per NEC Article 328 as feeders and branch circuits.

CORFLEX® VFD  cables  are  designed  to  improve  the  operating  performance  of
variable  frequency  drive  systems.  The  600  volt  CORFLEX®  VFD  cables  provide
excellent shielding from high frequency noise that can interfere with data and control
signals. One of the advantages of the Nexans CORFLEX® sheath compared to other
constructions  is  that  the cable sheath provides a  long  term  low  resistance path  to
ground to protect the drive system. The cable grounds provide the best cancellation
and  lowest  net  injected  ground  current  into  the  drive  system,  protecting  against
common mode currents which impair the drive unit electronic performance and shorten
the drive's life span. Cable grounds, in combination with the aluminum sheath, ensure
a balanced, very low resistance path to ground to reduce the chance of motor failure
due to bearing currents.
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STANDARDS

National
UL 1569;UL 2225;UL 66

Part Number: MC

Armored Instrumentation Cable UL Type MC HL 600V, 90°C rated  LEAD FREE

DESCRIPTION
Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation:PVC/Nylon  type TFN  in  accordance with UL 66,  ame  retardant,  90oC
temperature rating.

Insulation shield:Aluminum foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.

Assembly:Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors.

Inner jacket:Polyvinyl  chloride  jacket,  over  cabled  core  as  per  UL  1569,  90°C
temperature  rating,  with  additional  resistance  to  fire  spread.  A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor:Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket:Overall black polyvinyl chloride jacket per UL 1569, 90°C temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Identification of Conductors

Pairs:black/white & number coded

Triads:black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
* Meets UL 66, TFN rated 90°C 600V conductors
* Meets UL 1569 requirements for Type MC, Metal Clad cables
* Meets UL 2225 for Hazardous Locations
* Designated Type MC as per NEC Article 330
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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MULTI PAIRS, 600 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

654988 2 15 4 0.319 40 0.405 0.594 50 0.699 218

654921 4 15 4 0.38 40 0.465 0.633 50 0.735 257

654947 8 15 4 0.517 50 0.621 0.836 50 0.940 373

654962 12 15 4 0.647 50 0.753 0.976 50 1.080 621

665250 16 15 4 0.731 50 0.837 1.142 50 1.247 817

662116 24 15 4 1.016 50 1.124 1.420 50 1.525 969

MULTI PAIRS, 600 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*645390 1 15 4 0.209 40 0.293 0.492 50 0.605 157

*659052 2 15 4 0.424 40 0.477 0.639 50 0.744 216

*645291 4 15 4 0.482 50 0.533 0.767 50 0.871 375

*659078 8 15 4 0.635 50 0.676 0.926 50 1.030 604

*650796 12 15 4 0.797 50 0.835 1.140 50 1.246 862

654889 16 15 4 0.882 50 0.983 1.320 50 1.431 1151

*654905 24 15 4 1.124 50 1.126 1.422 50 1.526 1432

650788 36 15 4 1.312 50 1.370 1.746 60 1.879 2121

* Stock Items
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MULTI TRIADS, 600 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*654863 1 15 4 0.225 40 0.304 0.507 50 0.619 171

644344 4 15 4 0.484 50 0.587 0.798 50 0.900 300

670083 8 15 4 0.680 50 0.786 0.998 50 1.102 467

*670067 12 15 4 0.820 50 0.925 1.212 50 1.317 1007

* Stock items

ELECTRICAL PROPERTIES
600 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 74 148 63 156

16 4.18 86 172 87 180

PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 kV and 8 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 3323 category a fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
Three symmetrical grounding conductors for PW M/VFD and other modern AC drive/motor applications•

SELLING INFORMATION
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Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurations•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National
UL 1569;UL 2225;UL 44

Part Number: PC

Armored Power and Control Cable UL Type MC HL, 600 V, 90°C rated  LEAD FREE

DESCRIPTION
Multiconductor 14 AWG to 10 AWG:Multiple conductors and composites, with ground
wire(s), continuous corrugated aluminum sheath, PVC jacket.

Construction

Conductor: Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Cross linked polyethylene type XHHW2 per UL 44.

Assembly: Conductors are cabled in concentric layers with or without grounding wire
(s), interstices are filled with suitable nonhygroscopic fillers, as required. A binder tape
of synthetic material assembles the core in an essentially round configuration.

Armor: Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket: Overall black polyvinyl chloride jacket per UL 1569, 90ºC temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification see link below

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600 V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Meets UL 2225 for Hazardous Locations•
Designated Type MC as per NEC Article 330•
Meets CSA C22.2 No. 12308 for Aluminum Sheathed Cables•
Meets CSA C22.2 No. 174M1984 for Hazardous Locations•
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Product features

UL approved cables Type MC, 600 V; File No. E47409•
UL approved insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEC 3323 category A fire test, IEEE 1202 and
CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC•
Cables  exhibit  a  low  temperature  rating  of  40ºC  impact  and  –40ºC  bend  with
suitable precautions

•

Temperature rating of 90ºC dry and wet•
130ºC emergency rating & 250ºC short circuit rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of
moisture, gases and liquids

•

Aluminum sheath crosssection exceeds requirements of the NEC Section 250.122
for grounding conductor

•

Sheath provides good electronic shielding so that Corex® can be used in certain
instrumentation applications when adequately grounded

•

Excellent mechanical & physical properties•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
LEAD FREE•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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MULTICONDUCTORS, WITH BARE GOUND(S) ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

*670155 2 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*670142 3 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*317677 4 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*318345 5 14(7w) 2.5553 2.6064 3.2583 0.0497 2.9542 15 15

*318352 7 14(7w) 2.5553 2.6064 3.2583 0.0545 2.9566 14 15

*318360 9 14(7w) 2.5553 2.6064 3.2583 0.0596 2.9585 14 15

*318378 12 14(7w) 2.5553 2.6064 3.2583 0.0641 2.9604 10 13

318386 15 14(7w) 2.5553 2.6064 3.2583 0.0666 2.9615 10 13

*318394 19 14(7w) 2.5553 2.6064 3.2583 0.0694 2.9627 10 13

*318402 25 14(7w) 2.5553 2.6064 3.2583 0.0743 2.9649 9 11

*318410 37 14(7w) 2.5553 2.6064 3.2583 0.0787 2.9668 8 10

*670156 2 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*670144 3 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*317693 4 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*318436 5 12(7w) 1.6082 1.6404 2.0506 0.0475 1.8663 20 20

*318444 7 12(7w) 1.6082 1.6404 2.0506 0.0526 1.8685 18 20

*318451 9 12(7w) 1.6082 1.6404 2.0506 0.0574 1.8706 18 20

*318469 12 12(7w) 1.6082 1.6404 2.0506 0.0620 1.8726 13 15

318447 15 12(7w) 1.6082 1.6404 2.0506 0.0644 1.8736 13 15

318485 19 12(7w) 1.6082 1.6404 2.0506 0.0672 1.8749 13 15

318493 25 12(7w) 1.6082 1.6404 2.0506 0.0719 1.8769 11 14

318501 37 12(7w) 1.6082 1.6404 2.0506 0.0764 1.8789 10 12

670157 2 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*670146 3 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*317719 4 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 28 30

318527 5 10(7w) 1.0118 1.2902 1.2902 0.0454 1.1809 28 30

318535 7 10(7w) 1.0118 1.2902 1.2902 0.0507 1.1832 25 28

318543 9 10(7w) 1.0118 1.2902 1.2902 0.0579 1.1864 25 28

*318550 12 10(7w) 1.0118 1.2902 1.2902 0.0601 1.1874 18 20

665148 37 10(7w) 1.0118 1.2902 1.2902 0.0744 1.1936 14 16

* Stock Item

Notes:
1) Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors
in raceway or direct buried at 30°C ambiant temperature and 90°C conductor
temperature.  The overcurrent protection shall not exceed 15 amperes for
14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number
of conductors have been applied (NEC Article 240.4(D). For correction factors
for different ambient temperatures and ampacities at different conductor
temperatures, see NEC Table 310.15(B)(16). Ampacities for cables having
more than three conductors have been derated per NEC Article 310.15(B)(3)(a).

2) Three conductor cables with 3 grounds are also suitable for
VFD applications.
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MULTICONDUCTORS, WITH BARE GOUND(S) PHYSICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal 
Diameter

over
Core(in)

Nominal 
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal 
Diameter

over
Jacket(in)

Approx. 
Net

Cable
Weight
(lb/kft)

*670155 2 14(7w) 30 14(7w) 0.273 0.469 50 0.581 155

*670142 3 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

*317677 4 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

*318345 5 14(7w) 30 14(7w) 0.366 0.532 50 0.635 212

*318352 7 14(7w) 30 14(7w) 0.417 0.601 50 0.704 263

*318360 9 14(7w) 30 14(7w) 0.486 0.645 50 0.748 307

*318378 12 14(7w) 30 14(7w) 0.560 0.783 50 0.887 388

318386 15 14(7w) 30 14(7w) 0.610 0.811 50 0.915 443

*318394 19 14(7w) 30 14(7w) 0.669 0.921 50 1.028 572

*318402 25 14(7w) 30 14(7w) 0.797 1.005 50 1.111 691

*318410 37 14(7w) 30 14(7w) 0.933 1.218 50 1.323 986

*670156 2 12(7w) 30 12(7w) 0.345 0.512 50 0.614 185

*670144 3 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

*317693 4 12(7w) 30 12(7w) 0.385 0.550 50 0.653 239

*318436 5 12(7w) 30 12(7w) 0.414 0.599 50 0.702 280

*318444 7 12(7w) 30 12(7w) 0.478 0.640 50 0.744 338

*318451 9 12(7w) 30 12(7w) 0.551 0.777 50 0.881 437

*318469 12 12(7w) 30 12(7w) 0.639 0.828 50 0.932 502

318447 15 12(7w) 30 12(7w) 0.691 0.936 50 1.039 635

318485 19 12(7w) 30 12(7w) 0.760 0.981 50 1.085 743

318493 25 12(7w) 30 12(7w) 0.897 1.190 50 1.295 987

318501 37 12(7w) 30 12(7w) 1.059 1.374 50 1.478 1365

670157 2 10(7w) 30 10(7w) 0.360 0.527 50 0.632 231

*670146 3 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*317719 4 10(7w) 30 10(7w) 0.448 0.621 50 0.724 319

318527 5 10(7w) 30 10(7w) 0.479 0.641 50 0.743 364

318535 7 10(7w) 30 10(7w) 0.556 0.780 50 0.884 484

318543 9 10(7w) 30 10(7w) 0.693 0.936 50 1.040 630

*318550 12 10(7w) 30 10(7w) 0.744 0.971 50 1.074 732

665148 37 10(7w) 30 10(7w) 1.227 1.591 60 1.724 1984

*Stock Item
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COMPOSITE ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

(4) (3)

199760 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*290783 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

290791 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

290809 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

654277 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665025 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665027 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665028 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665035 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665020 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665021 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665022 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665023 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665037 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665038 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665039 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665040 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665042 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665044 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665045 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665046 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665048 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665049 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665050 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665051 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

* Stock item

Notes:
1) Ampacities are based on NEC 2011 Table 310.15(B)(16) for not more than
three currentcarrying conductors (where the 4th conductor is the neutral of a
3phase, 4 wire system) in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
Armored Power and Control Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 172 / 362

COMPOSITE PHYSICAL DATA

Part
Number

CONTROL
Size
AWG

Insulation
Thickness

mils

POWER
Size
AWG

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net Cable

Weight
(lbs/kft)

Composite - 3 POWER Conductors with 4X12 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

199760 12(7w) 30 10(7w) 30 10(7w) 0.540 0.772 50 0.876 425

*290783 12(7w) 30 8(7w) 45 10(7w) 0.664 0.917 50 1.026 565

290791 12(7w) 30 6(7w) 45 8(7w) 0.750 0.975 50 1.077 685

290809 12(7w) 30 4(7w) 45 8(7w) 0.845 1.149 50 1.254 926

654277 12(7w) 30 2(7w) 45 6(7w) 0.870 1.168 50 1.273 1198

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 30 10(7w) 30 10(7w) 0.494 0.750 50 0.854 396

665025 12(7w) 30 8(7w) 45 10(7w) 0.590 0.800 50 0.904 473

665027 12(7w) 30 6(7w) 45 8(7w) 0.695 0.937 50 1.041 665

665028 12(7w) 30 4(7w) 45 8(7w) 0.735 0.964 50 1.068 807

665035 12(7w) 30 2(7w) 45 6(7w) 0.860 1.160 50 1.265 1170

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 30 10(7w) 30 10(7w) 0.560 0.782 50 0.886 463

665020 12(7w) 30 8(7w) 45 10(7w) 0.659 0.914 50 1.024 630

665021 12(7w) 30 6(7w) 45 8(7w) 0.725 0.958 50 1.062 778

665022 12(7w) 30 4(7w) 45 8(7w) 0.807 1.012 50 1.117 993

665023 12(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1436

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 30 10(7w) 30 10(7w) 0.510 0.754 50 0.860 387

665037 14(7w) 30 8(7w) 45 10(7w) 0.610 0.811 50 0.915 478

665038 14(7w) 30 6(7w) 45 8(7w) 0.700 0.941 50 1.045 640

665039 14(7w) 30 4(7w) 45 8(7w) 0.730 0.961 50 1.064 799

665040 14(7w) 30 2(7w) 45 6(7w) 0.820 1.128 50 1.240 1165

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 30 10(7w) 30 10(7w) 0.470 0.635 50 0.738 340

665042 14(7w) 30 8(7w) 45 10(7w) 0.591 0.800 50 0.904 457

665044 14(7w) 30 6(7w) 45 8(7w) 0.670 0.921 50 1.028 641

665045 14(7w) 30 4(7w) 45 8(7w) 0.770 0.987 50 1.091 788

665046 14(7w) 30 2(7w) 45 6(7w) 0.885 1.180 50 1.285 1146

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 30 10(7w) 30 10(7w) 0.550 0.776 50 0.880 428

665048 14(7w) 30 8(7w) 45 10(7w) 0.645 0.831 50 0.935 535

665049 14(7w) 30 6(7w) 45 8(7w) 0.695 0.938 50 1.042 749

665050 14(7w) 30 4(7w) 45 8(7w) 0.787 0.999 50 1.103 953

665051 14(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1401

*Stock Item
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3 CONDUCTORS WITH 3 BARE GROUNDS* ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance

AC
Resistance

90ºC,
60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC Ω/kft 25ºC Ω/kft 75ºC 90ºC

670142 14(7w) 3x18(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

670144 12(7w) 3x16(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

670146 10(7w) 3x14(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*670148 8(7w) 3x14(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

*670149 6(7w) 3x12(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*670150 4(7w) 3x12(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*670151 2(7w) 3x10(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

670152 1(19w) 3x10(7w) 0.1255 0.1280 0.1603 0.0288 0.1568 130 145

*670153 1/0(19w) 3x10(7w) 0.0999 0.1019 0.1278 0.0281 0.1272 150 170

*670118 2/0(19w) 3x10(7w) 0.0797 0.0813 0.1021 0.0280 0.1041 175 195

*670119 3/0(19w) 3x8(7w) 0.0629 0.0642 0.0808 0.0275 0.0847 200 225

*670120 4/0(19w) 3x8(7w) 0.0497 0.0507 0.0641 0.0271 0.0695 230 260

*670121 250(37w) 3x8(7w) 0.0424 0.0432 0.0584 0.0263 0.0608 255 290

*670122 350(37w) 3x6(7w) 0.0301 0.0307 0.0395 0.0263 0.0470 310 350

*670123 500(37w) 3x6(7w) 0.0212 0.0216 0.0290 0.0250 0.0367 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).
2) Three conductor cables with 3 ground wires are also excellent for use with variable
frequency drives.  In addition to UL, these 3conductor constructions are also certified
to CSA C22.2 No. 123 and CSA C22.2 No. 174.
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3 CONDUCTORS WITH 3 BARE GROUNDS* PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

670142 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

670144 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

670146 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*670148 8(7w) 45 3x14(7w) 0.520 0.750 50 0.838 413

*670149 6(7w) 45 3x12(7w) 0.600 0.802 50 0.905 542

*670150 4(7w) 45 3x12(7w) 0.700 0.937 50 1.039 735

*670151 2(7w) 45 3x10(7w) 0.830 1.127 50 1.232 1097

670152 1(19w) 55 3x10(7w) 0.950 1.230 50 1.320 1330

*670153 1/0(19w) 55 3x10(7w) 1.040 1.350 50 1.473 1592

*670118 2/0(19w) 55 3x10(7w) 1.126 1.422 50 1.510 1882

*670119 3/0(19w) 55 3x8(7w) 1.250 1.606 60 1.739 2400

*670120 4/0(19w) 55 3x8(7w) 1.360 1.734 60 1.867 2910

*670121 250(37w) 65 3x8(7w) 1.477 1.925 60 2.058 3316

*670122 350(37w) 65 3x6(7w) 1.685 2.028 60 2.162 4375

*670123 500(37w) 65 3x6(7w) 1.954 2.340 75 2.504 6026

*Stock Item
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4 CONDUCTORS WITH 1 BARE GROUND ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

317677 14(7w) 14(7w) 2.5553 2.6064 3.2583 0.0375 2.9307 15 15

317693 12(7w) 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8510 20 20

317719 10(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1758 30 30

*317735 8(7w) 10(7w) 0.6361 0.6488 0.8111 0.0348 0.7472 50 55

*317750 6(7w) 8(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*317776 4(7w) 8(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*317792 2(7w) 6(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

698571 1(19w) 6(7w) 0.1255 0.1280 0.1603 0.0288 0.1567 130 145

317818 1/0(19w) 6(7w) 0.0999 0.1019 0.1278 0.0283 0.1268 150 170

*317834 2/0(19w) 6(7w) 0.0790 0.0806 0.1011 0.0281 0.1033 175 195

660631 3/0(19w) 4(7w) 0.0627 0.0640 0.0804 0.0276 0.0844 200 225

*317867 4/0(19w) 4(7w) 0.0497 0.0507 0.0641 0.0271 0.0694 230 260

670577 250(37w) 4(7w) 0.0424 0.0432 0.0584 0.0264 0.0607 255 290

*317891 350(37w) 3(7w) 0.0301 0.0307 0.0395 0.0263 0.0468 310 350

*317917 500(37w) 2(7w) 0.0212 0.0216 0.0282 0.0250 0.0363 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors (where the 4th conductor is the neutral of a 3phase,
4 wire system) in raceway, cable, or earth (direct buried), based on an ambient
temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the ampacity
correction factors where the ambient temperature is other than 30°C (86°F).
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4 CONDUCTORS WITH 1 BARE GROUND PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

317677 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

317693 12(7w) 30 12(7w) 0.396 0.549 50 0.652 245

317719 10(7w) 30 10(7w) 0.450 0.620 50 0.730 320

*317735 8(7w) 45 10(7w) 0.585 0.795 50 0.900 465

*317750 6(7w) 45 8(7w) 0.680 0.930 50 1.027 675

*317776 4(7w) 45 8(7w) 0.782 0.995 50 1.095 892

*317792 2(7w) 45 6(7w) 0.927 1.214 50 1.320 1332

698571 1(19w) 55 6(7w) 1.041 1.361 50 1.466 1628

317818 1/0(19w) 55 6(7w) 1.134 1.427 50 1.525 1922

*317834 2/0(19w) 55 6(7w) 1.238 1.598 60 1.732 2393

660631 3/0(19w) 55 4(7w) 1.356 1.730 60 1.865 2975

*317867 4/0(19w) 55 4(7w) 1.500 1.936 60 2.069 3605

670577 250(37w) 65 4(7w) 1.653 2.012 60 2.147 4110

*317891 350(37w) 65 3(7w) 1.889 2.230 75 2.387 5617

*317917 500(37w) 65 2(7w) 2.196 2.694 75 2.861 7892

*Stock Item

CONDUCTOR IDENTIFICATION

Power and control:
Multiconductor 14 AWG to 10 AWG:
Method #1E2 per ICEA S73532
3 conductor 8 AWG to 2 AWG:
Method #1E2 per ICEA S73532,
3 conductor 1 AWG to 500 kcmil:
Method 4 per ICEA S73532
2 & 4 conductor 8 AWG to 750 kcmil:
Method #4 per ICEA S73532

Composite power and control:
Power conductors:
Method #4 per ICEA S73532
Control conductors:
Method #1E2 per ICEA S73532

SELLING INFORMATION

Options
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The following constructions can be provided on special orders:

Aluminum conductors•
Extra ground wires•
Special color or number coding•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 13;UL 2250

Part Number: PL

Armored  Instrumentation Cable UL Type PLTC &  ITC, 300 V, 105°C  rated   LEAD
FREE

DESCRIPTION
Application

Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated and welded, impervious aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Polyvinyl chloride  in accordance with UL 13 and 2250, ame retardant,
105°C temperature rating.

Insulation shield:Aluminum  foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.  These shields are electrically isolated from each other.

Assembly: Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield: Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors,
with the exception of single pair/triad constructions where the drain wire is two gauge
sizes smaller than the circuit conductors.

Inner jacket:Polyvinyl chloride jacket, over cabled core as per UL 13 and UL 2250, 90°
C  temperature  rating,  with  additional  resistance  to  fire  spread. A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor: Continuous corrugated and welded, impervious aluminum sheath with no more
than 0.2% trace copper providing complete protection against liquid and gas ingress. It
also provides excellent mechanical protection, additional electrostatic shielding, and
serves as an easy means of grounding equipment.

Jacket: Overall  black  polyvinyl  chloride  jacket  per  UL  13  and  UL  2250,  90°C
temperature  rating;  low  acid  gas  emission;  limited  ame  spread  and  excellent
corrosion resistance.

Conductor Identification

Pairs: black/white & number coded

Triads: black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
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* Meets UL 13 and UL 2250, rated 105°C 300 V conductor
*  Meets  UL  requirements  for  Type  PLTC,  power  limited  circuit  cable  and  ITC,
instrumentation tray cable
* Designated Type PLTC,Power Limited Tray Cable, per NEC Article 725 and  ITC,
Instrumentation Tray Cable, per NEC Article 727.

* Cables are American Bureau of Shipping (ABS) listed as CWC MC Type PLTC.

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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MULTI PAIRS, 300 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665101 2 15 0.277 50 0.363 0.529 50 0.632 225

665102 4 15 0.329 50 0.435 0.613 50 0.715 250

*068718 8 15 0.421 50 0.527 0.763 50 0.867 430

665103 12 15 0.562 60 0.688 0.933 50 1.037 565

665104 16 15 0.634 60 0.760 0.981 50 1.085 735

665105 20 15 0.699 70 0.824 1.132 50 1.241 760

665106 24 15 0.782 70 0.929 1.215 50 1.320 1040

665107 36 15 0.941 70 1.084 1.392 50 1.492 1108

* Stock items

MULTI PAIRS, 300 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

*066555 1 15 0.185 35 0.259 0.460 50 0.566 125

*066571 2 15 0.315 50 0.421 0.604 50 0.706 260

*066597 4 15 0.376 50 0.502 0.749 50 0.856 355

*066605 8 15 0.504 60 0.630 0.822 50 0.926 555

*066613 12 15 0.644 60 0.767 0.985 50 1.086 770

665108 16 15 0.727 70 0.853 1.155 50 1.260 816

665109 20 15 0.801 70 0.947 1.230 50 1.335 1150

*066647 24 15 0.897 70 1.043 1.363 50 1.467 1180

665110 36 15 1.079 80 1.227 1.591 60 1.725 1850

*Stock items
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MULTI TRIADS, 300 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665111 1 15 .199 35 .275 .460 50 .567 140

*083410 4 15 .428 50 .533 .789 50 .894 400

665112 8 15 .605 60 .730 .961 50 1.284 617

665113 12 15 .785 70 .896 1.181 50 1.348 905

665114 16 15 .834 70 .981 1.370 50 1.478 1200

665115 24 15 1.078 70 1.226 1.590 90 1.786 1632

*Stock items

ELECTRICAL PROPERTIES
300 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 61 122 64 125

16 4.18 72 143 76 147

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurartions•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
UL 1309 listing and marking•
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STANDARDS

National UL 1569; UL 44

Aluminum Interlock Armored Power and Control Cable UL Type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 10 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 10 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 10
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 10 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket
Approximate Net

Cable Weight Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
670322 2 10(7w) 10(7w) 0.56 14.1 0.050 1.27 0.66 16.7 221 329 40

639971 3 10(7w) 10(7w) 0.62 15.8 0.050 1.27 0.72 18.3 263 392 40

 4 10(7w) 10(7w) 0.63 15.9 0.050 1.27 0.73 18.5 325 483 40

 5 10(7w) 10(7w) 0.75 19.1 0.050 1.27 0.86 21.7 407 605 32

 7 10(7w) 10(7w) 0.78 19.9 0.050 1.27 0.88 22.4 472 703 28

 9 10(7w) 10(7w) 0.92 23.2 0.050 1.27 1.02 25.9 573 853 28

 12 10(7w) 10(7w) 0.97 24.7 0.050 1.27 1.08 27.4 721 1073 20

 37 10(7w) 10(7w) 1.57 39.9 0.050 1.27 1.72 43.6 1833 2728 16

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 30 amperes for 10 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 12 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide
range of commercial and industrial applications where excellent mechanical and
physical properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 V.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors

Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 12 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be installed in hazardous locations designated Class I or Class II Division 2,
NEC Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10
(A) and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 12
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 12 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket
Approximate Net

Cable Weight Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
640524 2 12(7W) 12(7w) 0.50 12.7 0.050 1.27 0.60 15.3 169 251 30

639963 3 12(7W) 12(7w) 0.51 12.9 0.050 1.27 0.61 15.5 200 298 30

633511 4 12(7W) 12(7w) 0.55 14.0 0.050 1.27 0.65 16.6 236 351 30

 5 12(7W) 12(7w) 0.61 15.4 0.050 1.27 0.71 17.9 267 397 24

 7 12(7W) 12(7w) 0.64 16.3 0.050 1.27 0.74 18.9 333 496 21

 9 12(7W) 12(7w) 0.79 19.9 0.050 1.27 0.89 22.6 419 624 21

 12 12(7W) 12(7w) 0.83 21.1 0.050 1.27 0.94 23.8 515 766 15

 15 12(7W) 12(7w) 0.95 24.1 0.050 1.27 1.05 26.6 604 899 15

 19 12(7W) 12(7w) 0.98 24.9 0.050 1.27 1.08 27.4 800 1190 15

 25 12(7W) 12(7w) 1.20 30.4 0.050 1.27 1.30 33.0 944 1405 13.5

 37 12(7W) 12(7w) 1.38 35.1 0.050 1.27 1.50 38.1 1285 1913 12

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 20 amperes for 12 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 1569; UL 44

Part Number: MC 14 AWG

Aluminum Interlock Armored Power and Control Cables UL type MC, 600 V, 90°C rated
  RoHS  Compliant    Multiple  conductors,  with  ground  wire,  aluminum  interlocked
armor, PVC jacket.

DESCRIPTION
FIREX® MC cables are rugged armored cables suitable for installation in a wide range
of commercial and  industrial applications where excellent mechanical and physical
properties are required.

Applications

FIREX® MC is suitable and allowed by the NEC for use in the following applications:

for power, lighting and control circuits and as a branch circuits and power feeders in
industrial, commercial, institutional and residential installations up to 600 volts.

•

fished or embedded in plaster and concrete.•
direct buried or used as an aerial cable when fixed to a messenger support cable.•
used in concealed or exposed applications.•
installed in cable trays and other raceways.•
in Class I and II, Division 2 as well Class III, Division 1 and 2 hazardous locations.•
under raised oors of information technology rooms.•
where exposed to harsh chemicals and vapors•

Identification of Conductors
Colored insulation with/without stripe per Method #1E2 in ICEA S73532.

Sample Print String:
(mon/year) NEXANS FIREX 14 AWG/3 CU (UL) E47409 F TYPE MCXHHW2 600V
FOR CT USE DIR BUR SUN RES  MADE IN CANADA

Bending Radius
Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Designated Type MC per NEC Article 330•
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Product Features

Cables are UL listed as Type MC, 600 V•
UL listed insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEEE 1202 and CSA FT4

•

Cables exhibit a 25°C cold bend rating•
Temperature rating of 90°C dry and wet•
130°C emergency rating and 250°C short circuit rating•
Excellent mechanical and physical properties•
Sunlight resistant jacket•
RoHS Compliant•
Suitable for direct burial and use in cable tray and embedment in concrete•
Can be  installed  in hazardous  locations designated Class  I or  II Division 2, NEC
Articles 501.10(B), 502.10(B) and Class III Division 1 and 2, NEC Article 503.10 (A)
and (B)

•

CHARACTERISTICS
Construction characteristics

Conductor material Aluminum
Dimensional characteristics

Conductor crosssection (AWG) 14
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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FIREX® MC MULTI-CONDUCTOR 14 AWG

Part
Number

# of
Cond.

Cond.
Size
AWG

Ground
Wire
Size
AWG

Nominal
Diameter

over Armor
Jacket

Thickness
Nominal
Diameter

over Jacket

Approximate
Net

Cable Weight
Ampacity

inches mm inches mm inches mm lb/kft kg/km amps
640540 2 14(7w) 14(7w) 0.48 12.2 0.050 1.27 0.58 14.7 137 204 25

639930 3 14(7w) 14(7w) 0.52 13.5 0.050 1.27 0.63 15.9 159 237 25

 4 14(7w) 14(7w) 0.56 14.2 0.050 1.27 0.67 16.9 184 274 25

 5 14(7w) 14(7w) 0.59 15.0 0.050 1.27 0.70 17.7 211 314 20

 7 14(7w) 14(7w) 0.65 16.4 0.050 1.27 0.75 19.1 255 380 17.5

 9 14(7w) 14(7w) 0.72 18.2 0.050 1.27 0.82 20.8 319 474 17.5

 12 14(7w) 14(7w) 0.79 20.1 0.050 1.27 0.90 22.7 390 581 12.5

 15 14(7w) 14(7w) 0.84 21.3 0.050 1.27 0.95 24.1 452 673 12.5

 19 14(7w) 14(7w) 0.90 22.9 0.050 1.27 1.01 25.7 538 800 12.5

 25 14(7w) 14(7w) 1.05 26.5 0.050 1.27 1.16 29.3 697 1037 11.5

 37 14(7w) 14(7w) 1.18 29.9 0.050 1.27 1.30 33.0 937 1394 10

Bend Radius:  7 x overall diameter

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature. Ampacities for four conductor cables apply where the
4th conductor is the neutral of a balanced 3 phase system.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B) (16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 15 amperes for 14 AWG
copper conductors after any correction factors for ambient temperature and number of conductors
have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

Options

The following constructions can be provided on special orders:

Aluminum conductors•
Steel interlock armor•
Extra ground wires•
Special color or number coding•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION
Caution Notice

In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 10 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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10 AWG TECK90 600 V 12 AWG BONDING CONDUCTOR AMPACITY 30 A*

Number of
Conductors

Insulation
Thickness

Inner Jacket
Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.452 11.48 0.684 17.37 0.769 19.53 272 405 128

3 0.030 0.76 0.045 1.14 0.481 12.23 0.712 18.08 0.798 20.27 339 504 176

4 0.030 0.76 0.045 1.14 0.56 14.22 0.783 19.89 0.867 22.02 383 570 225

5 0.030 0.76 0.06 1.52 0.604 15.35 0.833 21.16 0.918 23.32 421 627 274

6 0.030 0.76 0.06 1.52 0.671 17.04 0.9 22.86 0.985 25.01 517 770 323

7 0.030 0.76 0.06 1.52 0.699 17.75 0.928 23.57 1.018 25.85 539 802 371

8 0.030 0.76 0.06 1.52 0.726 18.44 0.954 24.23 1.047 26.59 617 918 420

9 0.030 0.76 0.06 1.52 0.766 19.45 1.006 25.55 1.094 27.79 633 942 469

10 0.030 0.76 0.06 1.52 0.84 21.33 1.1 27.94 1.188 30.18 776 1154 518

11 0.030 0.76 0.06 1.52 0.879 22.33 1.135 28.83 1.222 31.03 795 1183 566

12 0.030 0.76 0.08 2.03 0.917 23.29 1.178 29.92 1.266 32.16 885 1318 615

15 0.030 0.76 0.08 2.03 0.987 25.06 1.247 31.67 1.335 33.91 1056 1571 761

19 0.030 0.76 0.08 2.03 1.066 27.07 1.321 33.55 1.414 35.92 1209 1800 956

20 0.030 0.76 0.08 2.03 1.098 27.89 1.357 34.47 1.445 36.7 1291 1966 1005

25 0.030 0.76 0.08 2.03 1.229 31.22 1.504 38.2 1.596 40.54 1528 2274 1248

30 0.030 0.76 0.08 2.03 1.317 33.45 1.573 39.95 1.68 42.67 1770 2634 1492

37 0.030 0.76 0.08 2.03 1.494 37.96 1.769 44.93 1.864 47.35 2097 3027 1833

40 0.030 0.76 0.08 2.03 1.567 39.8 1.917 48.69 1.967 49.96 2298 3421 1979

50 0.030 0.76 0.08 2.03 1.701 43.21 2.051 52.1 2.105 53.47 2743 4082 2467

60 0.030 0.76 0.11 2.79 1.91 48.5 2.26 57.4 2.314 58.78 3303 4916 2954

80 0.030 0.76 0.11 2.79 2.133 54.18 2.483 63.07 2.57 65.28 4225 6288 3929

90 0.030 0.76 0.11 2.79 2.246 57.05 2.596 65.94 2.683 68.15 4656 6928 4416

*Canadian Electrical Code Table 5C will apply if cableis used for power applications or the conductors are
continuously loaded.
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MULTICONDUCTOR TECK90 (XLPE) -40°C 600V 10AWG FITTINGS

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse-Hinds

2 TMC5099 10465TB/ST050465 TMC075A TECK0503

3 TMC5099 10465TB/ST050465 TMC075A TECK0503

4 TMC5099 10465TB/ST050465 TMC075A TECK0503

5 TMC5099 10466/ST050466 TMC075A TECK0504

6 TMC75121 10467/ST075467 TMC075A TECK0755

7 TMC75121 10467/ST075467 TMC100A TECK0755

8 TMC75121 10467/ST075467 TMC100A TECK0756

9 TMC75121   10468/ST075468 TMC100A TECK0756

10 TMC100138 10468/ST100468 TMC100A TECK0756

11 TMC100138 10469/ST100469 TMC125A TECK1007

12 TMC100138 10469/ST100469 TMC125A TECK1007

15 TMC100138 10469/ST100469 TMC125A TECK1007

19 TMC125163 10470/ST125470 TMC125A TECK1258

20 TMC125163 10470/ST125470 TMC150A TECK1258

25 TMC125188 10550/ST125550 TMC150A TECK1258

30 TMC125188 10471/ST125471 TMC150A TECK12510

37 TMC150200 10472/ST150472 TMC200SA TECK15011

40 TMC150220 10473/ST150473 TMC200A TECK15012

50 TMC200238 10551/ST200551 TMC200A TECK20014

60 TMC200275 10474/ST200474 TMC250SA TECK20015

80 TMC200275 10553/ST250477 TMC250A TECK20016

90 TMC200275 10553/ST250478 TMC300A TECK20016

*Canadian Electrical Code Table 5C will apply if cable is used for power applications
or the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Industrial Wire & Cables
FIREX®-II TECK90 10 AWG (XLPE) 600 Volts

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Industrial Wire & Cables
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 12 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=9189
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Industrial Wire & Cables
FIREX®-II TECK90 12 AWG (XLPE) 600 Volts

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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12 AWG TECK90 600 V 14 AWG BONDING CONDUCTOR AMPACITY 20 A*

Number
of

Conductors

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.405 10.29 0.636 16.15 0.724 18.39 238 354 80

3 0.030 0.76 0.045 1.14 0.429 10.9 0.660 16.76 0.745 18.92 280 417 111

4 0.030 0.76 0.045 1.14 0.502 12.75 0.733 18.62 0.817 20.75 298 443 141

5 0.030 0.76 0.045 1.14 0.522 13.26 0.752 19.1 0.839 21.31 347 516 172

6 0.030 0.76 0.060 1.52 0.599 15.21 0.828 21.03 0.912 23.16 402 598 203

7 0.030 0.76 0.060 1.52 0.614 15.6 0.843 21.41 0.927 23.55 438 652 233

8 0.030 0.76 0.060 1.52 0.656 16.66 0.884 22.45 0.970 24.66 476 708 264

9 0.030 0.76 0.060 1.52 0.700 17.78 0.940 23.87 1.014 25.76 496 738 295

10 0.030 0.76 0.060 1.52 0.744 18.9 0.988 25.1 1.077 27.35 531 790 325

11 0.030 0.76 0.060 1.52 0.760 19.3 1.028 26.11 1.096 27.84 622 925 356

12 0.030 0.76 0.060 1.52 0.776 19.71 1.037 26.34 1.125 28.57 651 969 387

15 0.030 0.76 0.060 1.52 0.842 21.39 1.101 27.97 1.189 30.2 755 1123 478

19 0.030 0.76 0.080 2.03 0.905 22.99 1.160 29.46 1.233 31.32 937 1394 601

20 0.030 0.76 0.080 2.03 0.974 24.74 1.233 31.32 1.321 33.55 973 1448 632

25 0.030 0.76 0.080 2.03 1.093 27.76 1.348 34.24 1.436 36.47 1165 1733 785

30 0.030 0.76 0.080 2.03 1.167 29.64 1.421 36.09 1.509 38.32 1302 1938 938

37 0.030 0.76 0.080 2.03 1.308 33.22 1.583 40.2 1.678 42.62 1495 2224 1153

40 0.030 0.76 0.080 2.03 1.367 34.72 1.642 41.71 1.737 44.12 1593 2370 1245

50 0.030 0.76 0.080 2.03 1.483 37.67 1.758 44.65 1.853 47.06 1884 2804 1551

60 0.030 0.76 0.080 2.03 1.615 41.03 1.965 49.91 2.015 51.18 2311 3439 1857

80 0.030 0.76 0.110 2.79 1.865 47.37 2.215 56.26 2.269 57.63 3021 4495 2470

90 0.030 0.76 0.110 2.79 1.962 49.85 2.312 58.72 2.366 60.09 3318 4937 2777
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12AWG TECK90 600 V FITTING SIZES

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse-Hinds

2 TMC5076 10464/ST050464 TMC050A TECK0502

3 TMC5099 10464/ST050464 TMC075A TECK0502

4 TMC5099 10465TB/ST050465 TMC075A TECK0503

5 TMC5099 10465TB/ST050465 TMC075A TECK0503

6 TMC5099 10466/ST050466 TMC075A TECK0504

7 TMC5099 10466/ST075467 TMC075A TECK0504

8 TMC75121 10467/ST075467 TMC100A TECK0504

9 TMC75121 10467/ST075467 TMC100A TECK0755

10 TMC75121 10468/ST075468 TMC100A TECK0756

11 TMC75121 10468/ST075468 TMC100A TECK0756

12 TMC75121 10468/ST075468 TMC100A TECK0756

15 TMC100138 10468/ST075468 TMC100A TECK1007

19 TMC100138 10469/ST100469 TMC125A TECK1007

20 TMC100138 10469/ST100469 TMC125A TECK1007

25 TMC125163 10470/ST125470 TMC125A TECK1258

30 TMC125163 10470/ST125470 TMC150A TECK1258

37 TMC125188 10471/ST125471 TMC150A TECK12510

40 TMC125188 10471/ST125471 TMC200SA TECK15011

50 TMC150200 10472/ST150472 TMC200SA TECK15011

60 TMC150220 10473/ST200551 TMC200A TECK15012

80 TMC200275 10474/ST200474 TMC250SA TECK20014

90 TMC200275 10475/ST200475 TMC250A TECK20015

*Canadian Electrical Code Table 5C will apply if cable is used for power applications or
the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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STANDARDS

National CSA C22.2 N° 131;
CSA C22.2 N° 239

Part Number: 14 AWG

Nexans  FIREX®II  TECK90  Cables  are  intended  for  use  in  various  primary  and
secondary  industries,  including  chemical  processing  plants,  refineries  and  general
factory environments.

DESCRIPTION
Even  in  the most demanding  industrial and  resource  industry applications, Nexans
FIREX®II TECK90 cables have proven to have a superior service and maintenance
record.

FIREX®II  TECK90  Cables  utilize  low  acid  gas,  low  ame  spread  PVC  jacket
compounds to ensure maximum safety to personnel and equipment in the event of fire.

Applications

FIREX®II  TECK90  Cables,  originally  developed  for  use  in  Canadian  mines,  are
exible, resistant to mechanical abuse, corrosion resistant, compact and reliable. They
are suitable for a wide range of applications, including ALL hazardous locations  Class
I, Division 1 and 2; Class II, Division 1 and 2; and Class III.

Industries  such  as  pulp  and  paper,  chemical,  petroleum  and  other  primary  and
secondary manufacturing industries have used FIREX®II TECK90 Cables, particularly
in areas where cables are subject  to  the  risk of mechanical damage and chemical
attack.

Commercial applications  for FIREX®II TECK90 Cables  include apartment buildings
and commercial complexes.

FIREX®II  TECK90  Cables  can  be  relocated  easily  because  they  are  rugged  and
exible. They can be used in both dry and wet locations in open wiring, in ventilated,
nonventilated and laddertype cable troughs, in ventilated exible cableways, and for
direct burial.

TECK90 Cables are also suitable for service entrance installations  above and below
ground.

Highlights

Nexans FIREX®II TECK90 Cables are:

Available from stock•
Versatile•
Flexible•
Resistant to Mechanical Abuse and Corrosion•
Compact and Reliable•
"HL" and "FT4" Rated per CSA•
90°C to 40°C•
Low Acid Gas (AG14)•
Inner and outer jackets are sunlight resistant•
LEAD FREE•
RoHS compliant•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=9189
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Marking and Identification

The inner jackets of Nexans FIREX®II TECK90 cables are printed: SUN RES.

The  outer  jackets  of  Nexans  FIREX®II  TECK90  cables  are  printed:  (mon/year)
NEXANS FIREX®II TECK90 XLPE (40°C) CSA LL19376 F HL FT4 AG14 SUN RES
along with conductor size, number of conductors and sequential metre marking.

Conductor Identification:
2 Conductors: Black, White
3 Conductors: Red, Black, Blue
4 Conductors: Red, Black, Blue, White
5 or More Conductors: Black with Number Coding

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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14 AWG TECK90 600 V 14 AWG BONDING CONDUCTOR AMPACITY 15 A*

Number
of

Conductors

Insulation
Thickness

Inner
Jacket

Thickness

Nominal Diameters Approximate Net
Cable Weight

with
Aluminum Armour

Approximate
Copper
Content

Inner
Jacket Armour Outer

Covering

inches mm inches mm inches mm inches mm inches mm lb/kft kg/km kg/km
2 0.030 0.76 0.045 1.14 0.369 9.37 0.600 15.24 0.688 17.48 191 284 57

3 0.030 0.76 0.045 1.14 0.390 9.91 0.621 15.77 0.709 18.01 225 335 77

4 0.030 0.76 0.045 1.14 0.444 11.27 0.676 17.17 0.761 19.33 266 396 96

5 0.030 0.76 0.045 1.14 0.472 11.99 0.703 17.86 0.787 19.99 306 455 115

6 0.030 0.76 0.045 1.14 0.515 13.08 0.743 18.87 0.828 21.03 316 471 134

7 0.030 0.76 0.045 1.14 0.522 13.26 0.755 19.18 0.844 21.44 338 502 154

8 0.030 0.76 0.060 1.52 0.597 15.16 0.825 20.96 0.909 23.09 384 571 173

9 0.030 0.76 0.060 1.52 0.608 15.45 0.836 21.23 0.923 23.44 409 609 192

10 0.030 0.76 0.060 1.52 0.671 17.04 0.898 22.81 0.984 24.99 448 667 212

11 0.030 0.76 0.060 1.52 0.679 17.25 0.906 23.01 0.992 25.18 466 693 231

12 0.030 0.76 0.060 1.52 0.700 17.78 0.927 23.55 1.013 25.73 489 728 250

15 0.030 0.76 0.060 1.52 0.750 19.05 0.990 25.15 1.090 27.69 583 868 308

19 0.030 0.76 0.060 1.52 0.835 21.21 1.073 27.25 1.157 29.39 748 1113 385

20 0.030 0.76 0.060 1.52 0.850 21.59 1.105 28.07 1.189 30.20 766 1140 404

25 0.030 0.76 0.080 2.03 0.983 24.99 1.239 31.47 1.326 33.68 852 1268 501

30 0.030 0.76 0.080 2.03 1.060 26.92 1.311 33.30 1.399 35.53 995 1481 597

35 0.030 0.76 0.080 2.03 1.152 29.26 1.372 34.85 1.488 37.80 1066 1587 693

40 0.030 0.76 0.080 2.03 1.179 29.95 1.431 36.35 1.519 38.86 1224 1822 790

50 0.030 0.76 0.080 2.03 1.282 32.56 1.535 38.99 1.642 41.71 1468 2184 982

60 0.030 0.76 0.080 2.03 1.435 36.45 1.710 43.43 1.850 46.99 1613 2400 1175

80 0.030 0.76 0.080 2.03 1.604 40.74 1.954 49.63 2.094 53.18 2132 3173 1561

90 0.030 0.76 0.080 2.03 1.689 42.90 2.039 51.79 2.183 55.44 2347 3494 1753

*Canadian Electrical Code Table 5C will apply if cable is used for
power applications or the conductors are continuously loaded.
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TECK90 14 AWG 600 V FITTING SIZES

Number
of

Conductors

Fittings

Appleton T & B CMP Products Cooper
Crouse - Hinds

2 TMC5076 10464/ST050464 TCM050A TECK0502

3 TMC5076 10464/ST050464 TCM050A TECK0502

4 TMC5099 10465TB/ST050465 TCM075A TECK0503

5 TMC5099 10465TB/ST050465 TCM075A TECK0503

6 TMC5099 10465TB/ST050465 TCM075A TECK0503

7 TMC5099 10465TB/ST050465 TCM075A TECK0503

8 TMC5099 10466/ST050466 TCM075A TECK0504

9 TMC5099 10467/ST075467 TCM075A TECK0755

10 TMC75121 10467/ST075467 TCM075A TECK0755

11 TMC75121 10467/ST075467 TCM100A TECK0755

12 TMC75121 10467/ST075467 TCM100A TECK0755

15 TMC75121 10468/ST075468 TCM100A TECK0756

19 TMC75121 10468/ST075468 TCM100A TECK0756

20 TMC100138   10469/ST100469 TCM100A TECK0756

25 TMC100138 10469/ST100469 TCM125A TECK1007

30 TMC125163 10470/ST125470 TCM125A TECK1258

35 TMC125163 10550/ST125550 TCM150A TECK1258

40 TMC125163 10550/ST125550 TCM150A TECK1258

50 TMC125188 10471/ST125471 TCM150A TECK12510

60 TMC150200 10472/ST150472 TCM200SA TECK12510

80 TMC150200 10551/ST200551 TCM200A TECK15012

90 TMC200238 10474/ST200474 TCM200A TECK20014

*Canadian Electrical Code Table 5C will apply if cable is used for power applications
or the conductors are continuously loaded.

SELLING INFORMATION

Caution Notice
In case of fire, well maintained early warning smoke detectors will give an alarm long before nonmetallic coverings
become combustible.

However, in spite of the widespread and longstanding use of PVC in residential and commercial buildings, all
purchasers of PVC insulated/ jacketed products should be aware of the following:

Nonmetallic coverings of electrical cables can burn and may transmit fire when ignited.•
Burning nonmetallic coverings may emit acid gases which are toxic and may generate dense smoke.•
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Emission of acid gases may corrode metal in the vicinity; e.g. sensitive instruments and reinforcing rods in cement.•
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Precision products designed for optimum performance of cables controlling the
operation of all types of electrical equipment.
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STANDARDS

National UL 1569; UL 2225;
UL 44

Continuous Corrugated Aluminum Sheathed PL, MC & MV Industrial Cables

DESCRIPTION
Applications

CORFLEX®  cables  may  be  found  in  a  variety  of  industrial,  commercial  and  utility
applications. Chemical, oil and gas, and forestry industries plus commercial or high
rise buildings are areas in which CORFLEX® has gained acceptance.

Exceptional fire ratings (as per appropriate specifications), impactresistance, exiblity
and an impervious metallic sheath are key components of this design.

CORFLEX®  installation may be  in wet or dry  locations,  in  trays,  troughs, wireways,
directly buried or embedded in concrete. As well, it can be used in plenums (with no
outer coverings), ducts and other airways per NEC Article 300.22.

The 300 volt CORFLEX® PL cables can be installed in Class I, II, III & intrinsically safe
locations & Division 2 as per NEC (PLTC and ITC Rated).

CORFLEX® PL cables are suitable for control, signal, and instrumentation circuits with
300  volt  rating. The  cable  construction minimizes noise and  signal  interference  to
enhance  performance  in  instrumentation,  dataow,  computer  &  datalogging
applications especially in areas where high voltages or high currents are present.

The 600 volt and higher CORFLEX® cables can be installed in hazardous locations
designated Class I, II & III and Divisions 1 & 2 as per NEC (HL Rated).

CORFLEX® MC cables are designed for use on power and control circuits with 600
volt  rating.  Cables  are  suitable  for  use  as  feeders  and  branch  circuits  for  power,
control, lighting and signalling as per NEC Articles 330, 725 & 727.

CORFLEX® MV-105 orMC-HL cables are designed for use on power circuits.  Cables
are suitable for use as per NEC Article 328 as feeders and branch circuits.

CORFLEX® VFD  cables  are  designed  to  improve  the  operating  performance  of
variable  frequency  drive  systems.  The  600  volt  CORFLEX®  VFD  cables  provide
excellent shielding from high frequency noise that can interfere with data and control
signals. One of the advantages of the Nexans CORFLEX® sheath compared to other
constructions  is  that  the cable sheath provides a  long  term  low  resistance path  to
ground to protect the drive system. The cable grounds provide the best cancellation
and  lowest  net  injected  ground  current  into  the  drive  system,  protecting  against
common mode currents which impair the drive unit electronic performance and shorten
the drive's life span. Cable grounds, in combination with the aluminum sheath, ensure
a balanced, very low resistance path to ground to reduce the chance of motor failure
due to bearing currents.
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STANDARDS

National
UL 1569;UL 2225;UL 66

Part Number: MC

Armored Instrumentation Cable UL Type MC HL 600V, 90°C rated  LEAD FREE

DESCRIPTION
Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation:PVC/Nylon  type TFN  in  accordance with UL 66,  ame  retardant,  90oC
temperature rating.

Insulation shield:Aluminum foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.

Assembly:Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors.

Inner jacket:Polyvinyl  chloride  jacket,  over  cabled  core  as  per  UL  1569,  90°C
temperature  rating,  with  additional  resistance  to  fire  spread.  A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor:Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket:Overall black polyvinyl chloride jacket per UL 1569, 90°C temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Identification of Conductors

Pairs:black/white & number coded

Triads:black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
* Meets UL 66, TFN rated 90°C 600V conductors
* Meets UL 1569 requirements for Type MC, Metal Clad cables
* Meets UL 2225 for Hazardous Locations
* Designated Type MC as per NEC Article 330
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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MULTI PAIRS, 600 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

654988 2 15 4 0.319 40 0.405 0.594 50 0.699 218

654921 4 15 4 0.38 40 0.465 0.633 50 0.735 257

654947 8 15 4 0.517 50 0.621 0.836 50 0.940 373

654962 12 15 4 0.647 50 0.753 0.976 50 1.080 621

665250 16 15 4 0.731 50 0.837 1.142 50 1.247 817

662116 24 15 4 1.016 50 1.124 1.420 50 1.525 969

MULTI PAIRS, 600 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*645390 1 15 4 0.209 40 0.293 0.492 50 0.605 157

*659052 2 15 4 0.424 40 0.477 0.639 50 0.744 216

*645291 4 15 4 0.482 50 0.533 0.767 50 0.871 375

*659078 8 15 4 0.635 50 0.676 0.926 50 1.030 604

*650796 12 15 4 0.797 50 0.835 1.140 50 1.246 862

654889 16 15 4 0.882 50 0.983 1.320 50 1.431 1151

*654905 24 15 4 1.124 50 1.126 1.422 50 1.526 1432

650788 36 15 4 1.312 50 1.370 1.746 60 1.879 2121

* Stock Items

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
Armored Instrumentation Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 215 / 362

MULTI TRIADS, 600 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

Insulation
Thickness Nominal

Diameter
over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket

Thickness
(mils)

Nominal
Diameter

over 
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

PVC
(mils)

Nylon
(mils)

*654863 1 15 4 0.225 40 0.304 0.507 50 0.619 171

644344 4 15 4 0.484 50 0.587 0.798 50 0.900 300

670083 8 15 4 0.680 50 0.786 0.998 50 1.102 467

*670067 12 15 4 0.820 50 0.925 1.212 50 1.317 1007

* Stock items

ELECTRICAL PROPERTIES
600 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 74 148 63 156

16 4.18 86 172 87 180

PRODUCT FEATURES
UL listed as Marine Shipboard Cable (File E86139)•
UL listed as Type MV105 kV and 8 kV (File E66901)•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, IEC 3323 category a fire test, IEEE
1202 and CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC Type MV/MC•
Cables are marked "40°C" and are suitable for handling and installation down to 10°C (based on 40°C impact and
bend tests per UL 1569)

•

105°C Temperature Rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of moisture, gases and liquids•
Aluminum armor resistance exceeds requirements of the NEC Article 250.178 for equipment grounding conductor•
Excellent mechanical & physical properties•
Minimal noise and signal interference•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
Suitable for Class I, II and III, Divisions 1 & 2 as per NEC (HL Rated)•
Three symmetrical grounding conductors for PW M/VFD and other modern AC drive/motor applications•

SELLING INFORMATION
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Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurations•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National
UL 1569;UL 2225;UL 44

Part Number: PC

Armored Power and Control Cable UL Type MC HL, 600 V, 90°C rated  LEAD FREE

DESCRIPTION
Multiconductor 14 AWG to 10 AWG:Multiple conductors and composites, with ground
wire(s), continuous corrugated aluminum sheath, PVC jacket.

Construction

Conductor: Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Cross linked polyethylene type XHHW2 per UL 44.

Assembly: Conductors are cabled in concentric layers with or without grounding wire
(s), interstices are filled with suitable nonhygroscopic fillers, as required. A binder tape
of synthetic material assembles the core in an essentially round configuration.

Armor: Continuous corrugated aluminum sheath with no more than 0.2% trace copper
providing complete protection against liquid & gas ingress. It also provides excellent
mechanical protection, additional electrostatic shielding, and serves as an easy means
of grounding equipment.

Jacket: Overall black polyvinyl chloride jacket per UL 1569, 90ºC temperature rating;
low gas emission; limited ame spread and excellent corrosion resistance.

Conductor Identification see link below

Bending Radius

Fixed position: 7 x cable overall diameter
During pulling: 12 x cable overall diameter

Specifications

Meets UL 44, XHHW2 600 V conductors•
Meets UL 1569 requirements for Type MC, Metal Clad cables•
Meets UL 2225 for Hazardous Locations•
Designated Type MC as per NEC Article 330•
Meets CSA C22.2 No. 12308 for Aluminum Sheathed Cables•
Meets CSA C22.2 No. 174M1984 for Hazardous Locations•
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Product features

UL approved cables Type MC, 600 V; File No. E47409•
UL approved insulated conductors•
Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr, ICEA
T29520 fire test at 210,000 BTU/hr, IEC 3323 category A fire test, IEEE 1202 and
CSA FT4

•

Cables are American Bureau of Shipping (ABS) listed as CWC MC Type MC•
Cables  exhibit  a  low  temperature  rating  of  40ºC  impact  and  –40ºC  bend  with
suitable precautions

•

Temperature rating of 90ºC dry and wet•
130ºC emergency rating & 250ºC short circuit rating•
Continuous, impervious metallic sheath corrugated for exibility, prevents ingress of
moisture, gases and liquids

•

Aluminum sheath crosssection exceeds requirements of the NEC Section 250.122
for grounding conductor

•

Sheath provides good electronic shielding so that Corex® can be used in certain
instrumentation applications when adequately grounded

•

Excellent mechanical & physical properties•
Sunlight resistant jacket•
Suitable for direct burial and use in cable tray and embedment in concrete•
LEAD FREE•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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MULTICONDUCTORS, WITH BARE GOUND(S) ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

*670155 2 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*670142 3 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*317677 4 14(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

*318345 5 14(7w) 2.5553 2.6064 3.2583 0.0497 2.9542 15 15

*318352 7 14(7w) 2.5553 2.6064 3.2583 0.0545 2.9566 14 15

*318360 9 14(7w) 2.5553 2.6064 3.2583 0.0596 2.9585 14 15

*318378 12 14(7w) 2.5553 2.6064 3.2583 0.0641 2.9604 10 13

318386 15 14(7w) 2.5553 2.6064 3.2583 0.0666 2.9615 10 13

*318394 19 14(7w) 2.5553 2.6064 3.2583 0.0694 2.9627 10 13

*318402 25 14(7w) 2.5553 2.6064 3.2583 0.0743 2.9649 9 11

*318410 37 14(7w) 2.5553 2.6064 3.2583 0.0787 2.9668 8 10

*670156 2 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*670144 3 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*317693 4 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

*318436 5 12(7w) 1.6082 1.6404 2.0506 0.0475 1.8663 20 20

*318444 7 12(7w) 1.6082 1.6404 2.0506 0.0526 1.8685 18 20

*318451 9 12(7w) 1.6082 1.6404 2.0506 0.0574 1.8706 18 20

*318469 12 12(7w) 1.6082 1.6404 2.0506 0.0620 1.8726 13 15

318447 15 12(7w) 1.6082 1.6404 2.0506 0.0644 1.8736 13 15

318485 19 12(7w) 1.6082 1.6404 2.0506 0.0672 1.8749 13 15

318493 25 12(7w) 1.6082 1.6404 2.0506 0.0719 1.8769 11 14

318501 37 12(7w) 1.6082 1.6404 2.0506 0.0764 1.8789 10 12

670157 2 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*670146 3 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 30 30

*317719 4 10(7w) 1.0118 1.2902 1.2902 0.0332 1.1756 28 30

318527 5 10(7w) 1.0118 1.2902 1.2902 0.0454 1.1809 28 30

318535 7 10(7w) 1.0118 1.2902 1.2902 0.0507 1.1832 25 28

318543 9 10(7w) 1.0118 1.2902 1.2902 0.0579 1.1864 25 28

*318550 12 10(7w) 1.0118 1.2902 1.2902 0.0601 1.1874 18 20

665148 37 10(7w) 1.0118 1.2902 1.2902 0.0744 1.1936 14 16

* Stock Item

Notes:
1) Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors
in raceway or direct buried at 30°C ambiant temperature and 90°C conductor
temperature.  The overcurrent protection shall not exceed 15 amperes for
14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number
of conductors have been applied (NEC Article 240.4(D). For correction factors
for different ambient temperatures and ampacities at different conductor
temperatures, see NEC Table 310.15(B)(16). Ampacities for cables having
more than three conductors have been derated per NEC Article 310.15(B)(3)(a).

2) Three conductor cables with 3 grounds are also suitable for
VFD applications.
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MULTICONDUCTORS, WITH BARE GOUND(S) PHYSICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal 
Diameter

over
Core(in)

Nominal 
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal 
Diameter

over
Jacket(in)

Approx. 
Net

Cable
Weight
(lb/kft)

*670155 2 14(7w) 30 14(7w) 0.273 0.469 50 0.581 155

*670142 3 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

*317677 4 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

*318345 5 14(7w) 30 14(7w) 0.366 0.532 50 0.635 212

*318352 7 14(7w) 30 14(7w) 0.417 0.601 50 0.704 263

*318360 9 14(7w) 30 14(7w) 0.486 0.645 50 0.748 307

*318378 12 14(7w) 30 14(7w) 0.560 0.783 50 0.887 388

318386 15 14(7w) 30 14(7w) 0.610 0.811 50 0.915 443

*318394 19 14(7w) 30 14(7w) 0.669 0.921 50 1.028 572

*318402 25 14(7w) 30 14(7w) 0.797 1.005 50 1.111 691

*318410 37 14(7w) 30 14(7w) 0.933 1.218 50 1.323 986

*670156 2 12(7w) 30 12(7w) 0.345 0.512 50 0.614 185

*670144 3 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

*317693 4 12(7w) 30 12(7w) 0.385 0.550 50 0.653 239

*318436 5 12(7w) 30 12(7w) 0.414 0.599 50 0.702 280

*318444 7 12(7w) 30 12(7w) 0.478 0.640 50 0.744 338

*318451 9 12(7w) 30 12(7w) 0.551 0.777 50 0.881 437

*318469 12 12(7w) 30 12(7w) 0.639 0.828 50 0.932 502

318447 15 12(7w) 30 12(7w) 0.691 0.936 50 1.039 635

318485 19 12(7w) 30 12(7w) 0.760 0.981 50 1.085 743

318493 25 12(7w) 30 12(7w) 0.897 1.190 50 1.295 987

318501 37 12(7w) 30 12(7w) 1.059 1.374 50 1.478 1365

670157 2 10(7w) 30 10(7w) 0.360 0.527 50 0.632 231

*670146 3 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*317719 4 10(7w) 30 10(7w) 0.448 0.621 50 0.724 319

318527 5 10(7w) 30 10(7w) 0.479 0.641 50 0.743 364

318535 7 10(7w) 30 10(7w) 0.556 0.780 50 0.884 484

318543 9 10(7w) 30 10(7w) 0.693 0.936 50 1.040 630

*318550 12 10(7w) 30 10(7w) 0.744 0.971 50 1.074 732

665148 37 10(7w) 30 10(7w) 1.227 1.591 60 1.724 1984

*Stock Item
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COMPOSITE ELECTRICAL DATA

Part
Number

# of
Cond.

Cond.
Size

AWG/
kcmil

DC
Resistance

AC
Resistance

90ºC,
60 Hz
Ω/kft

Inductive
Reactance

(Ω/kft@
60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

(4) (3)

199760 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*290783 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

290791 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

290809 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

654277 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665025 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665027 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665028 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665035 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665020 12(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665021 12(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665022 12(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665023 12(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665037 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665038 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665039 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665040 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665042 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665044 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665045 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665046 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

665048 14(7w) 8(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

665049 14(7w) 6(7w) 0.4002 0.4082 0.5104 0.0328 0.4737 65 75

665050 14(7w) 4(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

665051 14(7w) 2(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

* Stock item

Notes:
1) Ampacities are based on NEC 2011 Table 310.15(B)(16) for not more than
three currentcarrying conductors (where the 4th conductor is the neutral of a
3phase, 4 wire system) in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).
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COMPOSITE PHYSICAL DATA

Part
Number

CONTROL
Size
AWG

Insulation
Thickness

mils

POWER
Size
AWG

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net Cable

Weight
(lbs/kft)

Composite - 3 POWER Conductors with 4X12 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

199760 12(7w) 30 10(7w) 30 10(7w) 0.540 0.772 50 0.876 425

*290783 12(7w) 30 8(7w) 45 10(7w) 0.664 0.917 50 1.026 565

290791 12(7w) 30 6(7w) 45 8(7w) 0.750 0.975 50 1.077 685

290809 12(7w) 30 4(7w) 45 8(7w) 0.845 1.149 50 1.254 926

654277 12(7w) 30 2(7w) 45 6(7w) 0.870 1.168 50 1.273 1198

Composite - 3 POWER Conductors with 3X12 AWG CONTROL  Conductors and 1 Bare Ground
(3) (3)

665024 12(7w) 30 10(7w) 30 10(7w) 0.494 0.750 50 0.854 396

665025 12(7w) 30 8(7w) 45 10(7w) 0.590 0.800 50 0.904 473

665027 12(7w) 30 6(7w) 45 8(7w) 0.695 0.937 50 1.041 665

665028 12(7w) 30 4(7w) 45 8(7w) 0.735 0.964 50 1.068 807

665035 12(7w) 30 2(7w) 45 6(7w) 0.860 1.160 50 1.265 1170

Composite - 4 POWER Conductors with 4X12 AWG CONTROL  Conductors and 1 Bare Ground
(4) (4)

665019 12(7w) 30 10(7w) 30 10(7w) 0.560 0.782 50 0.886 463

665020 12(7w) 30 8(7w) 45 10(7w) 0.659 0.914 50 1.024 630

665021 12(7w) 30 6(7w) 45 8(7w) 0.725 0.958 50 1.062 778

665022 12(7w) 30 4(7w) 45 8(7w) 0.807 1.012 50 1.117 993

665023 12(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1436

Composite - 3 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (3)

665036 14(7w) 30 10(7w) 30 10(7w) 0.510 0.754 50 0.860 387

665037 14(7w) 30 8(7w) 45 10(7w) 0.610 0.811 50 0.915 478

665038 14(7w) 30 6(7w) 45 8(7w) 0.700 0.941 50 1.045 640

665039 14(7w) 30 4(7w) 45 8(7w) 0.730 0.961 50 1.064 799

665040 14(7w) 30 2(7w) 45 6(7w) 0.820 1.128 50 1.240 1165

Composite - 3 POWER Conductors with 3 X14 AWG CONTROL Conductors and 1 Bare Ground
(3) (3)

665041 14(7w) 30 10(7w) 30 10(7w) 0.470 0.635 50 0.738 340

665042 14(7w) 30 8(7w) 45 10(7w) 0.591 0.800 50 0.904 457

665044 14(7w) 30 6(7w) 45 8(7w) 0.670 0.921 50 1.028 641

665045 14(7w) 30 4(7w) 45 8(7w) 0.770 0.987 50 1.091 788

665046 14(7w) 30 2(7w) 45 6(7w) 0.885 1.180 50 1.285 1146

Composite - 4 POWER Conductors with 4 X14 AWG CONTROL Conductors and 1 Bare Ground
(4) (4)

665047 14(7w) 30 10(7w) 30 10(7w) 0.550 0.776 50 0.880 428

665048 14(7w) 30 8(7w) 45 10(7w) 0.645 0.831 50 0.935 535

665049 14(7w) 30 6(7w) 45 8(7w) 0.695 0.938 50 1.042 749

665050 14(7w) 30 4(7w) 45 8(7w) 0.787 0.999 50 1.103 953

665051 14(7w) 30 2(7w) 45 6(7w) 0.927 1.214 50 1.319 1401

*Stock Item
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3 CONDUCTORS WITH 3 BARE GROUNDS* ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance

AC
Resistance

90ºC,
60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC Ω/kft 25ºC Ω/kft 75ºC 90ºC

670142 14(7w) 3x18(7w) 2.5553 2.6064 3.2583 0.0376 2.9489 15 15

670144 12(7w) 3x16(7w) 1.6082 1.6404 2.0506 0.0353 1.8610 20 20

670146 10(7w) 3x14(7w) 1.0118 1.0320 1.2902 0.0332 1.1756 30 30

*670148 8(7w) 3x14(7w) 0.6361 0.6488 0.8111 0.0348 0.7452 50 55

*670149 6(7w) 3x12(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*670150 4(7w) 3x12(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*670151 2(7w) 3x10(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

670152 1(19w) 3x10(7w) 0.1255 0.1280 0.1603 0.0288 0.1568 130 145

*670153 1/0(19w) 3x10(7w) 0.0999 0.1019 0.1278 0.0281 0.1272 150 170

*670118 2/0(19w) 3x10(7w) 0.0797 0.0813 0.1021 0.0280 0.1041 175 195

*670119 3/0(19w) 3x8(7w) 0.0629 0.0642 0.0808 0.0275 0.0847 200 225

*670120 4/0(19w) 3x8(7w) 0.0497 0.0507 0.0641 0.0271 0.0695 230 260

*670121 250(37w) 3x8(7w) 0.0424 0.0432 0.0584 0.0263 0.0608 255 290

*670122 350(37w) 3x6(7w) 0.0301 0.0307 0.0395 0.0263 0.0470 310 350

*670123 500(37w) 3x6(7w) 0.0212 0.0216 0.0290 0.0250 0.0367 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors in raceway, cable, or earth (direct buried), based on
an ambient temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the
ampacity correction factors where the ambient temperature is other than 30°C (86°F).
2) Three conductor cables with 3 ground wires are also excellent for use with variable
frequency drives.  In addition to UL, these 3conductor constructions are also certified
to CSA C22.2 No. 123 and CSA C22.2 No. 174.
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3 CONDUCTORS WITH 3 BARE GROUNDS* PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

670142 14(7w) 30 3x18(7w) 0.390 0.555 50 0.660 200

670144 12(7w) 30 3x16(7w) 0.340 0.555 50 0.660 226

670146 10(7w) 30 3x14(7w) 0.450 0.620 50 0.725 312

*670148 8(7w) 45 3x14(7w) 0.520 0.750 50 0.838 413

*670149 6(7w) 45 3x12(7w) 0.600 0.802 50 0.905 542

*670150 4(7w) 45 3x12(7w) 0.700 0.937 50 1.039 735

*670151 2(7w) 45 3x10(7w) 0.830 1.127 50 1.232 1097

670152 1(19w) 55 3x10(7w) 0.950 1.230 50 1.320 1330

*670153 1/0(19w) 55 3x10(7w) 1.040 1.350 50 1.473 1592

*670118 2/0(19w) 55 3x10(7w) 1.126 1.422 50 1.510 1882

*670119 3/0(19w) 55 3x8(7w) 1.250 1.606 60 1.739 2400

*670120 4/0(19w) 55 3x8(7w) 1.360 1.734 60 1.867 2910

*670121 250(37w) 65 3x8(7w) 1.477 1.925 60 2.058 3316

*670122 350(37w) 65 3x6(7w) 1.685 2.028 60 2.162 4375

*670123 500(37w) 65 3x6(7w) 1.954 2.340 75 2.504 6026

*Stock Item
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4 CONDUCTORS WITH 1 BARE GROUND ELECTRICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Ground
Wire
Size
AWG

DC
Resistance AC

Resistance
90ºC,

60 Hz Ω/kft

Inductive
Reactance

(Ω/kft
@60Hz)

Voltage
Drop

V/(A.Kft)

Ampacities
Note 1

20ºC
Ω/kft

25ºC
Ω/kft 75ºC 90ºC

317677 14(7w) 14(7w) 2.5553 2.6064 3.2583 0.0375 2.9307 15 15

317693 12(7w) 12(7w) 1.6082 1.6404 2.0506 0.0353 1.8510 20 20

317719 10(7w) 10(7w) 1.0118 1.0320 1.2902 0.0332 1.1758 30 30

*317735 8(7w) 10(7w) 0.6361 0.6488 0.8111 0.0348 0.7472 50 55

*317750 6(7w) 8(7w) 0.4002 0.4082 0.5104 0.0329 0.4737 65 75

*317776 4(7w) 8(7w) 0.2516 0.2566 0.3209 0.0312 0.3024 85 95

*317792 2(7w) 6(7w) 0.1574 0.1605 0.2009 0.0299 0.1938 115 130

698571 1(19w) 6(7w) 0.1255 0.1280 0.1603 0.0288 0.1567 130 145

317818 1/0(19w) 6(7w) 0.0999 0.1019 0.1278 0.0283 0.1268 150 170

*317834 2/0(19w) 6(7w) 0.0790 0.0806 0.1011 0.0281 0.1033 175 195

660631 3/0(19w) 4(7w) 0.0627 0.0640 0.0804 0.0276 0.0844 200 225

*317867 4/0(19w) 4(7w) 0.0497 0.0507 0.0641 0.0271 0.0694 230 260

670577 250(37w) 4(7w) 0.0424 0.0432 0.0584 0.0264 0.0607 255 290

*317891 350(37w) 3(7w) 0.0301 0.0307 0.0395 0.0263 0.0468 310 350

*317917 500(37w) 2(7w) 0.0212 0.0216 0.0282 0.0250 0.0363 380 430

*Stock Item

Notes:
1) Ampacities are based on NEC Table 310.15(B)(16) for not more than three
currentcarrying conductors (where the 4th conductor is the neutral of a 3phase,
4 wire system) in raceway, cable, or earth (direct buried), based on an ambient
temperature of 30°C (86°F). Refer to NEC Table 310.15(B)(2) for the ampacity
correction factors where the ambient temperature is other than 30°C (86°F).

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
Armored Power and Control Cable

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 226 / 362

4 CONDUCTORS WITH 1 BARE GROUND PHYSICAL DATA

Part
Number

Cond.
Size

AWG/
kcmil

Insulation
Thickness

mils

Ground
Wire
Size
AWG

Nominal
Diameter

over
Core(in)

Nominal
Diameter

over
Sheath(in)

Jacket
Thickness

mils

Nominal
Diameter

over
Jacket(in)

Approx.
Net

Cable
Weight
(lb/kft)

317677 14(7w) 30 14(7w) 0.336 0.503 50 0.606 191

317693 12(7w) 30 12(7w) 0.396 0.549 50 0.652 245

317719 10(7w) 30 10(7w) 0.450 0.620 50 0.730 320

*317735 8(7w) 45 10(7w) 0.585 0.795 50 0.900 465

*317750 6(7w) 45 8(7w) 0.680 0.930 50 1.027 675

*317776 4(7w) 45 8(7w) 0.782 0.995 50 1.095 892

*317792 2(7w) 45 6(7w) 0.927 1.214 50 1.320 1332

698571 1(19w) 55 6(7w) 1.041 1.361 50 1.466 1628

317818 1/0(19w) 55 6(7w) 1.134 1.427 50 1.525 1922

*317834 2/0(19w) 55 6(7w) 1.238 1.598 60 1.732 2393

660631 3/0(19w) 55 4(7w) 1.356 1.730 60 1.865 2975

*317867 4/0(19w) 55 4(7w) 1.500 1.936 60 2.069 3605

670577 250(37w) 65 4(7w) 1.653 2.012 60 2.147 4110

*317891 350(37w) 65 3(7w) 1.889 2.230 75 2.387 5617

*317917 500(37w) 65 2(7w) 2.196 2.694 75 2.861 7892

*Stock Item

CONDUCTOR IDENTIFICATION

Power and control:
Multiconductor 14 AWG to 10 AWG:
Method #1E2 per ICEA S73532
3 conductor 8 AWG to 2 AWG:
Method #1E2 per ICEA S73532,
3 conductor 1 AWG to 500 kcmil:
Method 4 per ICEA S73532
2 & 4 conductor 8 AWG to 750 kcmil:
Method #4 per ICEA S73532

Composite power and control:
Power conductors:
Method #4 per ICEA S73532
Control conductors:
Method #1E2 per ICEA S73532

SELLING INFORMATION

Options
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The following constructions can be provided on special orders:

Aluminum conductors•
Extra ground wires•
Special color or number coding•
Specially colored jackets•

UL 1309 listing and marking•
Other constructions and combinations (some manufacturing restrictions apply)•
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STANDARDS

National UL 13;UL 2250

Part Number: PL

Armored  Instrumentation Cable UL Type PLTC &  ITC, 300 V, 105°C  rated   LEAD
FREE

DESCRIPTION
Application

Single or multiple individually shielded pairs or triads, overall cable shield, PVC inner
jacket, continuous corrugated and welded, impervious aluminum sheath, PVC jacket

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance with ASTM B8.

Insulation: Polyvinyl chloride  in accordance with UL 13 and 2250, ame retardant,
105°C temperature rating.

Insulation shield:Aluminum  foil/polyester shield helically wrapped  to provide 100%
coverage and tinned copper drain wire that is two gauge sizes smaller than the circuit
conductors.  These shields are electrically isolated from each other.

Assembly: Pairs/triads  are  cabled  in  concentric  layers  with  interstices  filled  with
suitable  nonhygroscopic  fillers,  as  required.  A  binder  tape  of  synthetic  material
assembles the core in an essentially round configuration.

Overall cable shield: Aluminum foil/polyester shield helically wrapped to provide 100%
coverage and tinned copper drain wire that is the same size as the circuit conductors,
with the exception of single pair/triad constructions where the drain wire is two gauge
sizes smaller than the circuit conductors.

Inner jacket:Polyvinyl chloride jacket, over cabled core as per UL 13 and UL 2250, 90°
C  temperature  rating,  with  additional  resistance  to  fire  spread. A  rip  cord  is  laid
longitudinally under the jacket to facilitate stripping.

Armor: Continuous corrugated and welded, impervious aluminum sheath with no more
than 0.2% trace copper providing complete protection against liquid and gas ingress. It
also provides excellent mechanical protection, additional electrostatic shielding, and
serves as an easy means of grounding equipment.

Jacket: Overall  black  polyvinyl  chloride  jacket  per  UL  13  and  UL  2250,  90°C
temperature  rating;  low  acid  gas  emission;  limited  ame  spread  and  excellent
corrosion resistance.

Conductor Identification

Pairs: black/white & number coded

Triads: black/white/red & number coded

Bending Radius

Fixed position:7 x cable overall diameter

During pulling:12 x cable overall diameter

Specifications
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* Meets UL 13 and UL 2250, rated 105°C 300 V conductor
*  Meets  UL  requirements  for  Type  PLTC,  power  limited  circuit  cable  and  ITC,
instrumentation tray cable
* Designated Type PLTC,Power Limited Tray Cable, per NEC Article 725 and  ITC,
Instrumentation Tray Cable, per NEC Article 727.

* Cables are American Bureau of Shipping (ABS) listed as CWC MC Type PLTC.

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=13333


Industrial Wire & Cables
CORFLEX® PL

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 230 / 362

MULTI PAIRS, 300 V - 18 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665101 2 15 0.277 50 0.363 0.529 50 0.632 225

665102 4 15 0.329 50 0.435 0.613 50 0.715 250

*068718 8 15 0.421 50 0.527 0.763 50 0.867 430

665103 12 15 0.562 60 0.688 0.933 50 1.037 565

665104 16 15 0.634 60 0.760 0.981 50 1.085 735

665105 20 15 0.699 70 0.824 1.132 50 1.241 760

665106 24 15 0.782 70 0.929 1.215 50 1.320 1040

665107 36 15 0.941 70 1.084 1.392 50 1.492 1108

* Stock items

MULTI PAIRS, 300 V - 16 AWG (7W) SPOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

*066555 1 15 0.185 35 0.259 0.460 50 0.566 125

*066571 2 15 0.315 50 0.421 0.604 50 0.706 260

*066597 4 15 0.376 50 0.502 0.749 50 0.856 355

*066605 8 15 0.504 60 0.630 0.822 50 0.926 555

*066613 12 15 0.644 60 0.767 0.985 50 1.086 770

665108 16 15 0.727 70 0.853 1.155 50 1.260 816

665109 20 15 0.801 70 0.947 1.230 50 1.335 1150

*066647 24 15 0.897 70 1.043 1.363 50 1.467 1180

665110 36 15 1.079 80 1.227 1.591 60 1.725 1850

*Stock items
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MULTI TRIADS, 300 V - 16 AWG (7W) STOS

Part
Number

# of
Pairs 

PVC
Insulation
Thickness

(mils)

Nominal
Diameter

over
Core

(inches) 

Inner 
Jacket

Thickness
(mils)

Nominal 
Diameter

over
Inner

Jacket
(inches) 

Nominal
Diameter

over
Sheath
(inches)

Outer 
Jacket 

Thickness
(mils)

Nominal 
Diameter

over
Outer
Jacket

(inches)

Approximate
Net

Cable
Weight
(lb/kft)

665111 1 15 .199 35 .275 .460 50 .567 140

*083410 4 15 .428 50 .533 .789 50 .894 400

665112 8 15 .605 60 .730 .961 50 1.284 617

665113 12 15 .785 70 .896 1.181 50 1.348 905

665114 16 15 .834 70 .981 1.370 50 1.478 1200

665115 24 15 1.078 70 1.226 1.590 90 1.786 1632

*Stock items

ELECTRICAL PROPERTIES
300 V Shielded Pairs / Triads with an overall Cable Shield

Conductor
Size

(AWG)

DC
Resistance
20°C Ω/kft

Capacitance

Pairs Triads

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

Conductor
Conductor

(pf/ft)

Conductor
Shield
(pf/ft)

18 6.64 61 122 64 125

16 4.18 72 143 76 147

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Different conductor size•
Different pair or triad configurartions•
Specially colored jackets•
Other constructions and combinations (some manufacturing restrictions apply)•
UL 1309 listing and marking•
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STANDARDS

National UL 13; UL 2250

Instrumentation PLTC / ITC, 300 V, PVC, 105°C  LEAD FREE, Unshielded Pairs or
Triads with Overall Shield, Shielded Pairs or Triads with Overall Shield, Type PLTC 
UL 13  Type ITC  UL 2250

DESCRIPTION
Applications

The 300 V Instrumentation Cables are dual listed as Type PLTC per UL 13 and Type
ITC per UL 2250. These cables are suitable for installations as outlined in NEC Article
725 for Type PLTC cables and NEC Article 727 for Type ITC cables. They are also a
suitable substitute for General purpose Class 2 (CL2X) and Class 3 (CL3) wiring, as
well as Dwelling unit Class 2 (CL2X) and Class 3 (CL3X) wiring as per NEC Article
725.

NEXANS Instrumentation Cables is LEAD FREE and RoHS compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:Polyvinyl chloride in accordance with UL 13 and UL 2250, ame retardant,
105°C temperature rating.

Insulation Shield(on shielded pair/triad constructions):  Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Communication Wire:   Orange communication wire  is provided for calibration on 4
pair / triad and higher.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture  resistant, sequentially  length marked, black,
ame  retardant  polyvinyl  chloride material. A nylon  ripcord  is  included  for  ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads:black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

 

Tinned copper conductors.•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath armor and an outer PVC jacket.

•

Interlocked aluminum armor with or without an additional outer PVC jacket.•
Direct Burial listed cable (when ordered as ITC/DB)•
Conductors with alternate color / identification codes•
Alternate jacket colors•

 

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=16161


Industrial Wire & Cables
Individual and Overall Shielded Pairs

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 234 / 362

STANDARDS

National UL 13; UL 2250

Part Number: Instrumentation Cable

DESCRIPTION
Applications

The 300 V Instrumentation Cables are dual listed as Type PLTC per UL 13 and Type
ITC per UL 2250. These cables are suitable for installations as outlined in NEC Article
725 for Type PLTC cables and NEC Article 727 for Type ITC cables. They are also a
suitable substitute for General purpose Class 2 (CL2X) and Class 3 (CL3) wiring, as
well as Dwelling unit Class 2 (CL2X) and Class 3 (CL3X) wiring as per NEC Article
725.

NEXANS Instrumentation Cables is LEAD FREE and RoHS compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:Polyvinyl chloride in accordance with UL 13 and UL 2250, ame retardant,
105°C temperature rating.

Insulation Shield(on shielded pair/triad constructions):  Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Communication Wire:   Orange communication wire  is provided for calibration on 4
pair / triad and higher.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture  resistant, sequentially  length marked, black,
ame  retardant  polyvinyl  chloride material. A nylon  ripcord  is  included  for  ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads:black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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INSTRUMENTATION PLTC / ITC, SHIELDED PAIRS WITH AN OVERALL SHIELD
(SPOS), 300V

Part
Number

# of
Pairs

Conductor
Size

Insulation
Thickness Jacket Thickness Nominal Diameter

over Jacket
Approximate Net

Cable Weight
Maximum

Pulling Tension
AWG mils mm inches mm inches mm lb/kft kg/km lbf N

669705 2 20 (7) 12 0.30 42 1.07 0.349 8.86 66 98 38 169

669820 4 20 (7) 12 0.30 52 1.32 0.423 10.74 101 150 73 325

669697 8 20 (7) 12 0.30 52 1.32 0.543 13.79 170 253 137 609

 10 20 (7) 12 0.30 62 1.57 0.654 16.61 220 327 172 765

671263 12 20 (7) 12 0.30 62 1.57 0.674 17.12 250 372 209 930

671362 16 20 (7) 12 0.30 62 1.57 0.747 18.97 316 470 274 1219

 20 20 (7) 12 0.30 62 1.57 0.827 21.01 382 568 343 1526

671370 24 20 (7) 12 0.30 72 1.83 0.939 23.85 466 693 416 1850

671388 36 20 (7) 12 0.30 72 1.83 1.071 27.20 655 975 617 2745

671396 50 20 (7) 12 0.30 82 2.08 1.278 32.46 902 1342 859 3821

669671 2 18 (7) 15 0.38 52 1.32 0.382 9.70 84 125 60 267

669689 4 18 (7) 15 0.38 52 1.32 0.443 11.25 121 180 115 512

669721 8 18 (7) 15 0.38 62 1.57 0.577 14.66 211 314 217 965

 10 18 (7) 15 0.38 62 1.57 0.720 18.29 285 424 273 1214

669713 12 18 (7) 15 0.38 62 1.57 0.743 18.87 327 487 333 1481

671404 16 18 (7) 15 0.38 62 1.57 0.824 20.93 415 618 435 1935

 20 18 (7) 15 0.38 72 1.83 0.935 23.75 521 775 545 2424

671412 24 18 (7) 15 0.38 72 1.83 1.038 26.37 614 914 660 2936

671420 36 18 (7) 15 0.38 72 1.83 1.187 30.15 870 1295 980 4359

671081 50 18 (7) 15 0.38 82 2.08 1.417 35.99 1201 1787 1363 6063

671222 2 16 (7) 15 0.38 52 1.32 0.446 11.33 120 179 96 427

671230 4 16 (7) 15 0.38 52 1.32 0.516 13.11 174 259 183 814

671248 8 16 (7) 15 0.38 62 1.57 0.690 17.53 317 472 346 1539

 10 16 (7) 15 0.38 62 1.57 0.808 20.52 388 577 434 1931

671255 12 16 (7) 15 0.38 62 1.57 0.834 21.18 449 668 529 2353

671438 16 16 (7) 15 0.38 72 1.83 0.948 24.08 592 881 692 3078

 20 16 (7) 15 0.38 72 1.83 1.053 26.75 721 1073 868 3861

671446 24 16 (7) 15 0.38 72 1.83 1.171 29.74 852 1268 1051 4675

671453 36 16 (7) 15 0.38 82 2.08 1.362 34.59 1245 1853 1560 6939

671487 50 16 (7) 15 0.38 82 2.08 1.603 40.72 1684 2506 2170 9653

SELLING INFORMATION
Options

The following constructions can be provided on special orders:
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Tinned copper conductors.•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath armor and an outer PVC jacket.

•

Interlocked aluminum armor with or without an additional outer PVC jacket.•
Direct Burial listed cable (when ordered as ITC/DB)•
Conductors with alternate color / identification codes•
Alternate jacket colors•
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STANDARDS

National UL 13; UL 2250

Part Number: Instrumentation Cable

DESCRIPTION
Applications

The 300 V Instrumentation Cables are dual listed as Type PLTC per UL 13 and Type
ITC per UL 2250. These cables are suitable for installations as outlined in NEC Article
725 for Type PLTC cables and NEC Article 727 for Type ITC cables. They are also a
suitable substitute for General purpose Class 2 (CL2X) and Class 3 (CL3) wiring, as
well as Dwelling unit Class 2 (CL2X) and Class 3 (CL3X) wiring as per NEC Article
725.

NEXANS Instrumentation Cables is LEAD FREE and RoHS compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:Polyvinyl chloride in accordance with UL 13 and UL 2250, ame retardant,
105°C temperature rating.

Insulation Shield(on shielded pair/triad constructions):  Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Communication Wire:   Orange communication wire  is provided for calibration on 4
pair / triad and higher.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture  resistant, sequentially  length marked, black,
ame  retardant  polyvinyl  chloride material. A nylon  ripcord  is  included  for  ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads:black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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SHIELDED TRIADS WITH AN OVERALL SHIELD (STOS), 300V

Part
Number

# of
Triads

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling
Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
 2 20 (7) 12 0.30 42 1.07 0.357 9.07 77 115 46 204

693770 4 20 (7) 12 0.30 52 1.32 0.433 11 122 182 97 432

693788 8 20 (7) 12 0.30 52 1.32 0.556 14.12 212 315 194 863

 10 20 (7) 12 0.30 62 1.57 0.670 17.02 272 405 237 1054

693796 12 20 (7) 12 0.30 62 1.57 0.690 17.53 313 466 283 1259

693804 16 20 (7) 12 0.30 62 1.57 0.765 19.43 399 594 380 1690

 20 20 (7) 12 0.30 62 1.57 0.849 21.56 485 722 474 2108

 24 20 (7) 12 0.30 72 1.83 0.963 24.46 591 880 571 2540

 36 20 (7) 12 0.30 72 1.83 1.099 27.91 841 1252 854 3799

 50 20 (7) 12 0.30 82 2.08 1.275 32.39 1155 1719 1185 5271

 2 18 (7) 15 0.38 52 1.32 0.431 10.95 108 161 73 325

669495 4 18 (7) 15 0.38 52 1.32 0.476 12.09 160 238 154 685

676403 8 18 (7) 15 0.38 62 1.57 0.635 16.13 293 436 308 1371

 10 18 (7) 15 0.38 62 1.57 0.741 18.82 360 536 376 1674

671054 12 18 (7) 15 0.38 62 1.57 0.764 19.41 416 619 449 1998

 16 18 (7) 15 0.38 62 1.57 0.849 21.56 533 793 603 2684

 20 18 (7) 15 0.38 72 1.83 0.963 24.46 671 999 753 3348

671040 24 18 (7) 15 0.38 72 1.83 1.070 27.18 793 1180 907 4033

669929 36 18 (7) 15 0.38 72 1.83 1.224 31.09 1137 1692 1356 6032

 50 18 (7) 15 0.38 82 2.08 1.420 36.07 1565 2329 1882 8370

 2 16 (7) 15 0.38 52 1.32 0.460 11.68 146 217 116 517

671271 4 16 (7) 15 0.38 52 1.32 0.533 13.53 221 329 245 1091

671693 8 16 (7) 15 0.38 62 1.57 0.713 18.11 410 610 491 2182

 10 16 (7) 15 0.38 62 1.57 0.836 21.23 504 750 599 2665

672063 12 16 (7) 15 0.38 62 1.57 0.863 21.92 587 874 715 3181

 16 16 (7) 15 0.38 72 1.83 0.981 24.92 777 1156 960 4272

 20 16 (7) 15 0.38 72 1.83 1.089 27.66 953 1418 1198 5329

631846 24 16 (7) 15 0.38 72 1.83 1.212 30.78 1130 1682 1443 6420

 36 16 (7) 15 0.38 82 2.08 1.410 35.81 1660 2470 2159 9602

 50 16 (7) 15 0.38 82 2.08 1.613 40.97 2252 3351 2995 13323

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=16161


Industrial Wire & Cables
Individual and Overall Shielded Triads

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 241 / 362

 

Tinned copper conductors.•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath armor and an outer PVC jacket.

•

Interlocked aluminum armor with or without an additional outer PVC jacket.•
Direct Burial listed cable (when ordered as ITC/DB)•
Conductors with alternate color / identification codes•
Alternate jacket colors•
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STANDARDS

National UL 13; UL 2250

Part Number: Instrumentation Cable

DESCRIPTION
Applications

The 300 V Instrumentation Cables are dual listed as Type PLTC per UL 13 and Type
ITC per UL 2250. These cables are suitable for installations as outlined in NEC Article
725 for Type PLTC cables and NEC Article 727 for Type ITC cables. They are also a
suitable substitute for General purpose Class 2 (CL2X) and Class 3 (CL3) wiring, as
well as Dwelling unit Class 2 (CL2X) and Class 3 (CL3X) wiring as per NEC Article
725.

NEXANS Instrumentation Cables is LEAD FREE and RoHS compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:Polyvinyl chloride in accordance with UL 13 and UL 2250, ame retardant,
105°C temperature rating.

Insulation Shield(on shielded pair/triad constructions):  Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Communication Wire:   Orange communication wire  is provided for calibration on 4
pair / triad and higher.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture  resistant, sequentially  length marked, black,
ame  retardant  polyvinyl  chloride material. A nylon  ripcord  is  included  for  ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads:black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=16161
http://www.nexans.us/eservice/DirectToProduct.nx?CZ=US&language=en&OID=540170348


Industrial Wire & Cables
Overall Shielded Pairs

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version 3.0 Generated 3/28/18 www.nexans.us Page 243 / 362

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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UNSHIELDED PAIRS WITH AN OVERALL SHIELD (POS), 300V

Part
Number

# of
Pairs

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling
Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
669606 1 20 (7) 12 0.30 37 0.94 0.212 5.38 27 40 16 73

 2 20 (7) 12 0.30 37 0.94 0.264 6.71 49 73 33 145

671206 4 20 (7) 12 0.30 42 1.07 0.353 8.97 74 110 57 254

671219 8 20 (7) 12 0.30 52 1.32 0.485 12.32 133 198 106 472

 10 20 (7) 12 0.30 52 1.32 0.529 13.44 158 235 131 581

671180 12 20 (7) 12 0.30 52 1.32 0.570 14.48 182 271 163 726

671305 16 20 (7) 12 0.30 62 1.57 0.662 16.81 243 362 212 944

676494 20 20 (7) 12 0.30 62 1.57 0.726 18.44 291 433 261 1162

671313 24 20 (7) 12 0.30 62 1.57 0.783 19.89 338 503 318 1416

671339 36 20 (7) 12 0.30 72 1.83 0.951 24.16 495 737 473 2105

671347 50 20 (7) 12 0.30 72 1.83 1.095 27.81 658 979 653 2904

669614 1 18 (7) 15 0.38 37 0.94 0.230 5.84 34 51 26 115

669739 2 18 (7) 15 0.38 42 1.07 0.302 7.67 67 100 52 231

671123 4 18 (7) 15 0.38 52 1.32 0.413 10.49 105 156 91 404

669633 8 18 (7) 15 0.38 52 1.32 0.541 13.74 176 262 168 749

 10 18 (7) 15 0.38 52 1.32 0.592 15.04 211 314 207 922

671115 12 18 (7) 15 0.38 62 1.57 0.670 17.02 258 384 259 1153

676411 16 18 (7) 15 0.38 62 1.57 0.742 18.85 326 485 337 1499

 20 18 (7) 15 0.38 62 1.57 0.851 21.62 393 585 415 1845

671107 24 18 (7) 15 0.38 72 1.83 0.901 22.89 476 708 505 2248

671099 36 18 (7) 15 0.38 72 1.83 1.071 27.2 675 1005 752 3344

671065 50 18 (7) 15 0.38 72 1.83 1.236 31.39 901 1341 1037 4612

669580 1 16 (7) 15 0.38 37 0.94 0.254 6.45 47 70 41 184

671156 2 16 (7) 15 0.38 42 1.07 0.339 8.61 91 135 83 367

671198 4 16 (7) 15 0.38 52 1.32 0.464 11.79 142 211 144 643

671164 8 16 (7) 15 0.38 62 1.57 0.633 16.08 256 381 268 1194

 10 16 (7) 15 0.38 62 1.57 0.693 17.60 307 457 330 1469

671172 12 16 (7) 15 0.38 62 1.57 0.748 19.00 357 531 413 1836

672220 16 16 (7) 15 0.38 62 1.57 0.844 21.44 454 676 537 2387

 20 16 (7) 15 0.38 72 1.83 0.949 24.10 570 848 660 2938

671297 24 16 (7) 15 0.38 72 1.83 1.026 26.06 667 993 805 3581

671131 36 16 (7) 15 0.38 72 1.83 1.224 31.09 956 1423 1197 5325

671149 50 16 (7) 15 0.38 82 2.08 1.437 36.50 1314 1955 1651 7345
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

 

Tinned copper conductors.•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath armor and an outer PVC jacket.

•

Interlocked aluminum armor with or without an additional outer PVC jacket.•
Direct Burial listed cable (when ordered as ITC/DB)•
Conductors with alternate color / identification codes•
Alternate jacket colors•
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STANDARDS

National UL 13; UL 2250

Part Number: Instrumentation Cable

DESCRIPTION
Applications

The 300 V Instrumentation Cables are dual listed as Type PLTC per UL 13 and Type
ITC per UL 2250. These cables are suitable for installations as outlined in NEC Article
725 for Type PLTC cables and NEC Article 727 for Type ITC cables. They are also a
suitable substitute for General purpose Class 2 (CL2X) and Class 3 (CL3) wiring, as
well as Dwelling unit Class 2 (CL2X) and Class 3 (CL3X) wiring as per NEC Article
725.

NEXANS Instrumentation Cables is LEAD FREE and RoHS compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:Polyvinyl chloride in accordance with UL 13 and UL 2250, ame retardant,
105°C temperature rating.

Insulation Shield(on shielded pair/triad constructions):  Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Communication Wire:   Orange communication wire  is provided for calibration on 4
pair / triad and higher.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture  resistant, sequentially  length marked, black,
ame  retardant  polyvinyl  chloride material. A nylon  ripcord  is  included  for  ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads:black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 300 V
Usage characteristics

Maximum operating temperature 105 °C
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INSTRUMENTATION PLTC/ITC, UNSHIELDED TRIADS WITH AN OVERALL SHIELD
(TOS), 300 V

Part
Number

# of
Triads

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maxiumum
Pulling
Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
669747 1 20 (7) 12 0.30 37 0.94 0.222 5.64 33 49 24 109

 2 20 (7) 12 0.30 42 1.07 0.357 9.07 70 104 41 181

 4 20 (7) 12 0.30 52 1.32 0.433 11 107 159 82 363

 8 20 (7) 12 0.30 52 1.32 0.556 14.12 181 269 163 726

 10 20 (7) 12 0.30 62 1.57 0.670 17.02 233 347 196 871

 12 20 (7) 12 0.30 62 1.57 0.690 17.53 266 396 237 1053

 16 20 (7) 12 0.30 62 1.57 0.765 19.43 336 500 318 1416

 20 20 (7) 12 0.30 62 1.57 0.849 21.56 406 604 392 1742

 24 20 (7) 12 0.30 72 1.83 0.963 24.46 496 738 473 2105

 36 20 (7) 12 0.30 72 1.83 1.099 27.91 698 1039 710 3158

 50 20 (7) 12 0.30 82 2.08 1.312 33.32 961 1430 979 4356

669622 1 18 (7) 15 0.38 37 0.94 0.242 6.15 42 63 39 173

 2 18 (7) 15 0.38 52 1.32 0.413 10.49 96 143 65 288

675256 4 18 (7) 15 0.38 52 1.32 0.476 12.09 141 210 130 576

675215 8 18 (7) 15 0.38 62 1.57 0.635 16.13 254 378 259 1153

 10 18 (7) 15 0.38 62 1.57 0.741 18.82 311 463 311 1384

 12 18 (7) 15 0.38 62 1.57 0.764 19.41 358 533 376 1672

 16 18 (7) 15 0.38 62 1.57 0.849 21.56 454 676 505 2248

 20 18 (7) 15 0.38 72 1.83 0.963 24.46 571 850 622 2767

 24 18 (7) 15 0.38 72 1.83 1.070 27.18 674 1003 752 3344

 36 18 (7) 15 0.38 72 1.83 1.224 31.09 958 1426 1128 5015

 50 18 (7) 15 0.38 82 2.08 1.462 37.13 1321 1966 1555 6918

669598 1 16 (7) 15 0.38 37 0.94 0.267 6.78 58 86 62 275

 2 16 (7) 15 0.38 52 1.32 0.460 11.68 126 188 103 459

687907 4 16 (7) 15 0.38 52 1.32 0.533 13.54 192 286 206 918

671321 8 16 (7) 15 0.38 62 1.57 0.713 18.11 352 524 413 1836

 10 16 (7) 15 0.38 62 1.57 0.836 21.23 432 643 495 2203

 12 16 (7) 15 0.38 62 1.57 0.863 21.92 500 744 599 2663

688093 16 16 (7) 15 0.38 72 1.83 0.981 24.92 661 984 805 3581

 20 16 (7) 15 0.38 72 1.83 1.089 27.66 807 1201 991 4407

 24 16 (7) 15 0.38 72 1.83 1.212 30.78 954 1420 1197 5325

 36 16 (7) 15 0.38 82 2.08 1.410 35.81 1396 2077 1796 7988

 50 16 (7) 15 0.38 92 2.34 1.681 42.70 1923 2862 2477 11017
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

 

Tinned copper conductors.•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath armor and an outer PVC jacket.

•

Interlocked aluminum armor with or without an additional outer PVC jacket.•
Direct Burial listed cable (when ordered as ITC/DB)•
Conductors with alternate color / identification codes•
Alternate jacket colors•
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STANDARDS

National UL 1277

Instrumentation TC, 600 V, PVC/Nylon  Insulated, 90°C, Unshielded Paris or Triads
with Overall Shield, Shielded Pairs or Triads with Overall Shield  LEAD FREE, Type
TC  UL 1277

DESCRIPTION
Applications

The 600 V Instrumentation Cables are listed as Type TC per UL 1277. These cables
are suitable  for  installations as outlined  in NEC Article 336.   These cables may be
installed in wet or dry locations; in cable trays, raceways and pen air; and are suitable
for exposure to weather, direct burial and for Class I, Div. 2 (also Zone 2) and Class II,
Div. 2 hazardous locations per NEC.

NEXANS Instrumentation Cable is LEAD FREE and RoHS Compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:PVC/Nylon Type TFN  in accordance with UL 66,  ame  retardant,  90°C
temperature rating.

Insulation Shield (on shielded pair/triad constructions):Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture resistant, sequentially  length marked, black,
ame retardant polyvinyl chloride material.   A Nylon  ripcord  is  included  for ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads: black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

Specifications

Meets UL 66:  Fixture Wire for 18 AWG or 16 AWG, Type  TFN rated 90°C 600 V
conductors

•

Meets UL 1277:   Power and Control Tray Cables with Optional Fiber Members,
requirements Type TC

•

Designated Type TC per NEC Article 336•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Tinned copper conductors•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath and an outer PVC jacket.

•

Interlocked aluminum armor with or without an outer PVC jacket•
Conductors with alternate color / identification codes•
Alternate jacket colors •

* Use in Hazardous locations:

Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core.  When these cables are used in hazardous locations they should be sealed properly as required by
the NEC.
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STANDARDS

National UL 1277

Part Number: Instrumentation TC

DESCRIPTION
Applications

The 600 V Instrumentation Cables are listed as Type TC per UL 1277. These cables
are suitable  for  installations as outlined  in NEC Article 336.   These cables may be
installed in wet or dry locations; in cable trays, raceways and pen air; and are suitable
for exposure to weather, direct burial and for Class I, Div. 2 (also Zone 2) and Class II,
Div. 2 hazardous locations per NEC.

NEXANS Instrumentation Cable is LEAD FREE and RoHS Compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:PVC/Nylon Type TFN  in accordance with UL 66,  ame  retardant,  90°C
temperature rating.

Insulation Shield (on shielded pair/triad constructions):Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture resistant, sequentially  length marked, black,
ame retardant polyvinyl chloride material.   A Nylon  ripcord  is  included  for ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads: black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

Specifications

Meets UL 66:  Fixture Wire for 18 AWG or 16 AWG, Type  TFN rated 90°C 600 V
conductors

•

Meets UL 1277:   Power and Control Tray Cables with Optional Fiber Members,
requirements Type TC

•

Designated Type TC per NEC Article 336•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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INSTRUMENTATION TC
600 V, PVC/Nylon Insulated, 90°C,
Individual and Overall Shield - LEAD FREE
Type TC

Shielded Pairs with an Overall Shield (SPOS), 600 V

Part
Number

# of
Pairs

Conductor
Size

Insulation
Thickness Jacket Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling Tension

AWG mils mm inches mm inches mm lb/kft kg/km lbf N
631358 2 18 (7) 15/4 .38/.10 47 1.19 0.429 10.90 96 143 55 246

631366 4 18 (7) 15/4 .38/.10 47 1.19 0.498 12.65 139 207 110 491

687780 6 18 (7) 15/4 .38/.10 60 1.52 0.595 15.11 194 288 157 700

631374 8 18 (7) 15/4 .38/.10 62 1.57 0.678 17.22 257 382 213 946

 10 18 (7) 15/4 .38/.10 62 1.57 0.794 20.17 314 467 273 1213

631382 12 18 (7) 15/4 .38/.10 62 1.57 0.819 20.80 359 534 328 1458

697532 16 18 (7) 15/4 .38/.10 82 2.08 0.951 24.16 490 729 430 1913

671735 20 18 (7) 15/4 .38/.10 82 2.08 1.053 26.75 592 881 545 2426

697540 24 18 (7) 15/4 .38/.10 82 2.08 1.169 29.69 695 1034 656 2917

697557 36 18 (7) 15/4 .38/.10 82 2.08 1.336 33.93 987 1469 975 4339

627919 50 18 (7) 15/4 .38/.10 82 2.08 1.572 39.93 1314 1955 1363 6064

631309 2 16 (7) 15/4 .38/.10 47 1.19 0.480 12.19 127 189 88 391

631317 3 16 (7) 15/4 .38/.10 47 1.19 0.514 13.06 145 216 121 540

631325 4 16 (7) 15/4 .38/.10 62 1.57 0.590 14.99 201 299 176 781

631333 6 16 (7) 15/4 .38/.10 62 1.57 0.694 17.63 270 402 251 1115

631341 8 16 (7) 15/4 .38/.10 62 1.57 0.763 19.38 344 512 338 1505

 10 16 (7) 15/4 .38/.10 82 2.08 0.937 23.80 455 677 434 1930

697508 12 16 (7) 15/4 .38/.10 82 2.08 0.966 24.54 521 775 522 2321

697516 16 16 (7) 15/4 .38/.10 82 2.08 1.072 27.23 660 982 684 3045

680405 20 16 (7) 15/4 .38/.10 82 2.08 1.190 30.23 801 1192 868 3860

697524 24 16 (7) 15/4 .38/.10 82 2.08 1.323 33.60 944 1405 1044 4642

680413 36 16 (7) 15/4 .38/.10 92 2.34 1.536 39.01 1370 2039 1552 6905

693564 50 16 (7) 15/4 .38/.10 112 2.84 1.849 46.96 1914 2848 2170 9651

Note:  Dimensions and weights shown are nominal values, subject to standard industry tolerances.

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Tinned copper conductors•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath and an outer PVC jacket.

•
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Interlocked aluminum armor with or without an outer PVC jacket•
Conductors with alternate color / identification codes•
Alternate jacket colors •

* Use in Hazardous locations:

Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core.  When these cables are used in hazardous locations they should be sealed properly as required by
the NEC.
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STANDARDS

National UL 1277

Part Number: Instrumentation TC

DESCRIPTION
Applications

The 600 V Instrumentation Cables are listed as Type TC per UL 1277. These cables
are suitable  for  installations as outlined  in NEC Article 336.   These cables may be
installed in wet or dry locations; in cable trays, raceways and pen air; and are suitable
for exposure to weather, direct burial and for Class I, Div. 2 (also Zone 2) and Class II,
Div. 2 hazardous locations per NEC.

NEXANS Instrumentation Cable is LEAD FREE and RoHS Compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:PVC/Nylon Type TFN  in accordance with UL 66,  ame  retardant,  90°C
temperature rating.

Insulation Shield (on shielded pair/triad constructions):Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture resistant, sequentially  length marked, black,
ame retardant polyvinyl chloride material.   A Nylon  ripcord  is  included  for ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads: black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

Specifications

Meets UL 66:  Fixture Wire for 18 AWG or 16 AWG, Type  TFN rated 90°C 600 V
conductors

•

Meets UL 1277:   Power and Control Tray Cables with Optional Fiber Members,
requirements Type TC

•

Designated Type TC per NEC Article 336•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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INSTRUMENTATION TC
600 V, PVC/Nylon Insulated, 90°C,
Individual and Overall Shield - LEAD FREE
Type TC

Shielded Triads with an Overall Shield (STOS), 600 V

Part
Number

# of
Triads

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
689547 2 18 (7) 15/4 .38/.10 47 1.19 0.453 11.51 117 170 68 303

631408 4 18 (7) 15/4 .38/.10 62 1.57 0.557 14.15 190 283 149 664

631416 8 18 (7) 15/4 .38/.10 62 1.57 0.718 18.24 327 487 303 1349

 10 18 (7) 15/4 .38/.10 82 2.08 0.882 22.40 432 643 376 1674

697565 12 18 (7) 15/4 .38/.10 82 2.08 0.909 23.09 495 737 444 1977

 16 18 (7) 15/4 .38/.10 82 2.08 1.008 25.60 628 935 599 2663

 20 18 (7) 15/4 .38/.10 82 2.08 1.118 28.40 762 1134 753 3348

631424 24 18 (7) 15/4 .38/.10 82 2.08 1.242 31.55 899 1338 902 4012

631432 36 18 (7) 15/4 .38/.10 82 2.08 1.421 36.09 1279 1903 1351 6010

 50 18 (7) 15/4 .38/.10 112 2.84 1.734 44.04 1826 2717 1882 8370

 2 16 (7) 15/4 .38/.10 47 1.19 0.509 12.93 156 232 108 483

631390 4 16 (7) 15/4 .38/.10 62 1.57 0.624 15.85 253 377 238 1057

627133 8 16 (7) 15/4 .38/.10 62 1.57 0.810 20.57 444 661 483 2148

 10 16 (7) 15/4 .38/.10 82 2.08 0.993 25.22 581 865 599 2665

627141 12 16 (7) 15/4 .38/.10 82 2.08 1.024 26.01 671 999 708 3147

688648 16 16 (7) 15/4 .38/.10 82 2.08 1.138 28.91 858 1277 953 4238

 20 16 (7) 15/4 .38/.10 82 2.08 1.265 32.13 1046 1557 1198 5329

683029 24 16 (7) 15/4 .38/.10 82 2.08 1.408 35.76 1238 1842 1436 6386

 36 16 (7) 15/4 .38/.10 82 2.08 1.615 41.02 1777 2644 2151 9568

 50 16 (7) 15/4 .38/.10 112 2.84 1.967 49.96 2523 3755 2995 13323

Note:  Dimensions and weights shown are nominal values, subject to standard industry tolerances.

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Tinned copper conductors•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath and an outer PVC jacket.

•

Interlocked aluminum armor with or without an outer PVC jacket•
Conductors with alternate color / identification codes•
Alternate jacket colors •
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* Use in Hazardous locations:

Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core.  When these cables are used in hazardous locations they should be sealed properly as required by
the NEC.
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STANDARDS

National UL 1277

Part Number: Instrumentation TC

600 V, PVC/Nylon  Insulated, 90°C, Unshielded Paris or Triads with Overall Shield,
Shielded Pairs or Triads with Overall Shield  LEAD FREE, Type TC  UL 1277  NEC
ART 336

DESCRIPTION
Applications

The 600 V Instrumentation Cables are listed as Type TC per UL 1277. These cables
are suitable  for  installations as outlined  in NEC Article 336.   These cables may be
installed in wet or dry locations; in cable trays, raceways and pen air; and are suitable
for exposure to weather, direct burial and for Class I, Div. 2 (also Zone 2) and Class II,
Div. 2 hazardous locations per NEC.

NEXANS Instrumentation Cable is LEAD FREE and RoHS Compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:PVC/Nylon Type TFN  in accordance with UL 66,  ame  retardant,  90°C
temperature rating.

Insulation Shield (on shielded pair/triad constructions):Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture resistant, sequentially  length marked, black,
ame retardant polyvinyl chloride material.   A Nylon  ripcord  is  included  for ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads: black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

Specifications

Meets UL 66:  Fixture Wire for 18 AWG or 16 AWG, Type  TFN rated 90°C 600 V
conductors

•

Meets UL 1277:   Power and Control Tray Cables with Optional Fiber Members,
requirements Type TC

•

Designated Type TC per NEC Article 336•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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INSTRUMENTATION TC
600 V, PVC/Nylon Insulated, 90°C,
Overall Shield - LEAD FREE
Type TC

Unshielded Pairs with an Overall Shield (POS),600 V

Part
Number

# of
Pairs

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling
Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
669101 1 18 (7) 15/4 .38/.10 47 1.19 0.270 6.86 42 63 13 58

631275 2 18 (7) 15/4 .38/.10 47 1.19 0.340 8.64 77 115 39 173

631283 4 18 (7) 15/4 .38/.10 47 1.19 0.442 11.23 114 170 78 346

697490 6 18 (7) 15/4 .38/.10 62 1.57 0.557 14.15 162 241 117 519

627489 8 18 (7) 15/4 .38/.10 62 1.57 0.617 15.67 208 310 156 692

 10 18 (7) 15/4 .38/.10 62 1.57 0.675 17.15 248 369 207 922

697672 12 18 (7) 15/4 .38/.10 62 1.57 0.728 18.49 286 426 246 1095

627208 16 18 (7) 15/4 .38/.10 62 1.57 0.821 20.85 361 537 324 1441

 20 18 (7) 15/4 .38/.10 82 2.08 0.943 23.95 469 698 415 1845

697276 24 18 (7) 15/4 .38/.10 82 2.08 1.018 25.86 544 810 492 2191

627190 36 18 (7) 15/4 .38/.10 82 2.08 1.209 30.71 765 1138 739 3286

631291 50 18 (7) 15/4 .38/.10 82 2.08 1.396 35.46 1017 1513 1037 4612

697391 1 16 (7) 15/4 .38/.10 47 1.19 0.294 7.47 55 82 21 92

631242 2 16 (7) 15/4 .38/.10 47 1.19 0.377 9.58 103 153 62 275

631440 4 16 (7) 15/4 .38/.10 47 1.19 0.494 12.55 152 226 124 551

676536 6 16 (7) 15/4 .38/.10 62 1.57 0.609 15.47 211 314 186 827

631457 8 16 (7) 15/4 .38/.10 62 1.57 0.690 17.53 279 415 248 1102

 10 16 (7) 15/4 .38/.10 62 1.57 0.756 19.20 334 497 330 1469

631259 12 16 (7) 15/4 .38/.10 62 1.57 0.817 20.75 388 577 392 1744

697474 16 16 (7) 15/4 .38/.10 82 2.08 0.964 24.49 528 786 516 2295

669408 20 16 (7) 15/4 .38/.10 82 2.08 1.058 26.87 636 946 660 2938

697482 24 16 (7) 15/4 .38/.10 82 2.08 1.144 29.06 745 1109 784 3489

627216 36 16 (7) 15/4 .38/.10 82 2.08 1.354 34.39 1057 1573 1176 5233

631267 50 16 (7) 15/4 .38/.10 82 2.08 1.578 40.08 1417 2109 1651 7345

669226 1 14 (7) 15/4 .38/.10 47 1.19 0.313 7.95 73 106 33 147

Note:  Dimensions and weights shown are nominal values, subject to standard industry tolerances.

SELLING INFORMATION
Options

The following constructions can be provided on special orders:
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Tinned copper conductors•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath and an outer PVC jacket.

•

Interlocked aluminum armor with or without an outer PVC jacket•
Conductors with alternate color / identification codes•
Alternate jacket colors •

* Use in Hazardous locations:

Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core.  When these cables are used in hazardous locations they should be sealed properly as required by
the NEC.
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STANDARDS

National UL 1277

Part Number: Instrumentation TC

DESCRIPTION
Applications

The 600 V Instrumentation Cables are listed as Type TC per UL 1277. These cables
are suitable  for  installations as outlined  in NEC Article 336.   These cables may be
installed in wet or dry locations; in cable trays, raceways and pen air; and are suitable
for exposure to weather, direct burial and for Class I, Div. 2 (also Zone 2) and Class II,
Div. 2 hazardous locations per NEC.

NEXANS Instrumentation Cable is LEAD FREE and RoHS Compliant.

Construction

Conductor:Bare, annealed copper conforming to ASTM B3 and Class B stranded in
accordance to ASTM B8.

Insulation:PVC/Nylon Type TFN  in accordance with UL 66,  ame  retardant,  90°C
temperature rating.

Insulation Shield (on shielded pair/triad constructions):Aluminum  foil/polyester
shield helically wrapped to provide 100% coverage with a tinned copper drain wire that
is two gauge sizes smaller than the circuit conductors.  These shields are electrically
isolated from each other.

Assembly:Pairs/triads are cabled in concentric layers. In the case of unshielded pairs/
triads, they are cabled at staggered lengths to reduce crosstalk.

Overall cable shield:Aluminum foil/polyester shield helically wrapped to provide 100%
coverage  with  a  tinned  copper  drain  wire  that  is  the  same  size  as  the  circuit
conductors, with the exception of single pair/triad constructions where the drain wire is
two gauge sizes smaller than the circuit conductors.

Jacket:UL  listed sunlight and moisture resistant, sequentially  length marked, black,
ame retardant polyvinyl chloride material.   A Nylon  ripcord  is  included  for ease of
jacket removal.

Conductor Identification

Pairs:black/white and number coded
Triads: black/white/red and number coded

Bending Radius

Fixed Position:5 x cable overall diameter
During Installation: 8 x cable overall diameter

Specifications

Meets UL 66:  Fixture Wire for 18 AWG or 16 AWG, Type  TFN rated 90°C 600 V
conductors

•

Meets UL 1277:   Power and Control Tray Cables with Optional Fiber Members,
requirements Type TC

•

Designated Type TC per NEC Article 336•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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INSTRUMENTATION TC
600 V, PVC/Nylon Insulated, 90°C,
Overall Shield - LEAD FREE
Type TC

Unshielded Triads with an Overall Shield (TOS),600 V

Part
Number

# of
Triads

Conductor
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Maximum
Pulling Tension

AWG mils mm mils mm inches mm lb/kft kg/km lbf N
669119 1 18 (7) 15/4 .38/.10 47 1.19 0.283 7.19 51 76 26 115

 2 18 (7) 15/4 .38/.10 47 1.19 0.442 11.23 90 134 52 231

 4 18 (7) 15/4 .38/.10 47 1.19 0.513 13.03 153 228 117 519

 8 18 (7) 15/4 .38/.10 62 1.57 0.700 17.78 282 420 246 1095

 10 18 (7) 15/4 .38/.10 62 1.57 0.820 20.83 345 513 311 1384

 12 18 (7) 15/4 .38/.10 82 2.08 0.886 22.50 427 635 363 1614

 16 18 (7) 15/4 .38/.10 82 2.08 0.982 24.94 538 801 492 2191

 20 18 (7) 15/4 .38/.10 82 2.08 1.088 27.64 651 969 622 2767

676676 24 18 (7) 15/4 .38/.10 82 2.08 1.208 30.68 765 1138 739 3286

 36 18 (7) 15/4 .38/.10 82 2.08 1.382 35.10 1080 1607 1115 4958

 50 18 (7) 15/4 .38/.10 82 2.08 1.628 41.35 1451 2159 1555 6918

697888 1 16 (7) 15/4 .38/.10 47 1.19 0.309 7.85 68 101 41 184

 2 16 (7) 15/4 .38/.10 47 1.19 0.490 12.45 120 179 83 367

 4 16 (7) 15/4 .38/.10 62 1.57 0.601 15.27 222 330 186 826

 8 16 (7) 15/4 .38/.10 62 1.57 0.779 19.79 383 570 392 1744

 10 16 (7) 15/4 .38/.10 82 2.08 0.955 24.26 503 749 495 2203

 12 16 (7) 15/4 .38/.10 82 2.08 0.985 25.02 578 860 578 2571

 16 16 (7) 15/4 .38/.10 82 2.08 1.094 27.79 735 1094 784 3489

 20 16 (7) 15/4 .38/.10 82 2.08 1.214 30.84 893 1329 991 4407

 24 16 (7) 15/4 .38/.10 82 2.08 1.351 34.32 1055 1570 1179 5233

687228 36 16 (7) 15/4 .38/.10 82 2.08 1.549 39.34 1505 2240 1775 7896

 50 16 (7) 15/4 .38/.10 112 2.84 1.887 47.93 2142 3188 2447 11017

669085 1 14 (7) 15/4 .38/.10 47 1.19 0.336 8.53 91 135 66 293

Note:  Dimensions and weights shown are nominal values, subject to standard industry tolerances.

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

Tinned copper conductors•
When increased mechanical, chemical, or environmental protection is required, cables can be supplied with a
continuously welded and corrugated impervious aluminum sheath and an outer PVC jacket.

•
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Interlocked aluminum armor with or without an outer PVC jacket•
Conductors with alternate color / identification codes•
Alternate jacket colors •

* Use in Hazardous locations:

Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core.  When these cables are used in hazardous locations they should be sealed properly as required by
the NEC.
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Nexans unarmored Tray Cables are listed as type TC under UL 1277 Electrical
Power and Control Cables.  Our tray cable products are suitable for installation in
wet or dry locations in a variety of situations from cable trays and raceways to open
air.  Our ULTREX XL and ULTREX VN tray cables are suitable for exposure to
weather, direct burial and hazardous locations in Class I, Div. 2 and Class II, Div. 2
per NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 66

UL Type TC or TCER, TFN Insulation, 600 V, rated 90ºC dry and 75ºC wet  LEAD
FREE  Exposed Run (ER) Rated

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8, from 18 AWG to 16.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C18 AWG SHIELDED SUN RES DIR BUR
(UL) 90C DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identifcation Charts.
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Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National
ICEA S73532;UL 1277;UL 66

Part Number: VN TFN

UL Type TC or TCER, TFN Insulation, 600 V, rated 90ºC dry and 75ºC wet  LEAD
FREE  Exposed Run (ER) Rated

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C16 AWG SHIELDED SUN RES DIR BUR
(UL) 90C DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identifcation Charts.
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Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=18784


Industrial Wire & Cables
ULTREX® VN Shielded Tray Cable - TFN Insulation 16 AWG

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V4.0 Generated 3/28/18 www.nexans.us Page 274 / 362

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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SHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND 75°C WET RATED - LEAD FREE
Multiconductor 16 AWG Type TFN
Insulation Thickness:  15 mils  / 0.38mm PVC, 4 mils / 0.10mm Nylon Covering
Drain Wire:  18 AWG (7w) Tinned Copper

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

697466 2 45 1.14 0.298 7.57 51 76 8.0

627091 3 45 1.14 0.314 7.98 67 100 8.0

627083 4 45 1.14 0.339 8.61 80 119 6.4

631127 5 45 1.14 0.368 9.35 96 143 6.4

687491 6 45 1.14 0.398 10.11 111 165 6.4

631135 7 45 1.14 0.398 10.11 120 179 5.6

 8 45 1.14 0.435 11.05 136 202 5.6

 9 45 1.14 0.467 11.86 149 222 5.6

 10 45 1.14 0.497 12.62 165 240 4.0

 11 45 1.14 0.504 12.80 173 257 4.0

697441 12 60 1.52 0.549 13.94 187 278 4.0

 13 60 1.52 0.558 14.17 213 317 4.0

 14 60 1.52 0.575 14.61 229 341 4.0

 15 60 1.52 0.589 14.96 242 360 4.0

627109 19 60 1.52 0.634 16.10 301 448 4.0

 20 60 1.52 0.652 16.56 310 461 4.0

 25 60 1.52 0.727 18.47 377 561 3.6

 30 60 1.52 0.775 19.69 440 655 3.6

 37 80 2.03 0.885 22.20 568 845 3.2

 40 80 2.03 0.905 22.99 604 899 3.2

 45 80 2.03 0.955 24.26 669 995 2.8

 50 80 2.03 0.989 25.12 743 1106 2.8

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts are bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Article 336.80, and Table 402.5 "Allowable Ampacity
for Fixture Wires" at an ambient temperature of 30°C (with no load diversity).  Ampacity for
cables having more than three conductors have been derated as stated in NEC Article 392.80(A),
using the derating factors of NEC Table 310.15(B)(3)(a).  For load diversity of 50%, refer to NEC Table B.310.15
(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• Refer to NEC Article 240.4(D) for overcurrent protection requirements.

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=18784


Industrial Wire & Cables
ULTREX® VN Shielded Tray Cable - TFN Insulation 16 AWG

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V4.0 Generated 3/28/18 www.nexans.us Page 276 / 362

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National
ICEA S73532;UL 1277;UL 66

Part Number: VN TFN

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C18 AWG SHIELDED SUN RES DIR BUR
(UL) 90C DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identifcation Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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SHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND 75°C WET RATED - LEAD FREE
Multiconductor 18 AWG Type TFN
Insulation Thickness:  15 mils / 0.38mm PVC, 4 mils / 0.10mm Nylon Covering
Drain Wire:  20 AWG (7w) Tinned Copper

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

697409 2 45 1.14 0.280 7.11 38 57 6.0

697417 3 45 1.14 0.294 7.47 49 73 6.0

627059 4 45 1.14 0.317 8.06 58 86 4.8

 5 45 1.14 0.343 8.71 73 108 4.8

627067 6 45 1.14 0.370 9.40 82 122 4.8

674689 7 45 1.14 0.370 9.40 87 136 4.2

627521 8 45 1.14 0.404 10.26 98 145 4.2

 9 45 1.14 0.433 10.99 112 167 4.2

674697 10 45 1.14 0.460 11.68 127 188 3.0

 11 45 1.14 0.466 11.84 130 193 3.0

697458 12 45 1.14 0.480 12.18 136 202 3.0

 13 45 1.14 0.488 12.39 144 214 3.0

 14 45 1.14 0.503 12.77 153 228 3.0

 15 45 1.14 0.516 13.09 165 245 3.0

 19 60 1.52 0.586 14.88 215 320 3.0

 20 60 1.52 0.602 15.30 272 326 3.0

675751 25 60 1.52 0.670 17.01 280 416 2.7

 30 60 1.52 0.713 18.11 318 473 2.7

 37 60 1.52 0.766 19.46 390 580 2.4

 40 60 1.52 0.794 20.17 407 606 2.4

 45 80 2.03 0.879 22.32 452 673 2.1

 50 80 2.03 0.910 23.10 526 783 2.1

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with different conductor counts are bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Article 336.80, and Table 402.5 "Allowable Ampacity
for Fixture Wires" at an ambient temperature of 30°C (with no load diversity).  Ampacity for
cables having more than three conductors have been derated as stated in NEC Article 392.80(A),
using the derating factors of NEC Table 310.15(B)(3)(a).  For load diversity of 50%, refer to NEC Table B.310.15(B)(2)
(11).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• Refer to NEC Article 240.4(D) for overcurrent protection requirements.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 66;
UL 83

UL Type TC or TCER, THHN / THWN2 Insulation, 600 V, rated 90°C dry and wet –
RoHS Compliant  Exposed Run (ER) Rated

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 10 AWG.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

Sample print legend:

NEXANSC ULTREXVN 600V TCER 3/C14 AWG THHN/THWN2 SHIELDED SUN
RES DIR BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:
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Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated or bare ground wires
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 66;
UL 83

Part Number: VN

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

Sample print legend:

NEXANSC ULTREXVN 600V TCER 3/C10 AWG THHN/THWN2 SHIELDED SUN
RES DIR BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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SHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND WET RATED – ROHS COMPLIANT
Multiconductor 10 AWG Type THHN/THWN-2
Insulation Thickness:  20 mils / 0.51mm PVC, 4 mils / 0.10mm Nylon
Drain Wire:  16 AWG (7w) Tinned Copper

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

631028 2 45 1.14 0.428 10.87 127 189 40

 3 45 1.14 0.454 11.52 169 251 40

631036 4 45 1.14 0.496 12.61 207 308 32/40(1)

690057 5 60 1.52 0.574 14.57 278 414 32

 6 60 1.52 0.623 15.82 322 479 32

 7 60 1.52 0.623 15.82 363 540 28

 8 60 1.52 0.683 17.35 409 609 28

 9 60 1.52 0.736 18.69 456 679 28

 10 60 1.52 0.785 19.95 503 748 20

 11 60 1.52 0.797 20.24 545 811 20

689679 12 80 2.03 0.862 21.89 625 930 20

 13 80 2.03 0.877 22.27 661 984 20

 14 80 2.03 0.905 22.98 750 1116 20

 15 80 2.03 0.928 23.56 795 1173 20

 16 80 2.03 0.953 24.19 848 1262 20

 19 80 2.03 1.022 25.45 925 1376 20

 20 80 2.03 1.032 26.21 970 1443 20

 25 80 2.03 1.155 29.35 1190 1771 18

 30 80 2.03 1.235 31.36 1410 2098 18

 37 80 2.03 1.332 33.83 1710 2544 16

 40 80 2.03 1.383 35.13 1840 2738 16

 45 80 2.03 1.466 37.23 2055 3056 14

 50 80 2.03 1.522 38.65 2270 3378 14

Bend Radius:  5 x overall diameter installed / 8 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway
or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for
cables having more than three conductors have been derated per Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).
•  For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 30 amperes
for 10 AWG copper conductors after correction factors for ambient temperature and number
of conductors have been applied. Exceptions to this may be covered in NEC Article 240.4(E) through (G).
(1)Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated or bare ground wires
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 66;
UL 83

Part Number: VN

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

Sample print legend:

NEXANSC ULTREXVN 600V TCER 3/C12 AWG THHN/THWN2 SHIELDED SUN
RES DIR BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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SHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND WET RATED – ROHS COMPLIANT
Multiconductor 12 AWG Type THHN/THWN-2
Insulation Thickness:  15 mils / 0.38 mm PVC, 4 mils / 0.10mm Nylon Covering
Drain Wire:  16 AWG (7w) Tinned Copper

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

631044 2 45 1.14 0.368 9.35 89 132 30.0

627539 3 45 1.14 0.388 9.87 117 174 30.0

631051 4 45 1.14 0.423 10.74 147 219 24.0/30.0(1)

690032 5 45 1.14 0.460 11.69 183 272 24.0

 6 45 1.14 0.500 12.70 208 310 24.0

631069 7 45 1.14 0.500 12.70 227 338 21.0

 8 60 1.52 0.572 14.53 265 394 21.0

688929 9 60 1.52 0.614 15.60 316 470 21.0

 10 60 1.52 0.654 16.61 345 513 15.0

 11 60 1.52 0.663 16.84 369 549 15.0

631077 12 60 1.52 0.683 17.34 400 595 15.0

 13 60 1.52 0.695 17.64 426 634 15.0

 14 60 1.52 0.717 18.21 455 677 15.0

 15 60 1.52 0.736 18.68 482 717 15.0

 16 60 1.52 0.755 19.19 502 747 15.0

 19 60 1.52 0.795 20.19 585 870 15.0

 20 60 1.52 0.819 20.80 627 933 15.0

 25 80 2.03 0.958 24.33 790 1176 13.5

 30 80 2.03 1.021 25.94 927 1379 13.5

 37 80 2.03 1.099 27.91 1119 1665 12.0

 40 80 2.03 1.140 28.95 1228 1827 12.0

 45 80 2.03 1.206 30.63 1370 2039 10.5

 50 80 2.03 1.251 31.77 1509 2245 10.5

Bend Radius:  5 x overall diameter installed / 8 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway
or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for
cables having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 20 amperes for
12 AWG copper conductors after correction factors for ambient temperature and number
of conductors have been applied. Exceptions to this may be covered in
NEC Article 240.4(E) through (G).
(1)Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated or bare ground wires
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 66;
UL 83

Part Number: VN

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cabled  in concentric  layers with  interstices filled with suitable fillers as required.   A
helically wrapped aluminum  tape, with synthetic backing, gives 100% shielding.   A
tinned copper drain wire is placed in contact with the aluminum side of the tape, to
lower the resistance and to assist in the termination of the shield.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

Sample print legend:

NEXANSC ULTREXVN 600V TCER 3/C14 AWG THHN/THWN2 SHIELDED SUN
RES DIR BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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SHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND WET RATED – ROHS COMPLIANT
Multiconductor 14 AWG Type THHN/THWN-2
Insulation Thickness:  15 mils / 0.38mm PVC, 4 mils / 0.10mm Nylon Covering
Drain Wire:  16 AWG (7w) Tinned Copper

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

697698 2 45 1.14 0.324 8.23 69 103 25.0

627117 3 45 1.14 0.342 8.67 86 129 25.0

627794 4 45 1.14 0.371 9.42 107 159 20.0/25.0(1)

631085 5 45 1.14 0.403 10.24 128 190 20.0

 6 45 1.14 0.437 11.10 148 220 20.0

627125 7 45 1.14 0.437 11.10 163 243 17.5

 8 45 1.14 0.478 12.14 186 277 17.5

 9 60 1.52 0.514 13.06 206 307 17.5

 10 60 1.52 0.578 14.68 243 362 12.5

 11 60 1.52 0.586 14.88 261 388 12.5

631101 12 60 1.52 0.603 15.31 283 421 12.5

 13 60 1.52 0.613 15.57 298 443 12.5

 14 60 1.52 0.632 16.06 318 473 12.5

 15 60 1.52 0.648 16.46 337 501 12.5

 16 60 1.52 0.665 16.89 358 533 12.5

631119 19 60 1.52 0.699 17.75 413 615 12.5

 20 60 1.52 0.719 18.27 432 643 12.5

 25 60 1.52 0.804 20.42 529 787 11.3

 30 80 2.03 0.898 22.82 653 972 11.3

 37 80 2.03 0.965 24.51 789 1174 10.0

 40 80 2.03 1.000 25.40 848 1262 10.0

 45 80 2.03 1.057 26.84 943 1403 8.8

 50 80 2.03 1.095 27.81 1033 1537 8.8

Bend Radius:  5 x overall diameter installed / 8 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values.  They are subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or direct
buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for cables having
more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NECTable B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed
15 amperes for 14 AWG copper conductors for any correction factors for ambient temperature
and number of conductors have been applied. Exceptions to this may be covered in
NEC Article 240.4(E) through (G).
(1)Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated or bare ground wires
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 83

UL Type TCER, THHN / THWN2 Insulation, 600 V, rated 90°C dry and wet – RoHS
Compliant  Exposed Run (ER) Rated

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are  listed as  type TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cabled  in  concentric  layers  with  interstices  filled  with  suitable  fillers,  as
required.  Ground wires are sized as required by UL 1277 (refer to applicable product
tables for the standard sizes provided).  Sizes 14 AWG to 6 AWG have an insulated
green  ground  wire.    Size  4  AWG  and  larger  have  a  bare  ground  wire.    Where
necessary, a binder tape of synthetic material assembles the core in a tight circular
configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C12 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
14 AWG  to 10 AWG:  Color coded per Method 1E2 per ICEA S73532

8 AWG and larger: Black with number coding per Method 4 of ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Different conductor identification methods

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National
ICEA S73532;ICEA S95658;U
L 1277;UL 83

Part Number: VN With Ground

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are  listed as  type TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cabled  in  concentric  layers  with  interstices  filled  with  suitable  fillers,  as
required.  Ground wires are sized as required by UL 1277 (refer to applicable product
tables for the standard sizes provided).  Sizes 14 AWG to 6 AWG have an insulated
green  ground  wire.    Size  4  AWG  and  larger  have  a  bare  ground  wire.    Where
necessary, a binder tape of synthetic material assembles the core in a tight circular
configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C12 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
14 AWG  to 10 AWG:  Color coded per Method 1E2 per ICEA S73532

8 AWG and larger: Black with number coding per Method 4 of ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Number of conductors 3

UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC-ER, 600 V, 90°C DRY AND
WET RATED - ROHS COMPLIANT
Type THHN/THWN-2: 3 Conductor with Ground

Part
Number

Conductor
Size

(AWG or
kcmil)

Ground
Size

(AWG)

Insulation
Thickness
PVC/Nylon

Jacket
Thickness

Nominal
Diameter

over Jacket

Approximate
Net

Cable Weight
Ampacity

mils mm mils mm inches mm lb/kft kg/km amps

664995 14 14 15/4 0.38/0.10 45 1.14 0.350 8.89 90 134 25(1)

685578 12 12 15/4 0.38/0.10 45 1.14 0.368 9.35 126 188 30(1)

665000 10 10 20/4 0.51/0.10 45 1.14 0.45 11.43 202 301 40(1)

680747 8 10 30/5 0.76/0.13 60 1.52 0.610 15.49 302 449 55

680749 6 8 30/5 0.76/0.13 60 1.52 0.725 17.37 422 628 75

658948* 4 8 40/6 1.02/0.15 80 2.03 0.857 21.77 647 963 95

658955* 2 6 40/6 1.02/0.15 80 2.03 0.986 25.30 963 1435 130

680752 1 6 50/7 1.27/0.18 80 2.03 1.108 28.14 1156 1720 150

658963* 1/0 6 50/7 1.27/0.18 80 2.03 1.207 30.66 1451 2159 170

665018 2/0 6 50/7 1.27/0.18 80 2.03 1.297 32.94 1738 2586 195

216341 3/0 4 50/7 1.27/0.18 80 2.03 1.410 35.81 2122 3158 225

665026 4/0 4 50/7 1.27/0.18 80 2.03 1.530 38.86 2576 3833 260

665034 250 4 60/8 1.52/0.20 110 2.79 1.739 44.17 3128 4655 290

665042 350 3 60/8 1.52/0.20 110 2.79 1.961 49.81 4347 6469 350

665059 500 2 60/8 1.52/0.20 110 2.79 2.234 56.74 5819 8659 430

*  DOW construction cables.

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables are UL listed for exposed runs (ER) when installed in accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or direct
buried at 30°C ambient temperature and 90°C rated conductors.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
(1) NEC Article 240.4(D) requires that overcurrent protection not exceed 15 amperes for 14 AWG
copper conductors, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper conductors after
any correction factors for ambient temperature and number of conductors have been applied. 
Exceptions to this may be covered in NEC Article 240.4(E) through (G).

*Dow Construction means:
• Control conductors are color coded E2
• Power conductors are black with numbers  M4
• Fillers where applicable.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Different conductor identification methods

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 83

Part Number: VN with Ground

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are  listed as  type TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cabled  in  concentric  layers  with  interstices  filled  with  suitable  fillers,  as
required.  Ground wires are sized as required by UL 1277 (refer to applicable product
tables for the standard sizes provided).  Sizes 14 AWG to 6 AWG have an insulated
green  ground  wire.    Size  4  AWG  and  larger  have  a  bare  ground  wire.    Where
necessary, a binder tape of synthetic material assembles the core in a tight circular
configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C12 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
14 AWG  to 10 AWG:  Color coded per Method 1E2 per ICEA S73532

8 AWG and larger: Black with number coding per Method 4 of ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=15410
http://www.nexans.us/eservice/DirectToProduct.nx?CZ=US&language=en&OID=540165157


Industrial Wire & Cables
ULTREX® VN Unshielded Tray Cable 4 Conductors with Ground

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V3.1 Generated 3/28/18 www.nexans.us Page 301 / 362

CHARACTERISTICS
Construction characteristics

Number of conductors 4

UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC-ER, 600 V, 90°C DRY AND
WET RATED - ROHS COMPLIANT
Type THHN/THWN-2:4 Conductor with Ground

Part
Number

Conductor
Size

(AWG or
kcmil)

Ground
Size

(AWG)

Insulation
Thickness
PVC/Nylon

Jacket
Thickness

Nominal
Diameter

over Jacket

Approximate
Net

Cable Weight
Ampacity

mils mm mils mm inches mm lb/kft kg/km amps amps(1)

680748 8 10 30/5 0.76/0.13 60 1.52 0.661 16.79 353 525 44 55

680750 6 8 30/5 0.76/0.13 60 1.52 0.796 20.22 516 768 60 75

697581 4 8 40/6 1.02/0.15 80 2.03 0.957 24.31 804 1196 76 95

680754 2 6 40/6 1.02/0.15 80 2.03 1.102 27.99 1108 1649 104 130

 1 6 50/7 1.27/0.18 80 2.03 1.247 31.67 1519 2261 120 150

680753 1/0 6 50/7 1.27/0.18 80 2.03 1.314 33.38 1811 2695 136 170

669143* 2/0 6 50/7 1.27/0.18 80 2.03 1.452 36.88 2288 3405 156 195

 3/0 4 50/7 1.27/0.18 80 2.03 1.575 40.00 2756 4101 180 225

669275 4/0 4 50/7 1.27/0.18 110 2.79 1.768 44.91 3437 5115 208 260

 250 4 60/8 1.52/0.20 110 2.79 1.937 49.20 4046 6021 232 290

669283* 350 3 60/8 1.52/0.20 110 2.79 2.180 55.37 5480 8155 280 350

669291* 500 2 60/8 1.52/0.20 110 2.79 2.494 63.35 7574 11270 344 430

*  DOW construction cables.

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables are UL listed for exposed runs (ER) when installed in accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or direct
buried at 30°C ambient temperature and 90°C rated conductors. Ampacities for cables having
more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
•For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
(1) Where the 4th conductor is the neutral of a balanced 3 phase system.

*Dow Construction means:
• Control conductors are color coded E2
• Power conductors are black with numbers  M4
• Fillers where applicable.

SELLING INFORMATION
Options

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=15410


Industrial Wire & Cables
ULTREX® VN Unshielded Tray Cable 4 Conductors with Ground

Contact
Industrial Cables
Phone: 8454692141
USA.IndustrialCable@nexans.com

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Nexans is
indicative only and shall not be binding on Nexans or be treated as constituting a representation on the part of Nexans.
Version V3.1 Generated 3/28/18 www.nexans.us Page 302 / 362

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Different conductor identification methods

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 83

UL Type TCER, THHN / THWN2 Insulation, 600 V, rated 90°C dry and wet  RoHS
Compliant  Exposed Run (ER) Rated Composite: 3 Power Conductors + 4 Control
Conductors + 1 Ground Wire

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are  listed as type TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 12 AWG to 2 AWG.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cabled  in  concentric  layers  with  interstices  filled  with  suitable  fillers,  as  required. 
Ground wires are sized as required by UL 1277 (refer to applicable product tables for
the  standard  sizes  provided).    Sizes  12 AWG  to  6 AWG  have  an  insulated  green
ground wire.  Size 4 AWG and larger have a bare ground wire.  Where necessary, a
binder tape of synthetic material assembles the core in a tight circular configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C10 AWG + 4/C12AWG THHN/THWN2 W/
GND SUN RES DIR BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:

Composite

Power and Control:  black with number coding per Method 4 of ICEA S73532

See details in Conductor Identification Charts.
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Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Rated Voltage Uo/U (Um) 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® VN UNSHIELDED TRAY CABLE - UL TYPE TC-ER, 600 V, 90°C DRY AND
WET RATED - ROHS COMPLIANT
Composite Type THHN/THWN-2: 3 Power Conductors + 4 Control Conductors + 1 Ground Wire

Part
Number

Contro
l

Size

Insulation
Thickness
PVC/Nylon

Power
Size

Insulation
Thickness
PVC/Nylon

Groun
d

Size
Jacket

Thickness
Nominal
Diameter

over Jacket

Approximate
Net

Cable Weight
Control

Ampacity
Power

Ampacity

AWG mils mm AWG mils mm AWG mils mm inches mm lb/kft kg/km amps amps

684126 12 15/4 0.38/0.10 10 20/4 0.51/0.10 10 60 1.52 0.585 14.86 320 476 21 28

627042 12 15/4 0.38/0.10 8 30/5 0.76/0.13 10 60 1.52 0.675 17.15 405 603 21 55

627810 12 15/4 0.38/0.10 6 30/5 0.76/0.13 8 60 1.52 0.720 18.29 530 789 21 75

697680 12 15/4 0.38/0.10 4 40/6 1.02/0.15 6 80 2.03 0.890 22.61 760 1131 21 95

682773 12 15/4 0.38/0.10 2 40/6 1.02/0.15 6 80 2.03 1.015 25.78 1061 1579 21 130

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables are UL listed for exposed runs (ER) when installed in accordance with
NEC Article 336.10(7).
• Cables with different conductor counts and bare or insulated grounds are also available.
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature and 90°C rated conductors. Ampacities for cables
having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed
20 amperes for 12 AWG, 30 amperes for 10 AWG copper conductors after any correction
factors for ambient temperature and number of conductors have been applied.
Exceptions to this may be covered in NEC Article 240.4(E) through (G).

Color codes:
• Power and Control conductors are black with number coding per
Method 4 of ICEA S-73-532.

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 83

UL Type TCER, THHN / THWN2 Insulation, 600 V, rated 90°C dry and wet  RoHS
Compliant  Exposed Run (ER) Rated Composite: 3 Power Conductors + 4 Control
Conductors + 1 Ground Wire

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are  listed as  type TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables are UL
listed for exposed runs (ER) when installed in accordance with NEC Article 336.10(7).

Construction

Conductor:

Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 2 AWG.

Insulation:Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cabled  in  concentric  layers  with  interstices  filled  with  suitable  fillers,  as
required.  Ground wires are sized as required by UL 1277 (refer to applicable product
tables for the standard sizes provided).  Sizes 14 AWG to 6 AWG have an insulated
green  ground  wire.    Size  4  AWG  and  larger  have  a  bare  ground  wire.    Where
necessary, a binder tape of synthetic material assembles the core in a tight circular
configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C12 AWG + 4/C14AWG THHN/THWN2 W/
GND SUN RES DIR BUR (UL) ROHS (mm/dd/yyyy)
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Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® VN UNSHIELDED TRAY CABLE - UL TYPE TC-ER, 600 V, 90ºC DRY AND
WET RATED - ROHS COMPLIANT- DOW CONSTRUCTION*
Composite TypeTHHN/THWN-2: 3 Power Conductors + 4 Control Conductors + 1 Ground Wire

Part
Number

Control
Size

Insulation
Thickness
PVC/Nylon

Power
Size

Insulation
Thickness
PVC/Nylon

Ground
Size

Jacket
Thickness

Nominal
Diameter

over Jacket

Approximat
e

Net Cable
Weight

Control
Ampacity

Power
Ampacity

AWG mils mm AWG mils mm AWG mils mm inches mm lb/kft kg/km amps amps

680759 14 15/4 0.38/0.10 12 15/4 0.38/0.10 12 60 1.52 0.515 13.08 205 305 17.5 21

658872 14 15/4 0.38/0.10 10 15/4 0.38/0.10 10 60 1.52 0.575 14.61 286 426 17.5 28

658880 14 15/4 0.38/0.10 8 30/4 0.76/0.10 10 60 1.52 0.675 17.15 380 557 17.5 55

658898 14 15/4 0.38/0.10 6 30/4 0.76/0.10 8 60 1.52 0.750 19.05 502 711 17.5 75

658906 14 15/4 0.38/0.10 4 40/6 1.02/0.15 8 80 2.03 0.905 22.99 727 1024 17.5 95

658914 14 15/4 0.38/0.10 2 40/6 1.02/0.15 6 80 2.03 1.014 25.76 1029 1533 17.5 130

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables are UL listed for exposed runs (ER) when installed in accordance with
NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway
or direct buried at 30°C ambient temperature and 90°C rated conductors. Ampacities for
cables having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed
15 amperes for 14 AWG, 20 amperes for 12 AWG, and 30 amperes for 10 AWG copper
conductors after any correction factors for ambient temperature and number of conductors
have been applied.  Exceptions to this may be covered in NEC Article 240.4(E) through (G).

*Dow construction means:
• Control conductors are color coded - E2
• Power conductors are black with number coding per - M4 of ICEA S-73-532
• Fillers where applicable

SELLING INFORMATION
 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 83

UL Type TC or TCER, THHN / THWN2 Insulation, 600 V, rated 90°C dry and wet 
RoHS Compliant  Exposed Run (ER) Rated

DESCRIPTION
Applications

Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:

Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 2 AWG.

Insulation:

Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:

Cables with 3 or more conductors and cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:

UL  listed  sunlight  and moisture  resistant,  sequentially  length marked,  black,  ame
retardant polyvinyl chloride (PVC) material meeting the requirements of UL 1277. A
Nylon ripcord is included for ease of jacket removal.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC-ER, 600 V, 90ºC DRY AND
WET RATED - ROHS COMPLIANT- DUPONT CONSTRUCTION*

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Ampacity
(2)

mils mm inches mm lb/kft kg/km amps

Multiconductor 14 AWG Type THHN/THWN-2
Insulation Thickness: 15 mils / 0.38 mm PVC, 4 mils / 0.10 mm Nylon Covering

697821 2 45 1.14 0.207x0.320 5.26x8.13 57 85 25

627505 3 45 1.14 0.370 9.398 79 118 25

631192 4 45 1.14 0.373 9.474 99 147 20/25(1)

684738 5 45 1.14 0.395 10.033 119 177 20

697839 7 45 1.14 0.439 11.151 152 226 17.5

627653 9 45 1.14 0.510 12.954 200 298 17.5

631523 19 60 1.52 0.690 17.526 400 595 12.5

Multiconductor 12 AWG Type THHN/THWN-2
Insulation Thickness: 15 mils / 0.38 mm PVC, 4 mils / 0.10 mm Nylon Covering

631168 2 45 1.14 0.225x0.355 5.72x9.02 77 114 30

631515 3 45 1.14 0.384 9.754 108 161 30

631176 4 45 1.14 0.419 10.643 137 203 24/30(1)

684688 7 45 1.14 0.490 12.446 217 323 21

Multiconductor 10 AWG Type THHN/THWN-2
Insulation Thickness: 20 mils / 0.51 mm PVC, 4 mils / 0.10 mm Nylon Covering

 2 45 1.14 0.261x0.428 6.63x10.87 112 166 40

627224 3 45 1.14 0.456 11.582 158 236 40

627232 4 45 1.14 0.498 12.649 202 301 32/40(1)

627828 7 60 1.52 0.613 15.570 348 517 28

Multiconductor 8 AWG Type THHN/THWN-2
Insulation Thickness: 30 mils / 0.76 mm PVC, 5 mils / 0.13 mm Nylon Covering

627166 2 60 1.52 0.560 14.224 202 301 55

697870 3 60 1.52 0.588 14.935 254 378 55

697904 4 60 1.52 0.644 16.485 324 482 55(1)

Multiconductor 6 AWG Type THHN/THWN-2
Insulation Thickness: 30 mils / 0.76 mm PVC, 5 mils / 0.13 mm Nylon Covering

627513 2 60 1.52 0.636 16.154 293 436 75

697862 3 60 1.52 0.680 17.272 363 540 75

627968 4 60 1.52 0.741 18.821 469 689 75(1)

Multiconductor 4 AWG Type THHN/THWN-2
Insulation Thickness: 40 mils / 1.02 mm PVC, 6 mils / 0.15 mm Nylon Covering

627943 3 80 2.03 0.866 21.996 588 875 95

627950 4 80 2.03 0.950 24.130 757 1126 95(1)

Multiconductor 2 AWG Type THHN/THWN-2
Insulation Thickness: 40 mils / 1.02 mm PVC, 6 mils / 0.15 mm Nylon Covering

684837 3 80 2.03 0.982 24.943 889 1323 130

684894 4 80 2.03 1.090 27.686 1114 1658 130(1)
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC-ER, 600 V, 90°C DRY AND
WET RATED - ROHS COMPLIANT - DUPONT CONSTRUCTION*
Composite Type THHN/THWN2: 3 Power Conductors + 4 Control Conductors + 1 Ground Wire

Part
Number

Control
Size

Insulation
Thickness
PVC/Nylon

Power
Size

Insulation
Thickness
PVC/Nylon

Ground
Size

Jacket
Thickness

Nominal
Diameter

over Jacket

Approximat
e

Net Cable
Weight

Control
Ampacity

Power
Ampacity

AWG mils mm AWG mils mm AWG mils mm inches mm lb/kft kg/km amps amps

697813 14 45 1.14 12 45 1.14 12 60 1.52 0.515 13.08 220 328 17.5 21

697805 14 45 1.14 10 45 1.14 10 60 1.52 0.575 14.61 288 429 17.5 28

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with 3 or more conductors are UL listed for exposed runs (ER)
when installed in accordance with NEC Article 336.10(7).
(1) Where the 4th conductor is the neutral of a balanced 3 phase system.
(2) Conductor ampacities are in accordance with NEC Table 310.15(B)(16)
for conductors in a raceway or direct buried at 30°C ambient temperature
and 90°C rated condcutors.  Ampacities for cables having more than three
conductors have been derated per NEC Table 310.15(B)(3)(a).
• For correction factors for different ambient temperatures and ampacitities
at different conductor temperature ratings see NEC Table 310.15(b)(16).
• NEC Article 240.4(D) requires that overcurrent protection
not exceed 15 amperes for 14 AWG, 20 amperes for 12 AWG, and 30 amperes
for 10 AWG copper conductors after any correction factors for ambient temperature and
number of conductors have been applied.  Exceptions to this may be covered in NEC
Article 240.4(D) through (G).

*DuPont construction means:
• Conductor identification black insulation with white print - number conductors (Method 4).
• Nylon fillers - where applicable
• Mylar tape around core

SELLING INFORMATION
 Options

The following constructions can be provided on special orders:

▪ Insulated green ground conductors for noncomposite construction 14 AWG to 6 AWG
▪ Uninsulated ground conductors for noncomposite construction sizes 4 AWG and larger

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
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through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 66

UL Type TC or TCER, TFN Insulation, 600 V, rated 90ºC dry and 75ºC wet  LEAD
FREE  Exposed Run (ER) Rated

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8 from 18 AWG to 16 AWG.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:
Cables with 3 or more conductors and cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C18 AWG SUN RES DIR BUR  (UL) 90C
DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National
ICEA S73532;UL 1277;UL 66

Part Number: VN TFN

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:
Cables with 3 or more conductors and cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C16 AWG SUN RES DIR BUR  (UL) 90C
DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Dimensional characteristics

Conductor crosssection (AWG) 16
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C
DRY AND 75°C WET RATED - LEAD FREE
Multiconductor 16 AWG Type TFN
Insulation Thickness:  15 mils / 0.38mm PVC, 4 mils / 0.10mm Nylon Covering

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

697045 2 Flat 45 1.14 0.190 x0.290 4.83 x 7.37 45 67 8.0

697052 3 45 1.14 0.306 7.77 59 86 8.0

631010 4 45 1.14 0.330 8.38 71 106 6.4

697342 5 45 1.14 0.360 9.14 86 128 6.4

697060 6 45 1.14 0.390 9.91 100 149 6.4

697078 7 45 1.14 0.390 9.91 110 164 5.6

697086 8 45 1.14 0.425 10.80 128 190 5.6

697094 9 45 1.14 0.452 11.48 141 210 5.6

697102 10 45 1.14 0.480 12.19 157 234 4.0

 11 45 1.14 0.486 12.34 165 246 4.0

697110 12 45 1.14 0.505 12.83 179 266 4.0

 13 45 1.14 0.510 12.95 205 305 4.0

 14 60 1.52 0.556 14.12 219 326 4.0

671784 15 60 1.52 0.570 14.48 232 345 4.0

697128 16 60 1.52 0.594 15.09 240 357 4.0

697136 19 60 1.52 0.610 15.49 283 421 4.0

627463 20 60 1.52 0.640 16.26 300 446 4.0

697144 25 60 1.52 0.715 18.16 367 546 3.6

697896 30 60 1.52 0.765 19.43 430 640 3.6

697664 37 80 2.03 0.864 21.99 548 815 3.2

 40 80 2.03 0.893 22.68 584 869 3.2

 45 80 2.03 0.943 23.95 649 966 2.8

627471 50 80 2.03 0.980 24.88 689 1025 2.8

Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Article 336.80, and Table 402.5
"Allowable Ampacity for Fixture Wires" at an ambient temperature of 30°C (with no load
diversity).  Ampacity for cables having more than three conductors have been derated as stated in
NEC Article 392.80(A), using the derating factors of NEC Table 310.15(B)(3)(a).  For load diversity
of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• Refer to NEC Article 240.4(D) for overcurrent protection requirements.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National
ICEA S73532;UL 1277;UL 66

Part Number: VN TFN

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance to
ASTM B8.

Insulation:
Flameretardant PVC/Nylon type TFN per UL 66.

Assembly:
Cables with 3 or more conductors and cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 4/C18 AWG SUN RES DIR BUR  (UL) 90C
DRY / 75C WET ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:

Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•
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CHARACTERISTICS
Dimensional characteristics

Conductor crosssection (AWG) 18
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C
DRY AND 75°C WET RATED - LEAD FREE
Multiconductor 18 AWG Type TFN
Insulation Thickness:  15 mils  / .38mm PVC, 4 mils / .10mm Nylon Covering

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

697151 2 Flat 45 1.14 0.180 x0.270 4.57 x 6.86 35 52 6.0

697359 3 45 1.14 0.288 7.31 45 67 6.0

697169 4 45 1.14 0.311 7.91 54 80 4.8

627448 5 45 1.14 0.337 8.56 66 98 4.8

627273 6 45 1.14 0.364 9.25 76 113 4.8

627281 7 45 1.14 0.364 9.25 82 122 4.2

 8 45 1.14 0.392 9.95 92 137 4.2

627901 9 45 1.14 0.421 10.69 108 160 4.2

669127 10 45 1.14 0.448 11.37 117 175 3.0

 11 45 1.14 0.454 11.53 122 182 3.0

697367 12 45 1.14 0.468 11.87 131 195 3.0

 13 45 1.14 0.476 12.08 139 207 3.0

 14 45 1.14 0.491 12.47 148 220 3.0

697177 15 45 1.14 0.504 12.79 184 274 3.0

697375 19 60 1.52 0.574 14.58 210 312 3.0

 20 60 1.52 0.590 14.99 217 323 3.0

697383 25 60 1.52 0.658 16.71 272 405 2.7

 30 60 1.52 0.701 17.80 308 458 2.7

626994 37 60 1.52 0.754 19.15 380 564 2.4

 40 60 1.52 0.782 19.86 397 591 2.4

 45 60 1.52 0.867 22.02 442 658 2.1

 50 80 2.03 0.898 22.80 516 768 2.1

Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Article 336.80, and Table 402.5
"Allowable Ampacity for Fixture Wires" at an ambient temperature of 30°C (with no load
diversity).  Ampacity for cables having more than three conductors have been derated as stated in
NEC Article 392.80(A), using the derating factors of NEC Table 310.15(B)(3)(a).  For load diversity
of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
• Refer to NEC Article 240.4(D) for overcurrent protection requirements.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 83

UL Type TC or TCER, THHN / THWN2 Insulation, 600 V, rated 90ºC wet and dry 
RoHS Compliant  Exposed Run (ER) Rated

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8, from 14 AWG to 10 AWG.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cables with 3 or more conductors are cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C14 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:
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Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 83

Part Number: VN Unshielded

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cables with 3 or more conductors are cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C10 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:
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Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Dimensional characteristics

Conductor crosssection (AWG) 10
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C
DRY AND WET RATED – ROHS COMPLIANT
Multiconductor 10 AWG Type THHN / THWN-2
Insulation Thickness:  20 mils / 0.51mm PVC, 4 mils / 0.10 mm Nylon Covering

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

696922 2 Flat 45 1.14 0.260 x0 .428 6.60 x 10.87 112 166 40

696930 3 45 1.14 0.448 11.37 159 237 40

697284 4 45 1.14 0.490 12.45 200 298 32/40(1)

688309 5 60 1.52 0.568 14.41 263 391 32

 6 60 1.52 0.617 15.67 324 482 32

696948 7 60 1.52 0.617 15.67 346 515 28

 8 60 1.52 0.668 16.97 397 591 28

627646 9 60 1.52 0.721 18.31 459 683 28

 10 60 1.52 0.770 19.57 488 726 20

 11 60 1.52 0.782 19.86 530 789 20

627257 12 60 1.52 0.807 20.49 572 852 20

 13 80 2.03 0.862 21.88 646 961 20

 14 80 2.03 0.890 22.60 735 1094 20

 15 80 2.03 0.913 23.18 780 1161 20

 16 80 2.03 0.938 23.81 795 1183 20

 19 80 2.03 0.987 25.07 914 1360 20

 20 80 2.03 1.017 25.82 954 1420 20

 25 80 2.03 1.140 28.97 1178 1753 18

 30 80 2.03 1.220 30.98 1394 2075 18

 37 80 2.03 1.317 33.45 1693 2520 16

 40 80 2.03 1.368 34.75 1824 2714 16

 45 80 2.03 1.451 36.85 2040 3036 14

 50 80 2.03 1.507 38.27 2253 3353 14

Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts  and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway
or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for
cables having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at
different conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not
exceed 30 amperes for 10 AWG copper conductors after any correction factors for ambient
temperature and number of conductors have been applied. Exceptions to this may be
covered in NEC Article 240.4(E) through (G).
(1)Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 83

Part Number: VN Unshielded

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cables with 3 or more conductors are cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C12 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:
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Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Dimensional characteristics

Conductor crosssection (AWG) 12
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C DRY
AND WET RATED – ROHS COMPLIANT
Multiconductor 12 AWG Type THHN / THWN-2
Insulation Thickness:  15 mils / 0.38mm PVC, 4 mils / 0.10 mm Nylon Covering

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

mils mm inches mm lb/kft kg/km amps

696955 2 Flat 45 1.14 .225 x .359 5.72 x 9.12 77 115 30.0

696963 3 45 1.14 0.376 9.56 105 156 30.0

696971 4 45 1.14 0.408 10.36 126 188 24.0/30.0(1)

697292 5 45 1.14 0.448 11.39 166 247 24.0

 6 45 1.14 0.488 12.40 196 292 24.0

697300 7 45 1.14 0.488 12.40 215 320 21.0

 8 45 1.14 0.559 14.20 253 377 21.0

696989 9 60 1.52 0.601 15.27 296 440 21.0

696997 10 60 1.52 0.641 16.28 328 488 15.0

 11 60 1.52 0.650 16.51 357 531 15.0

697003 12 60 1.52 0.670 17.02 376 560 15.0

 13 60 1.52 0.682 17.31 414 616 15.0

 14 60 1.52 0.704 17.88 443 659 15.0

 15 60 1.52 0.723 18.35 470 700 15.0

697001 16 60 1.52 0.742 18.86 490 729 15.0

697318 19 60 1.52 0.782 19.86 573 853 15.0

697029 20 60 1.52 0.806 20.47 582 866 15.0

697037 25 80 2.03 0.945 24.00 778 1158 13.5

688770 30 80 2.03 1.008 25.61 915 1362 13.5

627455 37 80 2.03 1.086 27.58 1107 1647 12.0

 40 80 2.03 1.127 28.62 1216 1810 12.0

 45 80 2.03 1.193 30.30 1358 2021 10.5

 50 80 2.03 1.238 31.44 1497 2228 10.5

Bend Radius:  5 x overall diameter installed /7.5 x overall diameter during installation pullin.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts  and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for conductors in a raceway or
direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for cables
having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at
different conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not
exceed 20 amperes for 12 AWG copper conductors after any correction factors for ambient
temperature and number of conductors have been applied. Exceptions to this may be
covered in NEC Article 240.4(E) through (G).
(1)Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
UL 1277; UL 83

Part Number: VN Unshielded

DESCRIPTION
Applications
Nexans 600 V ULTREX® VN Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations, as well as Class III, Div. 1 & 2 hazardous locations per NEC.  Cables with
three  or  more  conductors  are  UL  listed  for  exposed  runs  (ER)  when  installed  in
accordance with NEC Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B compressed stranded
copper in accordance to ASTM B8.

Insulation:
Flameretardant PVC/Nylon type THHN/THWN2 per UL 83.

Assembly:
Cables with 3 or more conductors are cabled in concentric layers with interstices filled
with suitable fillers, as required.  Twoconductor cables are supplied in a at/parallel
configuration.   Ground wires are sized as  required by UL 1277  (refer  to applicable
product  tables for  the standard sizes provided).   Where necessary, a binder  tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:

UL listed sunlight and moisture resistant, sequentially marked, black, ame retardant
polyvinyl  chloride  (PVC)  material  meeting  the  requirements  of  UL  1277. A  Nylon
ripcord is included for ease of jacket removal. Jacket surface is printed with required
UL / NEC code information and sequential footage markings.

NEXANSC ULTREXVN 600V TCER 3/C14 AWG THHN/THWN2 SUN RES DIR
BUR (UL) ROHS (mm/dd/yyyy)

Conductor Identification:
Color coded per Method #1E2 per ICEA S73532

See details in Conductor Identification Charts.

Product Features:
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Cables pass UL 1685 and IEEE 383 verticaltray fire tests at 70,000 BTU/hr.•
Cables are UL listed to IEEE 1202 and FT4 70,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Can operate at continuous temperatures of 90°C dry and wet.•
Cold bend of –25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted for nonpowerlimited firm alarm circuits as defined in NEC Article 760.•

CHARACTERISTICS
Dimensional characteristics

Conductor crosssection (AWG) 14
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UNSHIELDED ULTREX® VN TRAY CABLE - UL TYPE TC OR TC-ER, 600 V, 90°C
DRY AND WET RATED – ROHS COMPLIANT
Multiconductor 14 AWG Type THHN/THWN-2
Insulation Thickness:  15 mils / 0.38mm PVC, 4 mils / 0.10mm Nylon Covering

Part
Number

# of
Conductors

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight

Ampacity
(1)

mils mm inches mm lb/kft kg/km amps

696815 2 Flat 45 1.14 .205 x .315 5.21 x 8.00 58 86 25.0

696823 3 45 1.14 0.336 8.52 77 114 25.0

696831 4 45 1.14 0.365 9.27 96 143 20.0/25.0(1)

696849 5 45 1.14 0.397 10.09 117 174 20.0

667055 6 45 1.14 0.431 10.95 137 204 20.0

696807 7 45 1.14 0.431 10.95 152 226 17.5

676700 8 45 1.14 0.466 11.84 175 260 17.5

696856 9 45 1.14 0.502 12.76 195 290 17.5

696864 10 60 1.52 0.566 14.38 232 345 12.5

 11 60 1.52 0.574 14.58 250 372 12.5

696872 12 60 1.52 0.591 15.01 266 396 12.5

 13 60 1.52 0.601 15.27 287 427 12.5

 14 60 1.52 0.620 15.76 307 457 12.5

 15 60 1.52 0.636 16.16 326 485 12.5

631002 16 60 1.52 0.653 16.59 343 510 12.5

696880 19 60 1.52 0.687 17.45 396 589 12.5

696898 20 60 1.52 0.707 17.97 417 620 12.5

696906 25 60 1.52 0.792 20.12 518 771 11.3

627299 30 80 2.03 0.886 22.51 638 949 11.3

696914 37 80 2.03 0.953 24.21 774 1152 10.0

 40 80 2.03 0.988 25.10 833 1240 10.0

 45 80 2.03 1.045 26.54 928 1381 8.8

697326 50 80 2.03 1.083 27.51 972 1446 8.8

Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in
accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16) for  conductors in a raceway
or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities for
cables having more than three conductors have been derated per NEC Table 310.15(B)(3)(a).
•  For load diversity of 50%, refer to NEC Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different
conductor temperature ratings see NEC Table 310.15(B)(16).
• NEC Article 240.4(D) requires that overcurrent protection not exceed 15 amperes for
14 AWG copper conductors after any correction factors for ambient temperature and
number of conductors have been applied. Exceptions to this may be covered in
NEC Article 240.4(E) through (G).
(1) Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION
Options

The following constructions can be provided on special orders:

* Dow Construction
* DuPont Construction
* Composite Cable Construction
* Insulated Green Ground
* Different conductor identification methods

 

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

DESCRIPTION
Applications

Nexans 600 V ULTREX® XLTray Cables are listed as type TC or TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL  listed  sunlight  and moisture  resistant,  sequentially  length marked,  black,  ame
retardant polyvinyl chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

14 AWG to 10 AWG: Color coded per Method 1E2 of ICEA S73532

8 AWG to 500 kcmil: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:

• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Part Number: ULTREX® XL  Unshielded 3

DESCRIPTION
Applications

Nexans 600 V ULTREX® XLTray Cables are listed as type TC or TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL  listed  sunlight  and moisture  resistant,  sequentially  length marked,  black,  ame
retardant polyvinyl chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

14 AWG to 10 AWG: Color coded per Method 1E2 of ICEA S73532

8 AWG to 500 kcmil: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® XL - UNSHIELDED TRAY CABLE - 3 CONDUCTORS TYPE XHHW-2 WITH
GROUND
Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated  LEAD FREE

Part
Number

Cond.
Size

Ground
Size

Insulation
Thickness

Jacket
Thickness

Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

(AWG or
kcmil) (AWG) mils mm mils mm inches mm lb/kft kg/km amps

611517 12 12 30 0.76 45 1.14 0.465 11.82 145 216 30(1)

295196 10 10 30 0.76 45 1.14 0.524 13.30 205 305 45(1)

306829 8 10 45 1.14 60 1.52 0.665 16.89 323 480 55

306845 6 8 45 1.14 60 1.52 0.769 19.53 451 672 75

306860 4 8 45 1.14 60 1.52 0.818 20.78 595 886 95

 3 6 45 1.14 80 2.03 0.917 23.28 824 1226 110

306886 2 6 45 1.14 80 2.03 0.989 25.12 922 1372 130

 1 6 55 1.40 80 2.03 1.093 27.75 1200 1786 150

306894 1/0 6 55 1.40 80 2.03 1.181 30.00 1358 2021 170

306910 2/0 6 55 1.40 80 2.03 1.273 32.33 1663 2474 195

 3/0 4 55 1.40 80 2.03 1.405 35.59 2156 3209 225

306928 4/0 4 55 1.40 80 2.03 1.541 39.13 2506 3729 260

619114 250 4 65 1.65 80 2.03 1.634 41.51 2941 4376 290

 300 3 65 1.65 110 2.79 1.800 45.72 3394 5050 320

619338 350 3 65 1.65 110 2.79 1.934 49.12 4103 6105 350

 400 3 65 1.65 110 2.79 2.021 51.33 4818 7169 380

619148 500 2 65 1.65 110 2.79 2.190 55.63 5670 8438 430

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables are UL listed for exposed runs (ER) when installed in accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16)
for conductors in a raceway or direct buried at 30°C ambient temperature and 90°C rated
conductors.
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC Table 310.15(B)(16).
(1) NEC Article 240.4(D) requires that overcurrent protection not exceed
20 amperes for 12 AWG, and 30 AWG for 10 AWG copper conductors after any correction
factors for ambient temperature and number of conductors have been applied.
Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:
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• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Part Number: ULTREX® XL  Unshielded 4

DESCRIPTION
Applications

Nexans 600 V ULTREX® XLTray Cables are listed as type TC or TCER under UL 1277
Electrical Power and Control Cables.   These cables may be  installed  in wet or dry
locations;  in cable  trays,  raceways and open air; and are suitable  for exposure  to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL  listed  sunlight  and moisture  resistant,  sequentially  length marked,  black,  ame
retardant polyvinyl chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

14 AWG to 10 AWG: Color coded per Method 1E2 of ICEA S73532

8 AWG to 500 kcmil: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® XL - UNSHIELDED TRAY CABLE - 4 CONDUCTORS TYPE XHHW-2 WITH
GROUND
Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

Part
Number

Cond.Size
Groun

d
Size

Insulation ThicknessJacket ThicknessNominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity

(AWG or
kcmil) (AWG) mils mm mils mm inches mm lb/kft kg/km amps

619403 10 10 30 0.76 60 1.52 0.604 15.33 269 401 40(1)

306837 8 10 45 1.14 60 1.52 0.734 18.65 392 582 55

306852 6 8 45 1.14 80 2.03 0.890 22.59 595 885 75

659334 4 8 45 1.14 80 2.03 0.950 24.13 792 1177 95

 3 6 45 1.14 80 2.03 1.035 26.29 1023 1523 110

603209 2 6 45 1.14 80 2.03 1.093 27.76 1176 1751 130

 1 6 55 1.40 80 2.03 1.219 30.96 1470 2187 150

 1/0 6 55 1.40 80 2.03 1.310 33.27 1772 2637 170

 2/0 6 55 1.40 80 2.03 1.417 36.00 2151 3200 195

 3/0 4 55 1.40 80 2.03 1.536 39.01 2667 3969 225

 4/0 4 55 1.40 80 2.03 1.657 42.09 3243 4827 260

 250 4 65 1.65 110 2.79 1.881 47.78 3928 5845 290

 300 3 65 1.65 110 2.79 2.012 51.10 4639 6903 320

 350 3 65 1.65 110 2.79 2.119 53.82 5300 7887 350

 400 3 65 1.65 110 2.79 2.232 56.69 6003 8933 380

 500 2 65 1.65 110 2.79 2.426 61.62 7391 10998 430

Minimum Bend Radius:  5 x overall diameter installed / 7.5 x overall diameter during installation.

Notes:
• Dimensions and weights shown are nominal values, subject to standard manufacturing tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables are UL listed for exposed runs (ER) when installed in accordance with NEC Article 336.10(7).
• Ampacities are in accordance with NEC Table 310.15(B)(16)
for conductors in a raceway or direct buried at 30°C ambient temperature and 90°C rated
conductors, where the 4th conductor is the neutral of a balanced 3 phase, 4 wire system.
• For correction factors for different ambient temperature rratings and ampacities at different conductor
temperatures see NEC Table 310.15(B)(16).
(1) NEC Article 240.4(D) requires that overcurrent protection not exceed
30 amperes for 10 AWG after any correction factors for ambient temperature and number of
conductors have been applied.  Exceptions to this may be covered in NEC Article 240.4(E) through (G).

SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:
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• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

DESCRIPTION
Applications

Nexans 600 V ULTREX® XL Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).  RoHS compliant.

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially length marked, black polyvinyl
chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

2–37 conductors: Color coded per Method 1E2 of ICEA S73532

38 and more conductors: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C

SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:

• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Part Number: ULTREX® XL

DESCRIPTION
Applications

Nexans 600 V ULTREX® XL Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).  RoHS compliant.

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially length marked, black polyvinyl
chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

2–37 conductors: Color coded per Method 1E2 of ICEA S73532

38 and more conductors: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® XL UNSHIELDED MULTICONDUCTOR TRAY CABLE 10 AWG
Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

Multiconductor 10 AWG Type XHHW-2
Insulation Thickness:  30 mils / 0.76 mm

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity(1)

mils mm inches mm lb/kft kg/km amps
603159 2 45 1.14 0.470 11.94 128 190 40.0

603167 3 45 1.14 0.495 12.57 174 259 40.0

603076 4 45 1.14 0.545 13.84 223 332 32/40(1)

603175 5 60 1.52 0.630 16.00 290 432 32.0

 6 60 1.52 0.685 17.40 341 507 32.0

603183 7 60 1.52 0.685 17.40 382 568 28.0

 8 60 1.52 0.740 18.80 408 607 28.0

603191 9 60 1.52 0.800 20.32 479 713 28.0

 10 60 1.52 0.855 21.72 505 752 20.0

 11 80 2.03 0.910 23.11 581 865 20.0

 12 80 2.03 0.935 23.75 626 932 20.0

 13 80 2.03 0.950 24.13 670 997 20.0

 14 80 2.03 0.980 24.89 715 1064 20.0

 15 80 2.03 1.010 25.65 760 1131 20.0

 20 80 2.03 1.125 28.58 983 1463 20.0

 25 80 2.03 1.260 32.00 1209 1799 18.0

 30 80 2.03 1.345 34.16 1427 2124 18.0

 35 80 2.03 1.430 36.32 1644 2447 16.0

 40 80 2.03 1.510 38.35 1861 2770 16.0

 45 80 2.03 1.605 40.77 2082 3098 14.0

 50 80 2.03 1.665 42.29 2296 3417 14.0

Bend Radius: 5 x overall diameter installed
8 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in accordance with NE
C 2008 and
NEC 2011 Article 336.10(7).
• Ampacities are in accordance with NEC 2008 Table 310.16 or NEC 2011 Table 310.15(B)
(16) for conductors in raceway
or direct buried at 30°C ambient temperature and 90°
C rated conductors. Ampacities for cables having more than three
conductors have been derated per NEC 2008 Table 310.15(B)(2)(a) or NEC 2011 Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC 2008 Table B.310.11 or NEC 2011 Table B.310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor temperature 
raitings see NEC
2008 Table 310.16 or NEC 2011 Table 310.15(B)(16).
• NEC 2008 and NEC 2011 Article 240.4
(D) requires that overcurrent protection not exceed 30 amperes for 10 AWG
copper after any correction factors for ambient temperature and number of conductors have been applied. Ex
ceptions to this
may be covered in NEC 2008 and NEC 2011 Article 240.4(E) through (G).
(1) Where the 4th conductor is the neutral of a balanced 3 phase system.
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SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:

• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Part Number: ULTREX® XL

DESCRIPTION
Applications

Nexans 600 V ULTREX® XL Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).  RoHS compliant.

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially length marked, black polyvinyl
chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

2–37 conductors: Color coded per Method 1E2 of ICEA S73532

38 and more conductors: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® XL UNSHIELDED MULTICONDUCTOR TRAY CABLE 12 AWG
Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

Multiconductor 12 AWG Type XHHW-2
Insulation Thickness:  30 mils / 0.76 mm

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity(1)

mils mm inches mm lb/kft kg/km amps
620377 2 45 1.14 0.420 10.67 94 140 30.0

602847 3 45 1.14 0.445 11.30 126 188 30.0

603050 4 45 1.14 0.485 12.32 160 238 24.0/30.0(1)

603001 5 45 1.14 0.535 13.59 194 289 24.0

 6 60 1.52 0.610 15.49 246 366 24.0

602870 7 60 1.52 0.610 15.49 273 406 21.0

 8 60 1.52 0.660 16.76 290 432 21.0

603027 9 60 1.52 0.710 18.03 341 507 21.0

 10 60 1.52 0.755 19.18 356 530 15.0

 11 60 1.52 0.770 19.56 385 573 15.0

602896 12 60 1.52 0.795 20.19 416 619 15.0

 13 60 1.52 0.810 20.57 445 662 15.0

 14 60 1.52 0.835 21.21 476 708 15.0

620393 15 60 1.52 0.860 21.84 506 753 15.0

602938 19 80 2.03 0.955 24.26 655 975 15.0

 20 80 2.03 0.995 25.27 691 1028 15.0

603142 25 80 2.03 1.115 28.32 847 1260 13.5

 30 80 2.03 1.190 30.23 995 1481 13.5

 35 80 2.03 1.265 32.13 1142 1700 12.0

 37 80 2.03 1.265 32.13 1275 1897 12.0

 40 80 2.03 1.335 33.91 1289 1918 12.0

 45 80 2.03 1.410 35.81 1438 2140 10.5

 50 80 2.03 1.465 37.21 1582 2354 10.5

Bend Radius: 5 x overall diameter installed / 8 x overall diameter during installation pullin.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated green grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in accordance
with NEC 2008 and NEC 2011 Article 336.10(7).
• Ampacities are in accordance with NEC 2008 Table 310.16 or NEC 2011 Table 310.15(B)(16) for conductors
in raceway or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities
for cables having more than three conductors have been derated per NEC 2008
Table 310.15(B)(2)(a) or NEC 2011 Table 310.15(B)(3)(a).
• For load diversity of 50%, refer to NEC 2008 Table 310.11(B) or NEC 2011 Table 310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC 2008 Table 310.16 or NEC 2011 Table 310.15(B)(16).
• NEC 2008 and NEC 2011 Article 240.4(D) requires that overcurrent protection not exceed
20 amperes for 12 AWG copper conductors after any correction factors for ambient temperature
and number of conductors have been applied.  Exceptions to this may be covered in NEC 2008
and NEC 2011 Article 240.4(E) through (G).
(1) Where 4th conductor is neutral of a balanced 3 phase system.
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SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:

• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.
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STANDARDS

National ICEA S73532;
ICEA S95658; UL 1277; UL 44

Part Number: ULTREX® XL

DESCRIPTION
Applications

Nexans 600 V ULTREX® XL Tray Cables are listed as type TC or TCER under UL
1277 Electrical Power and Control Cables.  These cables may be installed in wet or
dry locations; in cable trays, raceways and open air; and are suitable for exposure to
weather, direct burial Class  I, Div. 2  (also Zone 2) and Class  II, Div. 2 hazardous
locations  per  NEC,  as  well  as  Class  III,  Div.  1  &  2.    Cables  with  three  or  more
conductors are UL listed for exposed runs (ER) when installed in accordance with NEC
Article 336.10(7).  RoHS compliant.

Construction

Conductor:
Bare, annealed copper conforming to ASTM B3 and Class B stranded in accordance
with ASTM B8, from 14 AWG to 500 kcmil.

Insulation:
Flameretardant crosslinked polyethylene meeting the requirements for XHHW2 per
UL 44 and the requirements of ICEA S95658 for XLPE insulation as standard. Sizes
14 AWG to 8 AWG are VW1, and sizes 6 AWG and larger are nonVW1.

Assembly:
Conductors are cabled in concentric layers with interstices filled with suitable fillers, as
required.   Ground wires, are sized as  required by UL 1277  (refer  to  the applicable
product tables for the standard provided).  Sizes 14 AWG to 6 AWG have an insulated
green ground wire.  Sizes 4 AWG and larger have a bare ground wire.  A binder tape of
synthetic material assembles the core in a tight circular configuration.

Jacket:
UL listed sunlight and moisture resistant, sequentially length marked, black polyvinyl
chloride (PVC) material meeting the requirements of UL 1277.

Sample Print Legend:

(mon/year) NEXANS ULTREXXL 3/C 250  kcmil    4 AWG GRD CU TYPE TCER
XHHW2 (UL) E64956 F SUN RES DIR BUR 600V

Conductor Identification:

2–37 conductors: Color coded per Method 1E2 of ICEA S73532

38 and more conductors: Black with number coding per Method 4 of ICEA S73532
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Product Features:

Cables pass UL 1685 and IEEE 383 vertical tray fire tests at 70,000 BTU/hr.•
All cables pass IEEE 1202 and FT4 70,000 BTU/hr ame test.•
All cables pass ICEA T29520 210,000 BTU/hr ame test.•
Can be used within industrial establishments where serviced by qualified personnel
and not subject to physical damage.

•

Continuous operation temperatures of 90°C dry and wet•
Cold bend of 25°C per UL 1277.•
As indicated in UL 1277: The overall jackets of these cables are a “gas/vapor tight
continuous sheath” as discussed in NEC Article 501.15(D) & (E).*

•

As permitted in NEC Articles 336.10 and 725 for Class 1 circuits.•
As permitted for nonpowerlimited alarm circuits as defined in NEC Articles 336.10
and 760.27.

•

CHARACTERISTICS
Construction characteristics

Conductor material Copper
Electrical characteristics

Maximum operating voltage 600 V
Usage characteristics

Maximum operating temperature 90 °C
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ULTREX® XL - UNSHIELDED MULTICONDUCTOR TRAY CABLE 14 AWG
Type XHHW2: UL Type TC or TCER, 600 V, 90°C dry / wet rated – LEAD FREE

Multiconductor 14 AWG Type XHHW-2
Insulation Thickness:  30 mils /0 .76 mm

Part
Number

# of
Cond.

Jacket Thickness Nominal Diameter
over Jacket

Approximate Net
Cable Weight Ampacity(1)

mils mm inches mm lb/kft kg/km amps
603092 2 45 1.14 0.385 9.78 73 109 25.0

603043 3 45 1.14 0.405 10.29 95 141 25.0

603118 4 45 1.14 0.445 11.30 119 177 20.0/25.0(1)

602995 5 45 1.14 0.485 12.32 144 214 20.0

 6 45 1.14 0.525 13.34 169 252 20.0

602862 7 45 1.14 0.525 13.34 187 278 17.5

 8 60 1.52 0.600 15.24 214 318 17.5

602920 9 60 1.52 0.645 16.38 238 354 17.5

 10 60 1.52 0.685 17.40 262 390 12.5

 11 60 1.52 0.695 17.65 282 420 12.5

602888 12 60 1.52 0.715 18.16 303 451 12.5

 13 60 1.52 0.730 18.54 323 481 12.5

 14 60 1.52 0.755 19.18 345 513 12.5

620385 15 60 1.52 0.770 19.56 366 545 12.5

603126 19 60 1.52 0.855 21.72 451 671 12.5

 20 60 1.52 0.865 21.97 471 701 12.5

603134 25 80 2.03 1.010 25.65 615 915 11.3

 30 80 2.03 1.075 27.31 720 1071 11.3

 35 80 2.03 1.140 28.96 823 1225 10.0

602953 37 80 2.03 1.180 29.97 866 1289 10.0

 40 80 2.03 1.200 30.48 927 1380 10.0

 45 80 2.03 1.270 32.26 1031 1534 8.80

 50 80 2.03 1.320 33.53 1132 1685 8.80

Bend Radius: 5 x overall diameter installed / 8 x overall diameter during installation pull-in.

Notes:
• Dimensions and weights shown are nominal values, subject to standard industry tolerances.
• Cables with different conductor counts and bare or insulated green grounds are also available.
• Cables with 3 or more conductors are UL listed for exposed runs (ER) when installed in accordance
with NEC 2008 and NEC 2011 Article 336.10(7).
• Ampacities are in accordance with NEC 2008 Table 310.16 or NEC 2011 Table 310.15(B)(16) for conductors
in raceway or direct buried at 30°C ambient temperature and 90°C rated conductors.  Ampacities
for cables having more than three conductors have been derated per NEC 2008
Table 310.15(B)(2)(a) or NEC 2011 Table 310.15(B)(3)(a).
•  For load diversity of 50%, refer to NEC 2008 Table 310.11(B) or NEC 2011 Table 310.15(B)(2)(11).
• For correction factors for different ambient temperatures and ampacities at different conductor
temperature ratings see NEC 2008 Table 310.16 or NEC 2011 Table 310.15(B)(16).
• NEC 2008 and NEC 2011 Article 240.4(D) requires that overcurrent protection not exceed
15 amperes for 14 AWG copper conductors after any correction factors for ambient temperature
and number of conductors have been applied.  Exceptions to this may be covered in NEC 2008
and NEC 2011 Article 240.4(E) through (G).
(1) Where 4th conductor is neutral of a balanced 3 phase system.
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SELLING INFORMATION

OPTIONS

The following constructions can be provided on special orders:

• Cables sized 4 AWG and larger with an insulated ground conductor
• Aluminum alloy conductors in sizes 12 AWG to 1000 kcmil
• Insulated or bare ground wires
• Different conductor identification methods
• Shields of aluminum/mylar tape (with or without a tinned copper drain wire)
• Composite constructions of different sized conductors.
• 2000 volt rated cables with RHH/RHW2 insulated conductors.

* Use in Hazardous locations:
Please note that no investigation of these cables has been performed regarding the transmission of gases or vapors
through the core. When these cables are used in hazardous locations they should be sealed properly as required by the
NEC.

http://www.nexans.us/eservice/DirectToFamily.nx?CZ=US&language=en_US&familyId=15422
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	Industrial Wire & Cables
	Armored
	CORFLEX® MC
	CORFLEX® MV-105 or MC-HL
	CORFLEX® VFD
	ENERGEX® MC Aluminum Feeder Cable
	FIREX® MC 3 Conductor
	FIREX® MC 4 Conductor
	FIREX® MC Multiconductor 14 AWG to 10 AWG
	FIREX® MV 5 kV Unshielded Cables
	FIREX®-II 1C TECK90 (XLPE) -40ºC   5 kV Unshielded
	FIREX®-II 3C TECK90 (XLPE) -40ºC 5 kV Unshielded
	FIREX®-II TECK90 (XLPE) -40°C  1 kV
	FIREX®-II TECK90 (XLPE) 600 Volts
	NORTECK® TECK90 and MC cables

	Component & Specialty Wire
	ENERGEX® PV/RHH/RHW-2/USE-2
	ENERGEX® TFN and TFFN

	Conduit Cable
	ENERGEX®  8000 Aluminum XHHW-2
	ENERGEX® INSTAGLIDE® THHN / THWN-2 / MTW
	ENERGEX® INSTAGLIDE® XHHW-2 Copper

	Control
	CORFLEX® MC
	FIREX® MC Multiconductor 14 AWG to 10 AWG
	FIREX®-II TECK90 (XLPE) 600 Volts

	Instrumentation Cables
	CORFLEX® MC
	PLTC /  ITC - 300 V - PVC Insulated, PVC Jacketed
	TC - 600 V - PVC/Nylon Insulated

	Unarmored Tray
	ULTREX® VN Shielded Tray Cable - TFN Insulation
	ULTREX® VN Shielded Tray Cable
	ULTREX® VN Unshielded Tray Cable - 3 or 4 Conductor
	ULTREX® VN Unshielded Tray Cable - Composite
	ULTREX® VN Unshielded Tray Cable - Dow Construction*
	ULTREX® VN Unshielded Tray Cable - DuPont Construction*
	ULTREX® VN Unshielded Tray Cable - TFN Insulation
	ULTREX® VN Unshielded Tray Cable
	ULTREX® XL - Unshielded 3 or 4 Conductors With Ground
	ULTREX® XL Unshielded Multiconductor 14-10 AWG



